NYSDEC’s Community Air Screen

Field Log

Please complete one form for each sample obtained — use black pen

Sample ID # Canister ID # Cane # Gauge Pressure

Applicant name
& address

Completed
by Lab

Action Name Date/Time

Released by Lab

Received by DEC
courier

Received by
NYSDEC Regional
Office

Received by
Community

Released by
Community

Received by
NYSDEC Regional
Office

Received by DEC
courier

Received by Lab

Field Information - Please complete each box — use black pen

Name and phone number for
person obtaining the sample

Other person(s) present during
sampling

Source of concern (e.g., bus depot,
industrial facility)

Location of sampling (include City
and cross streets)

How many samples were collected
during this sampling period?
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NYSDEC’s Community Air Screen

Sample date

Pressure gauge reading
(This is the pressure reading just after opening valve. It
must be between -27”Hg and -30”Hg.)

Sample start time

Sample end time

Pressure gauge reading
(This is the pressure reading just before closing the valve.)

Length of sampling (minutes & seconds)

Weather — record temperature and other features such as humid, windy, direction of wind:

Observed unusual activities during sampling period. Mark on the map included with the canister the locations of these
activities:

[ ]Lawn mowing or landscape activities [ ] Idling vehicles

[ ] Construction equipment nearby [ ]Traffic congestion

[ ]Painting [ ]Other

Other Field comments:

Please keep the sampling canister in a cool dark dry place when not in use for sampling
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