• Mixed loads of construction and demolition debris (C&D debris) may be transported under a Part 364 registration or permit. Transportation of C&D debris generated in New York City also requires a waste tracking document.

• C&D debris which is transported in loads greater than 10 cubic yards to a Part 361 authorized facility must be transported by a registered or permitted Part 364 waste transporter. In addition, transportation of C&D debris generated in New York City also requires a waste tracking document.

• Waste tracking documents must accompany individual loads of restricted-use fill, limited-use fill, and contaminated fill generated anywhere in the state and any C&D debris generated in New York City including all fill materials. Blank waste tracking documents are available at this location: [http://www.dec.ny.gov/chemical/52706.html](http://www.dec.ny.gov/chemical/52706.html).

• All limited-use fill, restricted-use fill and contaminated fill require transport by a Part 364 waste transporter. However, these materials are defined as a subset of C&D debris, so shipments of 10 cubic yards or less are exempt from Part 364 waste transporter requirements (§364-3.1(d)).

• Transport of C&D debris generated anywhere in the state requires a registration or permit under Part 364 waste transporter requirements. In addition, a waste tracking document is required for individual loads of C&D debris generated in New York City. Outside of New York City, a waste tracking document is only required for restricted use fill, limited use fill, and contaminated fill.