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Ninemile Creek-
Reach AB

Reaches CD and BC comprise 
OU-1; Reach AB comprises OU-2.



Relocate Channel.

State Fair Landfill

Backfill Existing Channel to 
Create Floodplains with Wetlands.
Restore with Minimum 2 ft of 
Clean Soil Over Channel 
and Adjacent to Wastebeds
to Ease Slopes.

Remove 2 ft of Soil/Sediment 
from Floodplain. Restore 
Floodplain / Wetlands
With 2 ft of Clean Soil.

Remove Sediment to Allow 
for Remediation and
Restoration. Install Sand Base
Layer (1 ft) and Habitat / 
Erosion Protection Layer (2 ft).

Hot Spot Removal Area1

Break In
Grade

Break In
Grade

Geddes Brook IRM

Remove 1 ft of Soil/
Sediment from Floodplain
From Edge of Channel to
Toe of Wastebed.
Restore With Minimum 2 ft 
of Clean Soil Over Floodplain
to Ease Slope Adjacent
to Wastebeds.
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FIGURE 1-2

Remedial Approach
301 Plainfield Rd, Suite 350, Syracuse , NY 13212, Phone 315-451-9560

1. Remove additional hotspot 
areas in the southern channel 

around the large island.

Pa
th:

 Q
:\G

IS
\H

on
_S

yra
cu

se
\N

ine
mi

le\
50

 %
 de

sig
n\R

em
ed

ial
_A

pp
roa

ch
_C

D 
de

sig
n.m

xd
Da

te 
Re

vis
ed

: 3
/6/

20
12

 10
:31

:12
 AM









TRANSECT 3
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SITE PIEZOMETERS
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FIGURE 3‐1

Potential Chemical 
Isolation Layer Location

301 Plainfield Rd, Suite 350, Syracuse, NY, 13212, Phone 315‐451‐9560

= Potential location of chemical isolation layer
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