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"MAP OF PROPERTY, EXIST. BLDG & YARD CONNECTIONS, NEW YORK AND RICHMOND GAS COMPANY - 1921" BY
FANNING, PHILLIPS & MOLNAR ENGINEERS, RONKONKOMA, NEW YORK.

SCALE 1"=30". DATED 2/8/94 - REVISED TO 2/13/98.

"TOPOGRAPHY AND SAMPLE LOCATIONS, #49 - #67 LYNHURST AVENUE" BY GEI CONSULTANTS, INC., COLCHESTER,

CONNECTICUT FOR KEYSPAN ENERGY.
SCALE 1"=10". DATED 7/8/02.

"SITE PLAN, TOPOGRAPHY AND HISTORIC STRUCTURES WITHIN OPERABLE UNIT-1 (OU-1) AND OPERABLE UNIT-2
(OU-2)", PREPARED BY GEI CONSULTANTS, INC. AND DATED SEPTEMBER 2002.
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SOURCES:
1. "FOLLOW-UP SOIL AND GROUNDWATER INVESTIGATION AT THE BROOKLYN UNION GAS COMPANY CLIFTON STATION
FACILITY, 40 WILLOW AVENUE, STATEN ISLAND, NY" BY FANNING, PHILLIPS & MOLNAR, AUGUST 29, 1994.
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SOURCE:

1. BASE MAP OF SITE PREPARED BY GEI CONSULTANTS, INC. TAKEN
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80FROM PLAN ENTITLED, "SITE PLAN, TOPOGRAPHY AND HISTORIC
STRUCTURES WITHIN OPERABLE UNIT-1 (OU-1) AND OPERABLE

FORMER CLIFTON MGP SITE OPERABLE UNIT 2
STATEN ISLAND, RICHMOND COUNTY
SITE NO. 2-43-023

SITE LAYOUT MAP
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