
BALLSTON SPA FLOOD DAMAGE 
REDUCTION PROJECT 

Department of 
Environmental Conservation 

 
 

Operated  and  Maintained  by:  New  York  State  
Region  5  Counties:    Clinton,  Essex,    
Franklin,  Fulton,  Hamilton,  Saratoga,    
Warren,  Washington  

 

PROJECT LOCATION 
The project is located in the Village of 
Ballston Spa in Saratoga County, New 
York.  The project crosses Route 50 near 
the confluence of Gordon and 
Kayaderosseras Creeks. 
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Ballston Spa Flood Damage Reduction Project 

PROJECT DESCRIPTION 
The project consists of the following work: 

 
• The removal of snags, clearing and excavation of 5,000 feet of the Kayaderosseras and 

Gordon Creeks in Ballston Spa.   
• The removal of exposed portions of an abandoned sewer line and associated manholes,  
• The placement of protective riprap along existing walls, buildings, and bridge abutments.  

AUTHORIZATION 
The project was authorized pursuant to Section 2 of the 1937 Flood Control Act, as 

amended. 

CONSTRUCTION 
 The project was completed in 1952.  The Federal cost of the project was $22,094. 
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Ballston Spa Flood Damage Reduction Project 

BALLSTON SPA – GENERAL PLAN 
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Ballston Spa Flood Damage Reduction Project 

BALLSTON SPA – BIRD’S EYE VIEW 
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Ballston Spa Flood Damage Reduction Project 
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BALLSTON SPA – GENERAL PLAN AND AERIAL MAP OVERLAY 
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