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1.0 INTRODUCTION 

On September 9, 2005, Earth Tech Northeast, Inc. (Earth Tech) conducted a demolition project survey for 
the presence of asbestos containing building materials in the building structure located at the 34 
Freeman’s Bridge Road Site in Glenville, New York.  Ms. Patrice Poole (Asbestos Inspector #05-05628) 
conducted this inspection generally following the procedures and guidelines commonly used and accepted 
by federal and state regulations.  The objective of the survey was to identify the presence and approximate 
the locations and quantities of suspect asbestos containing building materials (ACBM) that may be 
disturbed during the planned demolition of this building. 
 
The inspector proceeded by assessing all areas of the building, including the roof sections, with the 
potential to contain asbestos that will be disturbed during the demolition project.  The inspector selected 
materials from the building for inclusion in the inspection through professional experience and an 
understanding of the historical uses of asbestos.  Generally speaking, if the building material within the 
building structure could contain asbestos, the material was included in the inspection.  
 
Material included in the survey were identified and recorded with respect to grouped homogeneous 
sampling areas.  Representative bulk samples were collected from locations within each homogeneous 
sampling area.  Sampling information was recorded on chain of custody forms for documentation.   
Samples were individually preserved within a container and transported to an independent laboratory for 
asbestos analysis. 
 
EMSL Analytical, Inc. of Westmont, New Jersey, (ELAP #10872, and NVLAP Code 101048-0) 
conducted laboratory analysis of asbestos samples via polarized light microscopy (PLM) and or 
transmission electron microscopy (TEM).  Friable asbestos samples were analyzed by the method of PLM 
only.  Non-friable organically bound (NOB) samples were initially analyzed by PLM, and, if initially 
negative for asbestos (i.e., <1% by weight), the negative result was confirmed by TEM. Samples were 
also analyzed by positive-stop methodology. Once a sample collected from a homogeneous group was 
analyzed and a positive (greater than 1%) was identified the remaining samples were not analyzed. 
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2.0 LIMITATIONS 

The information provided in this report was compiled from field and laboratory data obtained during the 
site visit.  Observations noted and recorded are intended to represent the conditions that existed at the 
subject site at the time and date that the observations were made. 
 
Determinations of suspect asbestos containing material within the building were subject to the 
accessibility of individual areas or spaces.  Earth Tech accepts no responsibility for the content of the 
building materials within areas or spaces that were unknown to us or not reasonably accessible.  Earth 
Tech assumes no liability for any buildings that were not identified by the client that may fall under state 
or federal regulations.  
 
Conclusions and recommendations provided in this report are based on the assumption that materials 
identified are homogeneous throughout their application. 
 
The following limitations/conditions were noted as part of the survey: 
 

• The asbestos survey was not conducted according to established USEPA AHERA (Asbestos 
Hazard Emergency Response Act) protocols, as required for public schools.  This survey was 
conducted following general industry practices to identify those asbestos containing materials 
present in the building within the area described as the demolition project area.  All inspection 
activities were, however, conducted by an AHERA certified asbestos inspector (NYSDOL 
Licenses No. 05-05628). 

 
• The inspection was limited to only those materials within the described demolition project area 

that have the potential to be disturbed during the demolition. 
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3.0 ASBESTOS SAMPLING SUMMARY 

 
The results of the asbestos sampling are provided in Table 1, sample locations are shown on Figure 1 and 
the laboratory results are presented in Appendix A.  Based on this asbestos survey none of the building 
materials that will be disturbed during the planned demolition project have been identified as asbestos 
containing. 
 
 
 
 
 
 



Table 1 - Summary of Asbestos Sampling Results
34 Freeman's Bridge Road Site
Glenville, New York
9/9/2005

Sample Description Location /Area
PLM Results 

(%, type)
TEM Results 

(%, type)
MSP-1B Wallboard Paper Metal Storage Portion NAD Not applicable
MSP-1C Wallboard Paper Metal Storage Portion NAD Not applicable
MSP-2B Wallboard  Metal Storage Portion NAD Not applicable
MSP-2C Wallboard Metal Storage Portion NAD Not applicable
MSA-1A Brown Wallboard Paper Main Storage Area NAD Not applicable
MSA-1B Brown Wallboard Paper Main Storage Area NAD Not applicable
MSA-1C Brown Wallboard Paper Main Storage Area NAD Not applicable
MSA-2A White Wallboard Main Storage Area NAD Not applicable
MSA-2B White Wallboard Main Storage Area NAD Not applicable
MSA-2C White Wallboard Main Storage Area NAD Not applicable
MSA-3A White Ceiling Tile Type 4 Main Storage Area NAD Not applicable
MSA-3B White Ceiling Tile Type 4 Main Storage Area NAD Not applicable
MSA-3C White Ceiling Tile Type 4 Main Storage Area NAD Not applicable
DUP-1 White Ceiling Tile Type 4 Main Storage Area NAD Not applicable

MSA-4A White Ceiling Tile Type 1 Main Storage Area NAD Not applicable
MSA-4B White Ceiling Tile Type 1 Main Storage Area NAD Not applicable
MSA-4C White Ceiling Tile Type 1 Main Storage Area NAD Not applicable
MSA-5A White Ceiling Tile Type 2 Main Storage Area NAD Not applicable
MSA-5B White Ceiling Tile Type 2 Main Storage Area NAD Not applicable
MSA-5C White Ceiling Tile Type 2 Main Storage Area NAD Not applicable
OPA-1A Tan Blown In Insulation Open Ofice Area NAD Not applicable
OPA-1B Tan Blown In Insulation Open Ofice Area NAD Not applicable
OPA-1C Tan Blown In Insulation Open Ofice Area NAD Not applicable
OPA-2A Brown Ceiling Tile Open Ofice Area NAD Not applicable
OPA-2B Brown Ceiling Tile Open Ofice Area NAD Not applicable
OPA-2C Brown Ceiling Tile Open Ofice Area NAD Not applicable
OPA-3A Brown Wallboard Paper Open Ofice Area NAD Not applicable
OPA-3B Brown Wallboard Paper Open Ofice Area NAD Not applicable
OPA-3C Brown Wallboard Paper Open Ofice Area NAD Not applicable

PLM Test Method : NYS ELAP 198.1, TEM Test Method: NYS ELAP 198.41
ANR: Only the first sample in each Homogenous sample group was analyzed.  
CNR: Confirmation analyis was not required due to positive PLM Result (i.e., >1% by weight) 
NAD: No Asbestos Detected in the sample above the method detection limit.
NAC: Non-Asbestos Containing, sample may have trace of asbestos below the definative concentration of 1% for Asbestos Containing Building Materia
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Table 1 - Summary of Asbestos Sampling Results
34 Freeman's Bridge Road Site
Glenville, New York
9/9/2005

Sample Description Location /Area
PLM Results 

(%, type)
TEM Results 

(%, type)
OPA-4A White Wallboard Open Office Area NAD Not applicable
OPA-4B White Wallboard Open Office Area NAD Not applicable
OPA-4C White Wallboard Open Office Area NAD Not applicable
OPA-5A Cloth Wire Wrap Open Office Area NAD NAD
OPA-5B Cloth Wire Wrap Open Office Area NAD NAD

S-1A White Ceiling Tile Type 1 Showroom NAD Not applicable
S-1B White Ceiling Tile Type 1 Showroom NAD Not applicable
S-1C White Ceiling Tile Type 1 Showroom NAD Not applicable
S-2A White Ceiling Tile Type 2 Showroom NAD Not applicable
S-2B White Ceiling Tile Type 2 Showroom NAD Not applicable
S-2C White Ceiling Tile Type 2 Showroom NAD Not applicable
S-3A White Ceiling Tile Type 3 Showroom NAD Not applicable
S-3B White Ceiling Tile Type 3 Showroom NAD Not applicable
S-4A Brown Mastic (ceiling tile type 3) Showroom < 1% Anthophyllite NAD
S-4B Brown Mastic (ceiling tile type 3) Showroom < 1% Anthophyllite NAD
S-4C Brown Mastic (ceiling tile type 3) Showroom < 1% Anthophyllite NAD
S-5A Brown Wallboard Paper Showroom NAD Not applicable
S-5B Brown Wallboard Paper Showroom NAD Not applicable
S-5C Brown Wallboard Paper Showroom NAD Not applicable
S-6A White Wallboard Showroom NAD Not applicable
S-6B White Wallboard Showroom NAD Not applicable
S-6C White Wallboard Showroom NAD Not applicable
W-1A Brown Wallboard Paper Woodshop NAD Not applicable
W-1B Brown Wallboard Paper Woodshop NAD Not applicable
W-1C Brown Wallboard Paper Woodshop NAD Not applicable
W-2A White Wallboard Woodshop NAD Not applicable
W-2B White Wallboard Woodshop NAD Not applicable
W-2C White Wallboard Woodshop NAD Not applicable

PLM Test Method : NYS ELAP 198.1, TEM Test Method: NYS ELAP 198.41
ANR: Only the first sample in each Homogenous sample group was analyzed.  
CNR: Confirmation analyis was not required due to positive PLM Result (i.e., >1% by weight) 
NAD: No Asbestos Detected in the sample above the method detection limit.
NAC: Non-Asbestos Containing, sample may have trace of asbestos below the definative concentration of 1% for Asbestos Containing Building Materia
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Table 1 - Summary of Asbestos Sampling Results
34 Freeman's Bridge Road Site
Glenville, New York
9/9/2005

Sample Description Location /Area
PLM Results 

(%, type)
TEM Results 

(%, type)
OBS-1A Brown Wallboard Paper Office/Bathroom/Shower Room NAD Not applicable
OBS-1B Brown Wallboard Paper Office/Bathroom/Shower Room NAD Not applicable
OBS-1C Brown Wallboard Paper Office/Bathroom/Shower Room NAD Not applicable
OBS-2A White Wallboard Office/Bathroom/Shower Room NAD Not applicable
OBS-2B White Wallboard Office/Bathroom/Shower Room NAD Not applicable
OBS-2C White Wallboard Office/Bathroom/Shower Room NAD Not applicable
OBS-3A Brown Wallboard Paper 2nd lyr Office/Bathroom/Shower Room (shower room) NAD Not applicable
OBS-4A White Wallboard 2nd lyr Office/Bathroom/Shower Room (shower room) NAD Not applicable
OBS-5A White Ceiling Tile Type A Office/Bathroom/Shower Room NAD Not applicable
OBS-5B White Ceiling Tile Type A Office/Bathroom/Shower Room NAD Not applicable
OBS-5C White Ceiling Tile Type A Office/Bathroom/Shower Room NAD Not applicable
OBS-6A White Ceiling Tile Type B Office/Bathroom/Shower Room NAD Not applicable
OBS-6B White Ceiling Tile Type B Office/Bathroom/Shower Room NAD Not applicable
OBS-6C White Ceiling Tile Type B Office/Bathroom/Shower Room NAD Not applicable
DUP-3 White Ceiling Tile Type B Office/Bathroom/Shower Room NAD Not applicable

OBS-7A Black Carpet Under Layment Office/Bathroom/Shower Room NAD Not applicable
OBS-7B Black Carpet Under Layment Office/Bathroom/Shower Room NAD Not applicable
OBS-7C Black Carpet Under Layment Office/Bathroom/Shower Room NAD Not applicable

RMOB-1A Black Tar Paper Roof over Office/Bathroom/Shower Room NAD NAD
RMOB-1B Black Tar Paper Roof over Office/Bathroom/Shower Room NAD < 1% Chrysotile
RMOB-1C Black Tar Paper Roof over Office/Bathroom/Shower Room NAD NAD
RMOB-2A Black Shingle Roof over Office/Bathroom/Shower Room NAD < 1% Chrysotile

DUP-2 Black Shingle Roof over Office/Bathroom/Shower Room NAD < 1% Chrysotile
RMOB-2B Black Shingle Roof over Office/Bathroom/Shower Room NAD NAD
RMM-1A Black Tar Paper Main Roof NAD NAD
RMM-1B Black Tar Paper Main Roof NAD NAD
RMM-1C Black Tar Paper Main Roof NAD NAD

PLM Test Method : NYS ELAP 198.1, TEM Test Method: NYS ELAP 198.41
ANR: Only the first sample in each Homogenous sample group was analyzed.  
CNR: Confirmation analyis was not required due to positive PLM Result (i.e., >1% by weight) 
NAD: No Asbestos Detected in the sample above the method detection limit.
NAC: Non-Asbestos Containing, sample may have trace of asbestos below the definative concentration of 1% for Asbestos Containing Building Material

Page 3





 

 

APPENDIX A 

Laboratory Reports 
 
 
 



























































 

 

 

APPENDIX B 

Credentials 
 
 
 
 
 
 
 
 
 






