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APPENDIX I 
Construction Log for Recovery Well RW-1 



Date Start/Finish:
Drilling Company:
Driller's Name:
Drilling Method:
Auger Size:
Rig Type:
Sampling Method:

Well/Boring

Construction

Descriptions By:

Casing Elevation:
Easting:

Surface Elevation:
Borehole Depth:

Well/Boring ID:

Client:

Location:

Northing:
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3/30/2018Date:
Template:Project: Page: 1 of 2
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Remarks:
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Oneida (Sconondoa St.)
Former MGP Site
Oneida, New York

Glen Lansing

2/11/2010
Parratt-Wolff, Inc.

Hollow Stem Auger
8.25"

CME-75
2" x 2' Split Spoon

420.18'

26' bgs

Marcus W. Eriksson

RW-1

National Grid

5393.9
5327.7

417.40'

36653.0000
LGT

J:\rockware\LogPlot 2001\LogFiles\36653\boring_well HSA WL.ldfx
RW-1.dat

ags = above ground surface; bgs = below ground surface; MGP = manufactured gas plant; NA = not
applicable/available; NAPL = non-aqueous phase liquid; ND = Non Detect; PID = photoionization
detector; ppm = parts per million; PVC = polyvinyl chloride; sch. = schedule.
3-inch Split Spoon was used to collect samples from: 16-18' bgs, 18-20' bgs and 20-22' bgs.
Gravels from 16.7 to 20.3' bgs were not screened with the PID due to heavy NAPL impacts. PID
screening of Clay from 20.3 to 26' bgs was not recorded due to false readings caused by NAPL
smearing along the outside of the split spoon.
Horizonal reference datum is site specific, in U.S. Survey Feet. Vertical reference datum is the
National Geodetic Vertical Datum of 1929 (NGVD29).
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Drilled without sampling to 12' bgs.

Red brown fine SAND, little to trace fine to medium Gravel, non-plastic, moist
[Fill].

Brown red CLAY, plastic, moist [Fill].

Trace NAPL blebs at 14.8' bgs.

Royer Cover

Bentonite
Cement Grout
(0-12' bgs)

6" Sch. 40 PVC
Riser (4' ags -
15.3' bgs)

Bentonite Seal
(12-14' bgs)
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Well/Boring
Stratigraphic Description Construction

Client:

Site Location:

Well/Boring ID:

Borehole Depth:
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3/30/2018Date:
Template:Project: Page: 2 of 2

Data File:
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RW-1

26' bgs

Oneida (Sconondoa St.)
Former MGP Site
Oneida, New York

National Grid

36653.0000
LGT

J:\rockware\LogPlot 2001\LogFiles\36653\boring_well HSA WL.ldfx
RW-1.dat

ags = above ground surface; bgs = below ground surface; MGP = manufactured gas plant; NA = not
applicable/available; NAPL = non-aqueous phase liquid; ND = Non Detect; PID = photoionization
detector; ppm = parts per million; PVC = polyvinyl chloride; sch. = schedule.
3-inch Split Spoon was used to collect samples from: 16-18' bgs, 18-20' bgs and 20-22' bgs.
Gravels from 16.7 to 20.3' bgs were not screened with the PID due to heavy NAPL impacts. PID
screening of Clay from 20.3 to 26' bgs was not recorded due to false readings caused by NAPL
smearing along the outside of the split spoon.
Horizonal reference datum is site specific, in U.S. Survey Feet. Vertical reference datum is the
National Geodetic Vertical Datum of 1929 (NGVD29).

2

3

8

9

32

22

38

43

46

38

34

33

3

8

11

14

8

12

17

17

1.5

1.0

2.0

2.0

2.0

Fine to medium to coarse sub-round GRAVEL, little to trace Clay, non-plastic,
saturated with dark brown NAPL, MGP-like odor, saturated.

Gray-brown CLAY, plastic, very stiff, moist.

0.4-0.8" gray Clay layer at 17.6' bgs.

Coarse Gravel increases with depth.

Brown red CLAY, plastic, moist [Fill].

End of boring at 26' bgs.

Sand Pack (14-
20.3' bgs)

6" Sch. 40
0.020" Slot
Screen (15.3-
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APPENDIX J 
NAPL Monitoring Log for Recovery Well RW-1 



Table J-1
NAPL Monitoring Log for Recovery Well RW-1

National Grid
Oneida (Sconondoa Street) Former Manufactured Gas Plant Site
City of Oneida, Madison County, New York

Date Time
Depth to Water

(feet bmp)
Depth to NAPL

(feet bmp)
Total Depth of Well

(feet bmp)

Approximate NAPL 
Thickness

(feet)

Approximate Volume of 
Fluids Removed

(gallons)
2/15/2010 10:30 12.41 19.60 29.90 10.30 15.00
2/16/2010 8:20 12.29 24.20 29.90 5.70 8.50
2/17/2010 8:30 11.74 21.70 29.90 8.20 12.00
2/18/2010 9:00 11.81 24.80 29.90 5.10 10.30
2/19/2010 9:00 11.65 26.70 29.90 3.20 4.50
2/22/2010 13:00 10.18 25.00 29.90 4.90 7.00
2/23/2010 13:00 9.96 23.30 29.90 6.60 13.00
2/24/2010 14:00 9.75 24.10 29.90 5.80 9.00
2/26/2010 14:00 9.40 24.70 29.90 5.20 8.90
3/1/2010 13:00 8.96 25.50 29.90 4.40 6.60
3/2/2010 12:15 8.86 26.40 29.90 3.50 5.25
3/3/2010 10:45 8.62 28.20 29.90 1.70 2.60
3/5/2010 11:30 8.32 27.80 29.90 2.10 3.20
3/8/2010 13:20 7.58 27.40 29.90 2.50 3.80
3/10/2010 11:45 8.49 28.10 29.90 1.80 2.70
3/12/2010 9:00 6.96 28.30 29.90 1.60 2.40
3/16/2010 14:00 6.60 27.80 29.90 2.10 0.00
3/17/2010 11:45 6.51 27.35 29.90 2.55 3.80
3/24/2010 11:00 5.72 26.10 29.90 3.80 5.70
3/31/2010 12:15 4.68 26.18 29.90 3.72 5.60
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Table J-1
NAPL Monitoring Log for Recovery Well RW-1

National Grid
Oneida (Sconondoa Street) Former Manufactured Gas Plant Site
City of Oneida, Madison County, New York

Date Time
Depth to Water

(feet bmp)
Depth to NAPL

(feet bmp)
Total Depth of Well

(feet bmp)

Approximate NAPL 
Thickness

(feet)

Approximate Volume of 
Fluids Removed

(gallons)
4/5/2010 12:30 5.33 27.40 29.90 2.50 4.00
4/15/2010 9:00 5.78 28.10 29.90 1.80 2.70
4/21/2010 13:30 5.42 29.10 29.90 0.80 1.20
5/5/2010 14:15 5.86 28.65 29.90 1.25 1.88
5/19/2010 17:30 5.49 29.35 29.90 0.55 0.83
6/4/2010 14:30 5.14 29.63 29.90 0.27 0.40
6/17/2010 13:30 4.64 29.55 29.90 0.35 0.52
7/13/2010 15:00 6.25 29.53 29.90 0.37 0.55
8/11/2010 7:30 5.95 29.54 29.90 0.36 0.00
9/10/2010 9:30 5.95 29.35 29.90 0.55 0.00
10/11/2010 10:15 6.37 29.18 29.90 0.72 0.00
11/11/2010 8:45 6.21 28.45 29.85 1.40 2.10
11/12/2010 7:15 5.91 29.60 29.85 0.25 0.00
11/15/2010 14:30 5.80 29.60 29.85 0.25 0.00
12/16/2010 8:20 6.69 29.40 29.85 0.45 0.00
1/20/2011  8:00 7.12 29.23 29.85 0.62 0.00
2/1/2011 14:30 9.81 29.12 29.80 0.68 0.00
3/2/2011 14:00 7.52 28.94 29.80 0.86 0.00
3/22/2011 9:45 7.15 28.90 29.75 0.85 1.20
4/26/2011 8:30 6.84 29.55 29.75 0.20 0.00
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Table J-1
NAPL Monitoring Log for Recovery Well RW-1

National Grid
Oneida (Sconondoa Street) Former Manufactured Gas Plant Site
City of Oneida, Madison County, New York

Date Time
Depth to Water

(feet bmp)
Depth to NAPL

(feet bmp)
Total Depth of Well

(feet bmp)

Approximate NAPL 
Thickness

(feet)

Approximate Volume of 
Fluids Removed

(gallons)
5/26/2011 8:30 7.49 29.39 29.75 0.36 0.00
6/24/2011 10:00 7.28 29.34 29.75 0.41 0.00
7/30/2011 11:30 7.67 29.32 29.75 0.43 0.00
8/16/2011 11:40 7.54 29.33 29.75 0.42 0.00
3/7/2012 -- 6.89 29.05 29.75 0.70 0.00
7/19/2012 7:35 7.40 29.02 29.75 0.73 0.00
8/16/2012 7:50 7.32 28.90 29.75 0.85 1.50

146.72

Notes:
1. bmp, below measuring point.

Total
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APPENDIX K 
Environmental Easement and Proof of Filing 

























APPENDIX L 
Pre-Remediation Soil Investigation Summary Figures 

(Attachment A of the January 22, 2007 Review of Current Site/Project 

Conditions and Proposed Adjustments to Remedial Approach) 
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