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Notes:
 
Altemative 2 consists of :
 
- Environmental easement and site management plan.
 
- Ground water monitoring. 

I 
I 

- Excavation of MGP-material to the ground water table surface, 
to the extent practicable, at Area 1. 

- Removal of MGP structures and foundations at Area 1 and 
Area 2 determined to contain MGP source materials to their 
full depth. 

- Excavation and removal of soil containing visible coal tar or 
separate phase materials surrounding the structures and 
foundations in Areas 1 and 2 to depths up to 7 feet bgs, or 
to the ex1ent practicable due to dewatering limit~tions. 
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- Rehabilitation of sewerline west of Area 2. 
- Surface restoration at Area 2. I 
- Enhanced biological treatment considered at Ar\la 1 and in 

This document was developed in color. Reproduction in BIW may not represent the data as intended. vicinity of sewerline at Area 2. 
Soil vapor sample locations are approximate. 
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Notes:
 
Alternative 3 consists of :
 
- Environmental easement and site management plan.
 
- Ground water monitoring.
 
- Excavation of MGP-material to the ground water table surface,
 

to the extent practicable, at Areas 1 and 2. 
- Ground water cut off wall at Area 2. 
- Low permeability cap at Area 2.This document was developed in color. Reproduction in BfW may not represent the data as intended. 
- Enhanced biological treatment considered at Area 1.Soil vapor sample locations are approximate. 

LEGEND 
o EXISTING BUILDINGS 

:"•••'.; HISTORICAL BUILDINGS 

l~·::;l CONCRETE PAD 

....APPROXIMATE LIMITS OF GROUND 
-.-WATER CUT OFF WALL 

CSZI LOW PERMEABILITY CAP 

HISTORICAL FEATURES 

-PAVEDAREA 

PROPERTY LINE 

APPROXIMATE BOUNDARY 
- OF FORMER CANAL 

--_. APPROXIMATE SEWERLINE 

MGP IMPACTED MATERIAL TO BE REMOVED 

04-8 FT 
DO-4FT 

SURFACE SOIL 
(TOTAL CPAH & PAH) 

00-2 FT CYANIDE 

NATIONAL GRID
 
SOUTH FIRST STREET
 
FULTON, NEW YORK
 

ALTERNATIVE 3
 
EXCAVATION, CAPPING,
 

AND CUT OF WALL
 

o 25 50 100 

I I 

Feet 

JANUARY 2009 
1118.35165 

2 



~ 
E 
<0 
~ 
6, 
LZ 

1 .... 
.~ 
10 
E 
" ~ 

Ii 
a. 

g, 
'" U; 
Cl 
o 
x 
~ 
E 
S 
lL 

6 
::;; 
z
",' 

:i '" 
~ 

::;; 
a. 
::; 
o 
'" N 
'"o 
o 

~ 
~{§ 

o~ 

~ 

[] 

[J 
°0 

13-t:., 
~ 

This document was developed in color. Reproduction in Brw may not represent the data as intended. 
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Notes:
 
Alternative 4 consists of :
 
- Environmental easement and site management plan.
 
- Excavation of MGP-matenal exceeding 6NYCRR
 

Part 375 SCOs for Unrestricted Land Use. to the extent 
practicable, at Areas 1 and 2. 

- Asphalt cover at Area 2.I II 


