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APPENDIX B

Monitoring Well
Completion Logs



WELL COMPLETION LOG Well ID: MW-3B

Project: Old Erie Canal Supplemental FS Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed:

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc.
Type of Well: Monitoring Well

Static Water Level (ft bmp): 8.19 Date:
Measuring Point: TOC
Total Depth of Well (ft bmp): 38.54

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4" ID
  Casing: 4" Steel

Sampling Method - Overburden:
  Type: Split Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 12.0' - 26.0'

Drilling Method - Bedrock:
  Type: HX diamond bit Diameter: 3 3/4" OD
  Casing: NA

Sampling Method - Bedrock:
  Type: HX Core Diameter: 3 3/4" OD
  Interval: 29.0' - 39.0'

Riser Pipe Left in Place:
  Material: Sch. 40 PVC Diameter: 2" ID
  Length: 28.5' Joint Type: Flush Thread

Screen:
  Material: Sch. 40 PVC Diameter: 2" ID
  Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 27.0' - 39.0' 

Seal(s):
  Type: Cement-Bentonite Seal #1 Interval: 0.0' - 29.0'
 Type: Bentonite Seal Interval: 24.0'-27.0'
  Type: Interval:

Locking Casing: X Yes No
Form-040

11/16/2006
11/17 - 21/06

11/28/06

38.8

28.8

27.0

29.0

24.0
25.0

39.0

394.5

393.91



WELL COMPLETION LOG Well ID: MW-4C

Project: Old Erie Canal Supplemental FS Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed:

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc.
Type of Well: Monitoring Well

Static Water Level (ft bmp): -1.06 Date:
Measuring Point: TOC
Total Depth of Well (ft bmp): 48.23

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4" ID
  Casing: 4" Steel

Sampling Method - Overburden:
  Type: NA Diameter: NA
  Weight: NA Fall: NA
  Interval: NA

Drilling Method - Bedrock:
  Type: HX diamond bit Diameter: 3 3/4" OD
  Casing: NA

Sampling Method - Bedrock:
  Type: HX Core Diameter: 3 3/4" OD
  Interval: 40.0' - 50.0'

Riser Pipe Left in Place:
  Material: Sch. 40 PVC Diameter: 2" ID
  Length: 38.2' Joint Type: Flush Thread

Screen:
  Material: Sch. 40 PVC Diameter: 2" ID
  Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 38.0 - 50.0' 

Seal(s):
  Type: Cement-Bentonite Seal #1 Interval: 0.0' - 40.0'
 Type: Bentonite Seal Interval: 36.0'-38.0'
  Type: Interval:

Locking Casing: X Yes No
Form-042

11/17/2006
11/20/2006

11/28/06

26.0

40.0

38.0

38.7

48.7
50.0

36.0

393.3
392.81



WELL COMPLETION LOG Well ID: MW-5B

Project: Old Erie Canal Supplemental FS Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed:

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc.
Type of Well: Monitoring Well

Static Water Level (ft bmp): NA Date:
Measuring Point: TOC
Total Depth of Well (ft bmp): 38.91

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4" ID
  Casing: 4" Steel

Sampling Method - Overburden:
  Type: Split Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 12.0' - 26.0'

Drilling Method - Bedrock:
  Type: HX diamond bit Diameter: 3 3/4" OD
  Casing: NA

Sampling Method - Bedrock:
  Type: HX Core Diameter: 3 3/4" OD
  Interval: 29.0' - 39.2'

Riser Pipe Left in Place:
  Material: Sch. 40 PVC Diameter: 2" ID
  Length: 28.9' Joint Type: Flush Thread

Screen:
  Material: Sch. 40 PVC Diameter: 2" ID
  Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 27.0' - 39.2' 

Seal(s):
  Type: Cement-Bentonite Seal #1 Interval: 0.0' - 29.0'
 Type: Bentonite Seal Interval: 24.0'-27.0'
  Type: Interval:

Locking Casing: X Yes No
Form-040

11/16/2006
11/20 - 21/06

39.0

29.3

27.0

29.0

24.0
25.9

39.2

393.2

392.85



WELL COMPLETION LOG Well ID: MW-6B

Project: Old Erie Canal Supplemental FS Client: Parker-Hannifin
Location: Clyde, New York Date Drilled: 11/15/2006
Project No.: 39892.001.102 Date Developed: 11/16/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt- Wolff, Inc.
Type of Well: Monitoring Well

Static Water Level (ft bmp): 9.00 Date:
Measuring Point: TOC
Total Depth of Well (ft bmp): 41.26

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4" ID
  Casing: 4" Steel

Sampling Method - Overburden:
  Type: Split Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0' - 26.0'

Drilling Method - Bedrock:
  Type: HX diamond bit Diameter: 3 3/4" OD
  Casing: NA

Sampling Method - Bedrock:
  Type: HX Core Diameter: 3 3/4" OD
  Interval: 29.0' - 39.4'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 2" ID
  Length: 31.3' Joint Type: Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 2" ID
  Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 27.0' - 39.3'

Seal(s):
  Type: Cement-Bentonite Seal #1 Interval: 0.0'-29.0'
  Type: Bentonite Seal Interval: 22.9'-27.0'
  Type: Interval:

Locking Casing: X Yes No
Form-033

11/28/06
395.1

22.9

27.0
29.0

29.4

39.4

396.99



WELL COMPLETION LOG Well ID: MW-13S

Project: Old Erie Canal Supplemental GW Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed: 11/14/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc
Type of Well: Monitoring Well

Static Water Level (ft bmp): 3.05 Date:
Measuring Point: Top of PVC
Total Depth of Well (ft bmp): 18.71

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4 " ID
  Casing: NA

Sampling Method - Overburden:
  Type: Split-Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0'-20.0'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 2" ID
  Length: 13.7' Joint Type: Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 2" ID
 Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 11.0'-17.5'

Seal(s):
  Type: Cement-Bentonite Interval: 0.0'-2.5'
  Type: Bentonite Pellets Interval: 9.0'-11.0'
  Type: Bentonite Pellets Interval: 17.5'-20.0'

Locking Casing: X Yes No

Form 002

11/2/2006

11/8/06

20.0
17.5
16.9

11.9

11.0

9.0

391.53

389.7



WELL COMPLETION LOG Well ID: MW-14S

Project: Old Erie Canal Supplemental GW Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed: 11/15/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc. 
Type of Well: Monitoring Well

Static Water Level (ft bmp): 5.51 Date:
Measuring Point: Top of PVC
Total Depth of Well (ft bmp):

Drilling Method - Overburden:
  Type: HSA Diameter: 4¼" ID
  Casing: NA

Sampling Method - Overburden:
  Type: Split-Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0'-22.5'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 2" ID
  Length: 18.5' Joint Type Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 2" ID
 Slot Size: 0.010 Joint Type Flush Thread

Filter Pack:
  Type: Sand Grade: #0 Morie
  Interval: 15.0'-22.5'

Seal(s):
  Type: Cement-Bentonite Interval: 0.0'-13.0'
  Type: Bentonite Pellets Interval: 13.0'-15.0'
  Type: Interval:

Locking Casing: X Yes No

Form 001

11/6/2006

11/8/06

23.55

22.5
21.4

16.4

15.0

13.0

391.39

389.3



WELL COMPLETION LOG Well ID: MW-15S

Project: Old Erie Canal Supplemental GW Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed: 11/15/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc. 
Type of Well: Monitoring Well

Static Water Level (ft bmp): 2.19 Date:
Measuring Point: Top of PVC
Total Depth of Well (ft bmp):

Drilling Method - Overburden:
  Type: HSA Diameter: 4¼" ID
  Casing: NA

Sampling Method - Overburden:
  Type: Split-Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0'-14.0'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 2" ID
  Length: 9.4' Joint Type Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 2" ID
 Slot Size: 0.010 Joint Type Flush Thread

Filter Pack:
  Type: Sand Grade: #0 Morie
  Interval: 6.0'-14.0'

Seal(s):
  Type: Cement-Bentonite Interval: 0.0' - 4.0'
  Type: Bentonite Pellets Interval: 4.0' - 6.0'
  Type: Interval:

Locking Casing: X Yes No

Form 001

11/7/2006

11/8/06

14.42

14.0
12.7

7.7

6.0

4.0

390.12

388.4



WELL COMPLETION LOG Well ID: MW-16S

Project: Old Erie Canal Supplemental GW Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed: 11/14/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc.
Type of Well: Monitoring Well

Static Water Level (ft bmp): 2.97 Date:
Measuring Point: Top of PVC
Total Depth of Well (ft bmp): 8.92

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4 " ID
  Casing: NA

Sampling Method - Overburden:
  Type: Split-Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0'-10.0'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 2" ID
  Length: 3.9' Joint Type: Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 2" ID
 Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 3.5'-10.0'

Seal(s):
  Type: Cement-Bentonite Interval: 0.0' - 2.5'
  Type: Bentonite Pellets Interval: 2.5' - 3.5'
  Type: Interval:

Locking Casing: X Yes No

Form 005

11/2/2006

11/8/06

9.6

4.6

3.5

2.5

398.0
397.30

10.0



WELL COMPLETION LOG Well ID: MW-16B

Project: Old Erie Canal Supplemental FS Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed:

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc.
Type of Well: Monitoring Well

Static Water Level (ft bmp): 3.88 Date:
Measuring Point: TOC
Total Depth of Well (ft bmp): 43.13

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4" ID
  Casing: 4" Steel

Sampling Method - Overburden:
  Type: Split Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 9.0' - 31.0'

Drilling Method - Bedrock:
  Type: HX diamond bit Diameter: 3 3/4" OD
  Casing: NA

Sampling Method - Bedrock:
  Type: HX Core Diameter: 3 3/4" OD
  Interval: 34.0' - 44.0'

Riser Pipe Left in Place:
  Material: Sch. 40 PVC Diameter: 2" ID
  Length: 33.1' Joint Type: Flush Thread

Screen:
  Material: Sch. 40 PVC Diameter: 2" ID
  Slot Size: 0.010 Joint Type: Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 32.0' - 44.0' 

Seal(s):
  Type: Cement-Bentonite Seal #1 Interval: 0.0' - 34.0'
 Type: Bentonite Seal Interval: 30.0'-32.0'
  Type: Interval:

Locking Casing: X Yes No
Form-040

11/15/2006
11/16, 21/06

11/28/06

43.6

33.6

32.0

34.0

30.0
31.0

44.0

398.2

397.69



WELL COMPLETION LOG Well ID: TMW-1

Project: Old Erie Canal Supplemental GW Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed: 11/14, 20/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc
Type of Well: Temporary Monitoring Well

Static Water Level (ft bmp): 3.93 Date:
Measuring Point: Top of PVC
Total Depth of Well (ft bmp):

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4 " ID
  Casing: NA

Sampling Method - Overburden:
  Type: Split-Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0'-14.0'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 2" ID
  Length: 11.1' Joint Type Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 2" ID
 Slot Size: 0.010 Joint Type Flush Thread

Filter Pack:
  Type: Sand Grade: # 0 Morie
  Interval: 8.0'-14.0'

Seal(s):
  Type: Cement-Bentonite Interval: NA
  Type: Bentonite Pellets Interval: NA
  Type: Interval:

Locking Casing: Yes X No

Form 003

11/3/2006

11/8/06

13.09

12.1

10.1

8.0

399.11

398.1

-

14.0



WELL COMPLETION LOG Well ID: TMW-2

Project: Old Erie Canal Supplemental GW Client: Parker-Hannifin
Location: Clyde, New York Date Drilled:
Project No.: 39892.001.102 Date Developed: 11/14/2006

Inspection Notes:

Inspector: P. D'Annibale
Drilling Contractor: Parratt-Wolff, Inc
Type of Well: Temporary Monitoring Well

Static Water Level (ft bmp): 4.48 Date:
Measuring Point: Top of PVC
Total Depth of Well (ft bmp): 6.86

Drilling Method - Overburden:
  Type: HSA Diameter: 4 1/4 " ID
  Casing: NA

Sampling Method - Overburden:
  Type: Split-Spoon Diameter: 2" OD
  Weight: 140 # Fall: 30"
  Interval: 0.0'-6.0'

Riser Pipe Left in Place:
  Material: Sch 40 PVC Diameter: 1" ID
  Length: 4.9' Joint Type Flush Thread

Screen:
  Material: Sch 40 PVC Diameter: 1" ID
 Slot Size: 0.010 Joint Type Flush Thread

Filter Pack:
  Type: Backfill Grade:
  Interval: 0.0'-6.0'

Seal(s):
  Type: Interval:
  Type: Interval:
  Type: Interval:

Locking Casing: Yes X No

Form 003

11/3/2006

11/8/06

6.0

3.8

399.91

398.8

5.8




