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ERRATA SHEET 
 

POST-CLOSURE MONITORING AND MAINTENANCE PLAN 
INTERIM REMEDIAL MEASURE 

STRIPPIT, INC. 
AKRON, NEW YORK 

 
JUNE 2022 (Revised July 20, 2022) 

 
Title Page 

 Preparers address updated to read, “1563 Lyell Avenue, Rochester, New York 14606” 

Section 1.0 INTRODUCTION 

 Insert new paragraph to read, “Subsequent to the preparation of the Post-Closure Monitoring and 
Maintenance Plan (PCMMP) in February 1995, the NYSDEC and NYSDOH developed policies, 
procedures and guidance for sampling, analysis and assessment that are currently requirements 
for monitoring of environmental media.  While it is not anticipated that such policies, procedures 
and guidance will be necessary for the continued monitoring/maintenance of the landfill cover 
at the Site, the NYSDEC guidance document DER-10 (i.e., Technical Guidance for Site 
Investigation and Remediation, dated May 3, 2010), current NYSDEC guidelines for sampling, 
analysis, and assessment of per- and polyfluoroalkyl substances (PFAS), and current NYSDOH 
air monitoring procedures will be adhered to, when applicable. “  

 Insert new paragraph to read, “At the time of the preparation of this errata sheet, the Site is 
maintained as a closed landfill. Except for periodic cutting of the vegetive cover on the landfill 
and periodic inspections of the landfill cover materials, the Site is not utilized or entered by 
Strippit LVD personnel or the public.  A manufacturing facility (i.e., owned and operated by 
Strippit, Inc.) is located adjacent to the north of the Site, and shares the approximate 16.09 acre 
tax parcel (Erie County ID 47.18-1-33) with the Site.  A public pedestrian path, constructed 
between 2018 and 2020 on a former railroad ROW, is located adjacent to the south of the Site.  
Rural residential properties are located adjacent to the east and to the west of the Site."   

 Insert new paragraph to read, “Groundwater sampling associated with NYSDEC Site 915053 
began in May 1990 with the installation of monitoring wells GW-1 through GW-4.  Following 
the IRM work (described above) and development of the PCMMP, groundwater monitoring was 
conducted in accordance with the provisions outlined in Section 2 between April 1995 and June 
1998, when the frequency of groundwater sampling outlined in the PCMMP was reduced from 
quarterly to semi-annually. The groundwater monitoring program was further modified between 
January 2003 and January 2010 to include testing for the indicator parameters pH, specific 
conductance, turbidity and temperature; total metals, including barium, iron, magnesium, and 
manganese; and total phenols.  Starting in January 2011 and continuing on a semi-annual basis 
through October 2021 the groundwater monitoring program continued without testing for total 
phenols.  On May 31, 2022 the NYSDEC issued a letter agreeing to the proposal by the Certifying 
Parties to terminate the groundwater monitoring program at the Site.” 
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Section 1.1 SITE HISTORY 

 1st Paragraph, 1st Sentence – modified to read, “The approximately 2.5- acre disposal area is 
located in the southwest corner of the Strippit property (see Figure 2, Site Plan)” 

Section 2.0 GROUNDWATER MONITORING: Redacted  

Section 2.1 Previous Testing: Redacted 

Section 2.2 Post-Closure Test Parameters: Redacted 

Section 2.3 Sampling Frequency: Redacted 

Section 2.4 Sampling Procedures: Redacted 

Section 2.5 QA/QC Samples: Redacted 

Section 2.6 Reporting: Redacted 

Section 3.0 MAINTENANCE PLAN 

 1st Paragraph, 1st Sentence – modified to read, “The integrity of the cover system will be evaluated 
on a semi-annual basis.” 

 1st Paragraph, 4th Sentence – modified to read, “Since a crown vetch cover is planned for the Site, 
it is not expected that maintenance of the vegetative cover will be required other than semi-annual 
or annual mowing of the vegetative cover.”  

 2nd Paragraph – Redacted 

 Insert new paragraph to read, “The results of the semi-annual monitoring and the resolution of 
problems noted (if any) will be submitted to NYSDEC in a Periodic Review Report, which will 
be prepared in accordance with guidance outlined in Section 6.3(b) of the NYSDEC DER-10 
guidance document (issued May 3, 2010) and submitted to the Department at the conclusion of 
each reporting period. Observations of the cover system for evidence of sloughing, cracking, 
erosion, settlement, stressed vegetation and seeps will also be documented with photos that are 
incorporated into the corresponding periodic review reports.  The current reporting period 
frequency for the Site is every three years.  

Section 3.1.2 Cracks 

 2nd Paragraph, 3rd Sentence – modified to read, “Larger cracks that appear to extend into the 
compacted barrier soil will be filled with low permeability soil that has been imported from an 
NYSDEC approved source, covered with topsoil that has been imported from an NYSDEC 
approved source, and reseeded.” 

Section 3.1.3 Erosion 

 1st Paragraph, 3rd Sentence – modified to read, “Shallow gullies will be repaired by backfilling to 
the original grade with topsoil that has been imported from an NYSDEC approved source, and 
reseeding. 

 1st Paragraph, 6th Sentence – modified to read, “This may include placing coarse stone that has 
been imported from an NYSDEC approved source in the gully to limit future erosion.” 
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Section 3.1.4 Settlement 

 1st Paragraph, 1st Sentence – modified to read, “Settlement features such as depressions and puddles 
will be regraded by placing additional cover soil that has been imported from an NYSDEC 
approved source such that surface water drains to the appropriate direction.” 

 1st Paragraph, 2nd Sentence – modified to read, “Areas of settlement may be regraded using topsoil 
that has been imported from an NYSDEC approved source.” 

Section 3.2 Monitoring Wells 

 1st Paragraph – Redacted 
 2nd Paragraph – Redacted 
 Insert new paragraph to read, “It is anticipated that five monitoring wells (i.e., designed GW-1 

through GW-5), that were previously used to monitor groundwater at the Site, will be 
decommissioned in accordance with the provisions outlined in NYSDEC Commissioners Policy 
(CP)-43 during the reporting period between January 31, 2022 and January 31, 2025.  However, 
portions of the protective casings of the groundwater monitoring wells located within the area 
of the former landfill (i.e., GW-2, GW-4 and GW-5) may be left in place, so as not to 
damage/compromise the landfill cap during their removal.  The landfill cover in the areas 
immediately surrounding these former monitoring wells (and their protective casings, if present) 
should be observed and documented for evidence of degradation of the landfill cover (e.g., 
sloughing, cracks, erosion, cracks, seepage, etc., as described in Section 3.3.1 through 3.1.3) 
and for damage to the protective casings (e.g., from vehicle strikes), if present.  The conditions 
of the former monitoring well casings (if present) and the landfill cover in the areas of the 
former monitoring wells should be noted on the inspection forms and reported in the Periodic 
Review Report following each reporting period.” 

IRM Monitoring Report Form 

 Title revised to read “LONG-TERM SEMI-ANNUAL MONITORING REPORT, INTERIM 
REMEDIAL MEASURE, STRIPPIT, INC., AKRON, NEW YORK” 

Section 4.0 NOTIFICATIONS AND EMERGENCY RESPONSE 

 Facility Contact identified in the 1st Paragraph modified to read: 

Sarah N. Miller 
Environmental, Safety and Facilities Engineer 
LVD Strippit 
12975 Clarence Center Road, Akron, New York 14001 
(716) 542-7314 
sarah.n.miller@lvdgroup.com 

 2nd Paragraph – Redacted 

 NYSDEC Contact identified in the 3rd Paragraph modified to read: 

Taylor J. Monnin 
Assistant Engineer (Environmental), Division of Environmental Remediation 
New York State Department of Environmental Conservation 
700 Delaware Avenue, Buffalo, NY 14209 
(716) 851-7220 
taylor.monnin@dec.ny.gov 
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 Add paragraph with NYSDOH Contact to read: 

Johnathan Robinson 
Public Health Specialist I – Bureau of Environmental Exposure Investigation 
New York State Department of Health 
Empire State Plaza – Corning Tower Room #1787, Albany, NY 12237 
(518) 402-7881 
Johnathan.robinson@health.ny.gov 

 3rd Paragraph, 1st Sentence – modified to read, “Copies of Periodic Review Reports shall also be 
transmitted to the above individual.” 

SECTION 5.0 REPORTING TO THE COMMUNITY 

 1st Paragraph, 5th Sentence – Redacted 
















































































































