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EXECUTIVE SUMMARY

The Port-Greenbelt Project (Site) is 15.83 acres within a 164.48 acre parcel on
Buffalo’s Outer Harbor Area adjacent to Fuhrmann Boulevard. The Site runs parallel to
the shoreline from the Buffalo Harbor Slip to the Terminal B building.

Previous Remedial Site Investigations determined that both surface and subsurface soils
exceeded Part 375 Soil Cleanup Objectives for Commercial Use.  The remedial
program was designed to keep contaminated soil/fill from washing into Lake Erie and
prevent direct human contact.  The removal of contaminated soil along the shoreline,
shoreline stabilization, installation of a soil cover, and the institutional controls that
were put in place are meeting this goal.

The Port Greenbelt project is in compliance with all major elements of the Site
Management Plan.

No changes to the Site Management Plan are needed or recommended at this time.
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1 INTRODUCTION

On November 18, 2011 the Niagara Frontier Transportation Authority (NFTA) received
a Certificate of Completion for the remedial program at the Port-Greenbelt Shoreline
Improvement Program.  The Port-Greenbelt Project (Site) is 15.83 acres within a 164.48
acre parcel on Buffalo’s Outer Harbor Area adjacent to Fuhrmann Boulevard. The Site
runs parallel to the shoreline from the Buffalo Harbor Slip to the Terminal B building.

This is the first Periodic Review Report required as part of the Site Management Plan
prepared on behalf of the NFTA and submitted to the New York State Department of
Environmental Conservation (NYSDEC).  This report was prepared in accordance with
the requirements in the NYSDEC DER-10 Technical Guidance for Site Investigation
and Remediation.

2 SITE OVERVIEW

The Site is located adjacent to Lake Erie and parallel to Fuhrmann Boulevard, in the
City of Buffalo, Erie County (Figure 1).  The adjoining property is generally
undeveloped.

The Site and the majority of the land surrounding it was created as a result of land
reclamation and filling starting in 1874 and continuing for nearly 100 years.  The land is
generally composed or heterogeneous fill including dredged materials from the shipping
channel, construction fill, concrete, stone, slag and other materials.

Most of the 164 acre Buffalo Outer Harbor was listed as a Class 2 Inactive Hazardous
Waste Disposal Site based on preliminary site assessments.  Following further
investigation most of the site was delisted with only the area named the “Radio Tower
Area”, remaining classified as a Hazardous Waste Site.  Previous Remedial Site
Investigations determined that both surface and subsurface soils exceeded Part 375 Soil
Cleanup Objectives for Commercial Use.

The NFTA subsequently submitted a Remedial Alternatives Report in support of a
Brownfield Remediation Application for the redevelopment of the Site.

In 2002, an Environmental Record of Decision was issued by the New York State
Department of Environmental Conservation which identified the following remedial
actives for the Site:

 Placement of a twelve inch thick soil cover on top of a geotextile fabric across the Site,
above the top of the revetment slope.

 Stabilization of the shoreline including bulkhead renovation to prevent erosion of fill
material and protection of the soil cover.

 Implementation of the remedial measures to address potential exposures to site
contaminants for possible future land uses.

 Deed restrictions.
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Following the completion of the remedial action detailed in the 2002 Record of
Decision and the associated 2006 Project Manual, some contamination was left at the
Site.

Specific actions that were taken to implement the remedy were:

 Along the shoreline concrete, marble, and other stone rubble was removed.
 Contaminated fill and soil was excavated and the slopes were re-graded.
 For the shoreline, excluding portions of the Bell Slip, a geotextile fabric was installed

and a heavy, armor stone revetment was constructed.
 Within the Bell Slip, not stabilized by heavy stone, two lengths of approximately 150

feet in length were partially stabilized using jute fiber matting, a toe sock, plantings and
soil/stone mix.

 The upland area was re-graded with soil excavated from the shoreline and a geotextile
fabric was installed.

 A soil cover system was constructed consisting of a minimum of 12 inches of clean soil
and/or an asphalt bicycle/pedestrian trail along the entire upland area of the Site.

3 REMEDY PERFORMANCE, EFFECTIVENESS AND PROTECTIVENESS

EVALUATION

The remedy selected for the Site, shoreline stabilization and a soil cover system, are
effective in ensuring site soil/fill does not enter Lake Erie and limiting human contact
with soil/fill.  The institutional controls will limit future impacts.

No further remedial goals were established for the Site.
4 EVALUATION OF ENGINEERING AND INSTITUTIONAL CONTROLS

Engineering Controls

The specific engineering controls for the Site are:

 The stone revetment along the shoreline and underlying geotextile fabric
 The stone berm in the Bell Slip and topsoil/soil cover
 The asphalt pathway

 The soil cover system and underlying geotextile fabric

No long-term treatment systems were installed.

Institutional Controls

To ensure ongoing effectiveness of the remedy the NFTA had to execute an
Environmental Easement to restrict land use and prevent future exposure to any
remaining contamination at the Site.  Development of a Site Management Plan (SMP)
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which included plans for Institutional and Engineering Controls, Monitoring, and
Reporting was required to evaluate and monitor the remedy.

Specific institutional controls were required to ensure the remedial program continues
to prohibit the remaining contamination from entering Lake Erie or coming into contact
with humans, including:

 Compliance with the Environmental Easement and the SMP by the NFTA and any
successors;

 All Engineering Controls must be maintained as specified by the SMP;
 All Engineering Controls must be inspected as required by the SMP;

 Reporting to the NYSDEC must be done annually for the first three years.

Site Restrictions

There are also a number of Institutional Controls in the form of site restrictions which
are:

 The property may only be used for public passive recreation use provided that the long-
term engineering and institutional controls are employed

 A higher level of use, such as unrestricted or restricted residential, may not occur on the
site without additional remediation and amendment of the Environmental Easement, as
approved by the NYSDEC.

 Future activities on the property that will disturb remaining contaminated material
must be conducted in accordance with the Site Management Plan

 The use of groundwater is prohibited without treatment rendering it safe for the
intended use

 Vegetable gardens and farming on the property are prohibited
 The site owner or remedial party will submit to NYSDEC a written statement the

certifies, under penalty of perjury, that (1) controls employed at the Site are unchanged
from the previous certification or that any changes to the controls were approved by the
NYSDEC; and, (2) nothing has occurred that impairs the ability of the controls to
protect public health and environment or that constitute a violation or failure to comply
with the SMP.  NYSDEC retains the right to access the Site at any time in order to
evaluate the continued maintenance or any and all controls.  This certification shall be
submitted annually, or an alternate period of time that NYSDEC may allow and will be
made by an expert that the NYSDEC finds acceptable.

Site Visit

The annual Site visit was conducted May 3, 2013.

In general, the site was in good condition, Site Visit Notes are included as Appendix A,
selected photos are included as Appendix B.
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Soil Cover

The soil cover is in good condition.  There were no indications of erosion, animal
burrows or depressions.  In May some areas were not covered in soil, however, follow
up visits showed adequate coverage.

The northernmost extent of the shoreline, a short stretch of soil cover at the top of the
revetment, shows signs of erosion in minor areas.  Follow-up site visits showed no
additional erosion and vegetation along this slope.

Revetment and Armor Stones

The armor stone revetment was in very good condition and showed no signs of failure
or slipping.  No stones were displaced or showed any signs of disintegration.

There were a few sites along the edge of the revetment where geotextile fabric is
visible; this is similar to the as built condition and is not considered to have an impact
of the effectiveness of the controls.

Asphalt Pathway

The asphalt path is in good condition and is not showing any signs of wear.

Bell Slip – Stone Berm and Soil/Topsoil

Generally the slip looked to be in good condition with significant portions of the area
covered with stones and grass cover.

No geotextile fabric was exposed at the Bell Slip.

Some of the slopes show minor signs of erosion; portions of the slope have a short drop
where there is no soil or vegetation and before the area where stone was used to
stabilize the slope.  Follow-up site visits showed no additional erosion and vegetation
along this slope.

The geotextile sock along the water’s edge showed some signs of damage. However,
the contents of the sock were still in place and no erosion was observed adjacent to the
sock.  Therefore, the sock is considered to be acting as designed.

5 MONITORING PLAN COMPLIANCE

Annual monitoring of the Site is required to evaluate:

 Whether engineering controls continue to perform as designed;
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 If these controls continue to be protective of human health and the environment;
 Compliance with requirements of the Site Management Plan and the Environmental

Easement;
 Are site records complete and up to date; and

 Changes to the remedy or monitoring system

A visual inspection of the soil cover system must be conducted annually in late spring it
must be monitored for signs of erosion, settlement, denuded areas, subsidence along the
edges of the stone revetment and any other signs of damage.  The form to be completed
during this inspection was included in the SMP and is included in Appendix A.

Site-wide Inspections must also be performed at least once a year and after all severe
weather conditions that may affect the Engineering Controls.  The inspections must
assess:

 Compliance with all Institutional Controls, including site usage;
 The condition and continued effectiveness of Engineering Controls;
 General site conditions;
 Site management activities being conducted; and
 Confirm site records are up to date.

The Site Monitoring Plan was undertaken as required in the Site Management Plan,
specifically:

 A visual inspection of the soil cover system was undertaken in May of 2013;
 A site-wide inspection was completed at the same time; and

 The approved site inspection forms were used.

There were no deficiencies in the monitoring plan.

6 OPERATIONS AND MAINTENANCE PLAN

Not Applicable

7 CONCLUSION AND RECOMMENDATIONS

Compliance with Site Management Plan

Institutional/Engineering Controls

The Site is in compliance with all items with all requirements of the SMP.

Monitoring Plan

Site is in compliance will all aspects of the monitoring plan.
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Performance and Effectiveness of Remedy

The remedy is acting as designed and effectively limiting human exposure to buried
contaminates and preventing contaminated soil from entering Lake Erie.

Future Periodic Review Report Submittals

No changes are proposed to the submission of review reports, they will continue to be
submitted annually.

8 CERTIFICATION

The certification forms are included as Appendix B.



FIGURES



90 Broadway Street. 
Buffalo, New York 14203
Phone: 716-847-16300
Fax: 716-847-1454
www.cscos.com

C&S Engineers, Inc.

PROJECT LOCATION
NFTA Greenbelt

PROJECT 
LOCATION

FIGURE 1

SIT
E 
MA
NA
GE
ME

NT
 N

FT
A 

GR
EE
NB

EL
T 
RE
PO

RT

BU
FF
AL
O,
 N

EW
 Y
OR

K

³

0 2,000 4,0001,000
Feet

PROJECT NO:
DATE:
DRAWN BY:
DESIGNED BY:
CHECKED BY:

136.032.001
AUGUST 5, 2013
C. MARTIN
C. MARTIN
N. MARREROA

B

1 2

21

B

A

Pa
th:

 F:
\Pr

oje
ct\

13
6 -

 Bu
ffa

lo 
BN

IA
\13

60
32

00
1C

arv
an

a S
up

po
rt\G

ree
nB

elt
\FI

GU
RE

_1
.m

xd



APPENDICES



APPENDIX A
SITE INSPECTION FORMS









APPENDIX B
SITE VISIT PHOTOS
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Asphalt Path
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Bell Slip
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Exposed Sock in Bell
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