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October 22, 2018 

Bally Bao 
WBS Capital 
136-20 38th Avenue, Suite 9J
Flushing, NY 11354 

Re: Limited Pre-Renovation Asbestos Inspection Report 
1447 St. Paul Street – Bldg. # 5 
Rochester, NY 14621 
AMD Project ID: 18-1008JD-A 

Mr. Bao: 

I am pleased to present this summary of asbestos survey services at the above referenced address. 

AMD Environmental Consultants conducted a limited pre-renovation asbestos inspection in areas of planned 
renovations throughout the building at the above referenced address on October 8th and 9th, 2018.  Asbestos
containing materials (ACM) were identified above 1% in materials that were sampled.  For more detail refer to the 
summary on page 4. 

New York State asbestos regulations (12 NYCRR 56-5) require that asbestos surveys are conducted in order to 
determine whether or not the building or structure, or portion(s) thereof to be demolished, renovated, remodeled, contains 
asbestos containing building materials (ACBM), or presumed asbestos containing materials (PACM).  These regulations 
also require that a copy of the pre-renovation survey be forwarded to the local New York State Department of Labor 
(NYSDOL) Asbestos Control Bureau immediately upon completion of the survey (Buffalo Office: 65 Court Street, Rm. 405, 
Buffalo, NY 14202).  If requested to AMD in writing, a copy of the survey will be submitted on your behalf to the 
NYSDOL, otherwise a copy must be submitted by the owner.  

AMD Environmental Consultants, Inc. surveys are intended to determine, to a reasonable extent, the presence, location, 
quantity, and condition of accessible asbestos containing materials (surfacing, thermal systems insulation, and 
miscellaneous materials). The information contained herein is representative of conditions found onsite during the 
date/time this survey was conducted.   Environmental conditions, renovation, vandalism, etc. may alter conditions from the 
date/time that this survey was conducted, potentially creating new hazards. 

Please do not hesitate to contact me if I may provide any additional information. 

Sincerely, 

Anthony DeMiglio 
President 
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1.0 Asbestos Inspection 

1.1 Introduction 

AMD Environmental Consultants, Inc (AMD) was retained by WBS Capital to inspect the building located at 
1447 St. Paul Street in Rochester, NY for the presence of materials suspected of containing asbestos in areas 
of planned renovations. 

AMD was assigned to: 

• Locate suspect asbestos containing materials (ACM),

• Sample these materials to determine asbestos content, and

• Identify the locations and estimated quantities of the confirmed asbestos containing materials.

The information following this introduction details the amount of asbestos present in this facility and the location 
of the ACBM (asbestos containing building materials).  Although the report is a comprehensive analysis of the 
asbestos inspection work performed, it would be helpful to review all applicable federal, state and local rules, 
laws and regulations regarding the handling and treatment of ACBM. 

The following is a list of suggested reading and information sources relating to asbestos: 

• New York State Department of Labor Industrial Code Rule 56
• National Emission Standard for Hazardous Air Pollutants (NESHAPS)
• Occupational Safety and Health Administration
• (OSHA 1926.1101, 1910.134, 1910.1020, 1910.1200, 1910.145, 1910.95, 1926.58)
• Environmental Protection Agency rule CFR763.46 Asbestos Hazard Emergency Response Act
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1.2 Executive Summary 

The scope of services included the identification of suspect asbestos containing building materials in areas 
of planned renovations; sampling and analysis of the suspect materials; and identifying the locations, 
estimated quantities, and condition of the confirmed asbestos containing materials. 

Sampling and analysis of the suspect materials under Polarized Light Microscopy (PLM) ,and where 
necessary, under Transmission Electron Microscopy (TEM), revealed the following materials as 
asbestos containing building materials (ACBM): 

ASBESTOS CONTAINING MATERIALS SUMMARY 

*Quantities are approximate, and are only associated with areas of planned renovation. Additional asbestos containing
materials may be located outside areas of planned renovation that were not surveyed, assessed or quantified during this 
inspection. 

NOTES: 
NOTE 1= Material was determined to be positive for asbestos during a previous inspection, please see Paragdigm 
Environmentals 2014 Asbestos Inspection report in the appendix for further details. 

KEY TERMS AND DEFINITIONS: 
HAN= Homogenous Area Number; number assigned to categorize materials of like composition, texture and appearance 
SID=Space Identification Number: Sample Locations  
Friability/Condition: 
F= Friable: a material that when dry, can be crumbled, pulverized, or reduced to powder by hand pressure, or is capable of 
being released into the air by hand pressure. 
NF= Non Friable: a material that when dry, cannot be crumbled, pulverized, or reduced to powder by hand pressure, or is 
incapable of being released into the air by hand pressure. 
I= Intact: Asbestos material that has not crumbled, been pulverized, or otherwise been damaged or disturbed, and the material’s 
matrix has not noticeably deteriorated. 
D= Damaged: Asbestos material that has deteriorated or sustained physical injury demonstrated by separation of the ACM into 
layers, separation of the ACM from the substrate, flaking, blistering, crumbling, water damage, scrapes, gouges, or other signs 
of physical injury. 
SD=Significantly Damaged: Damaged asbestos where the damage is extensive and severe. 
ACM=Asbestos Containing Material: material analyzed and confirmed by laboratory to contain above 1% of asbestos 
PACM= Presumed Asbestos Containing Material: this material was assumed to contain asbestos to either save the client on lab 
fees or because the material was adhered to another asbestos containing material (or adjacent to other materials needing 

HAN Material 
Description 

SID  
(Space Identification Number) 

Estimated 
Quantity 

SF* 

Friability/ 
Condition 

101A Joint Compound 3rd Floor Above Houserman Panel See Note 1 F/I 

701 Roof – Flashing Roof 700 sq. ft. NF/I 
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1.3 Purpose 

The purpose of the asbestos inspection was to identify and quantify the types of asbestos containing building 
materials (ACBM) in the areas of planned renovations only.  Samples of the suspect materials were collected for 
analysis by an independent laboratory, and the condition of each material noted in relation to its potential to be 
disturbed.  The potential for fiber release was also considered. 

The report is generated for the exclusive use of WBS Capital and its representatives or agents, and is not 
designed to serve as a specification for abatement.  Before requesting bids for abatement of materials identified in 
this report, the owner is strongly encouraged to contract with a consultant to provide this valuable service.  A 
specification assures that all contractors are bidding on the same methodology and following the specific 
requirements for the work to be performed. 

The inspection was conducted by NYS DOL Certified Asbestos Inspectors David Batt and John Doucette on 
October 8th and 9th, 2018 and revealed the following suspect asbestos containing building materials: 

HOMOGENOUS MATERIALS & SAMPLE RESULTS 

HAN Suspect Asbestos 
Containing Material 
Description 

SID 
 (Space Identification 
Number) 

Sample No. ACM 
(Y/N) 

Estimated 
Quantity 

SF* 

Friability/ 
Condition 

101 Drywall 5th Floor 101-1, 101-2 No See Note 1 F/I 

101A Joint Compound 6th Floor – Above
Houserman Panels 

101A-1, 101A-2 No See Note 1 F/I 

101A Joint Compound 7th Floor – Above
Houserman Panels 

101A-3, 101A-4 No See Note 1 F/I 

101A Joint Compound 5th Floor Smoke Wall
Above Ceiling 

101A-5 No See Note 1 F/I 

101A Joint Compound 5th Floor – Column Box
Out 

101A-6 No See Note 1 F/I 

101A Joint Compound 5th Floor – Above
Houserman Panels 

101A-7 No See Note 1 F/I 

101A Joint Compound 4th Floor – Wall @ Column
P20 

101A-8 No See Note 1 F/I 

101A Joint Compound 4th Floor Corridor 101A-9 No See Note 1 F/I 

101A Joint Compound 3rd Floor Above
Houserman Panel 

101A-10 Yes See Note 1 F/I 
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HOMOGENOUS MATERIALS & SAMPLE RESULTS (Continued) 

*Quantities are approximate, and are only associated with areas of planned renovation. Additional asbestos containing
materials may be located outside areas of planned renovation that were not surveyed, assessed or quantified during this 
inspection. 

NOTES: 
NOTE 1= Material was determined to be positive for asbestos during a previous inspection, please see Paragdigm 
Environmentals 2014 Asbestos Inspection report  in the appendix for further details. 

The above listed table provides a list of the materials that were sampled and tested for asbestos by Polarized Light 
Microscopy (PLM) and or Transmission Electron Microscopy (TEM), as applicable. Any sample determined to be a non-
friable organically bound material (NOB), and which was found to be negative by Polarized Light Microscopy (PLM) 
analysis, was then analyzed by Transmission Electron Microscopy (TEM) analysis at American Science Team New York 
Inc. (AmeriSci) in New York, New York.  AmeriSci is an ELAP Certified laboratory (ID: 11480) and conducts analysis 
according to EPA Method 198.1, 198.4 and 198.6.  See Section 2.0 for the laboratory’s analytical results.    

HAN Suspect Asbestos 
Containing Material 
Description 

SID 
 (Space Identification 
Number) 

Sample No. ACM 
(Y/N) 

Estimated 
Quantity 

SF* 

Friability/ 
Condition 

600 Glass Block Window Mortar 6th Floor 600-1, 600-2 No N/A N/A 

700 Roof – Field Roof 700-1, 700-2 No N/A N/A 

701 Roof – Flashing Roof 701-1, 701-2 Yes 700 sq. ft. NF/I 

702 Roof – Counter Flashing Caulk Roof 702-1, 702-2 No N/A N/A 

703 Roof – Overlay Material Roof 703-1, 703-2 No N/A N/A 
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1.4 Methodology 

All work performed by AMD Environmental Consultants, Inc. was conducted in accordance with applicable 
regulations, including New York State Department of Labor standards 12NYCRR Part 56, National Emission 
Standards for Hazardous Air Pollutants (NESHAPS), and Occupational Safety and Health Administration 
regulations 29CFR1910.1101 and 29CFR1910.134. All AMD personnel assigned to conduct inspections have 
completed the Environmental Protection Agency (EPA) required training and New York State Department of 
Labor Division of Safety and Health certification program. 

Each suspect asbestos containing building material (ACBM) was assigned a homogenous area number 
(HAN). Homogeneous areas consist of materials of like composition, texture and appearance. 

Based on the homogeneous areas, samples of suspect materials were collected.  Techniques used for sample 
collection were designed to minimize damage to suspected areas, reduce any potential for fiber release, and 
ensure the safety of the inspector and building occupants.  Samples were collected by AMD personnel using 
the following procedures: 

1. The surface to be sampled was sprayed with amended water
(detergent and water) as necessary

2. A plastic sample bag was held to the surface sampled

3. The sample was collected using tools appropriate to the friability of the material sampled

4. Sample bags were labeled with a unique sample identification number

5. Samples were recorded on a Chain of Custody form, and submitted under strict chain-of-custody
procedures to American Science Team New York Inc. (AmeriSci) in New York, New York.
AmeriSci is an ELAP and NYSDOH approved, certified laboratory for PLM and TEM analysis
(ELAP ID: 11480).

Samples were first analyzed using PLM, Polarized Light Microscopy in accordance with US Environmental 
Protection Agency Interim Method, 40CFRPt763, Supt F, App A(7-1-87).  For the sample results not considered 
definitive, additional analysis was performed under Transmission Electron Microscopy (TEM) in accordance with 
NYSDOH ELAP Item 198.4, for Non-friable Organically Bound Bulk Material (NOB).  The results of these 
analyses confirmed whether or not a suspect materials actually contained asbestos.  All materials sampled are 
summarized in Section 1.3 of this report; the presumed asbestos containing materials and materials containing 
asbestos above 1.0% are listed in Section 1.2. 

18-1008JD-A 7 1447 St. Paul St.-Bldg. #5



 
 

AMD Environmental Consultants, Inc. 
712 Main St. Suite L1 

Buffalo, NY 14202 
Office: 716-833-0043 Fax: 716-241-8689 

www.amdenvironmental.com 

 

 
 
 

2.0 Laboratory Analytical Results 
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 2.1 Analytical Key Terms and Definitions 

PLM: Polarized Light Microscopy; type of analysis 

TEM: Transmission Electron Microscopy; secondary analysis if applicable 

NOB: Non-Friable Organically Bound; materials analyzed by PLM or TEM 

NAD: No asbestos detected 

NA: Not applicable 

PS: Positive Stop 

Trace: Less than 1% asbestos (Non ACM) 

ACM: Asbestos Containing Material
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                            3.0 Sample Chain(s) of Custody 
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Appendix A:  Firm Certification and Personnel License(s)
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Appendix B:  Laboratory Certification
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Appendix C:  Paradigm Environmental 2014 Asbestos Inspection Report
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