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May 5, 2020 

Mr. Jaspal Walia 
NYSDEC Region 9 
270 Michigan Avenue 
Buffalo, NY 14203 

RE:  AmeriPride Site #C915241 Change in Use Work Plan 
NYSDEC Site No. C915241 

AFI Project: I20B-Larkin Development AmeriPride Site 
Dear Mr. Walia: 

Buffalo Environmental Consultants, Inc. dba AFI Environmental (AFI), on behalf of the Mill Race 
Commons, LLC, the current owners of the former AmeriPride Site #C915241 which had a 
Certificate of Completion (COC) issued on 12/23/2014 is requesting authorization for 
repair/replacement of the existing asphalt  paved areas of the site. Transfer of the COC from the 
initial site owners, AmeriPride Services Inc. to the current owners, Mill Race Commons, LLC was 
executed on 07/14/2015. In addition, once the repaired/replaced asphalt parking areas are repaired 
the owner is notifying the department of an increased use as an intermittent parking lot, a use 
consistent with the allowable commercial uses under the COC.  All asphalt removal/and 
repair/replacement activities will occur under the supervision of AFI Environmental scientist 
experienced with monitoring SMP programs associated with NYS BCP Sites and will include 
compliance with CAMP requirements, excavation inspections, excavated material testing to assure 
proper disposal and installation of approved soils to complete the repair/replacement of the asphalt 
Cap.  Projected activities will include the milling of the upper 2” of existing paved surfaces, 
possible excavation of potentially impacted soils if needed, for repair or upgrade of existing 
drainage inlets (DIs) located in the paved areas,  placement of a 2” thick layer of  Type   7  asphalt 
cap to allow increase use as a commercial parking lot and the placement of permanent fencing to 
restrict access to the soil capped areas outside the perimeter of the parking lot.  A Preliminary Site 
plan as designed by Schneider Architectural Services has been attached. 

All Upgrade and repair activities will be conducted under the direction of AFI’s Senior Associate 
William Heitzenrater and AFI’s Sr. Project Manager, Brandon Quinn. Milling, stormwater 
enhancements and placement of the new asphalt cap will be performed by Northeast 
Diversification, Inc. dba Northeast Paving. All flush mount wells will be identified and marked 
out by AFI personnel to ensure they are not paved over. During all CIU activities AFI personnel 
will be onsite to ensure compliance with the SMP, EWP, CAMP and HASP protocols. Final Cap 
certification will be Lakeside Design Engineering D.P.C., Mr. Marek Kobialka, PE. 
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Excavated materials will be staged and stored for analytical testing as specified in the Site 
Management Plan. Soils/fines beneath the current asphalt cap are expected to contain PAHs, 
SVOCs and metals based on samples collected during the site’s Remedial Investigation and 
description of contamination left in place as described in the site SMP.  Milling of the existing 
paved surfaces is expected to begin in June 2020. Milled material will be transported off-site and 
disposed of at a NYSDEC approved C&D recycling facility. Quantities of milled asphalt will be 
tracked and reported to the NYSDEC in the next Periodic Review Report (PRR) for the site. 

Excavation work for the enhancement of on-site drainage will include the removal and disposal of 
existing catch basins (DIs), replacement of these catch basins and the installation of new drainage 
lines as needed, between the new catch basins. Excavated soils/fines removed from beneath the 
demarcation layer will be stockpiled on and appropriately covered with poly sheeting with a 
minimum thickness of 6-mil as outlined in the EWP. Soils will be examined visually and PID 
Screened (with 10.6 and 11.7eV lamps). Excavated areas will be backfilled will No. 1 clean stone 
from a NYSDEC-permitted virgin mine or quarry. A Request to import/Reuse fill or soil will be 
submitted for the Department’s approval prior to fill materials being imported to the site. All 
quantities of imported fill material will be tracked and reported to the NYSDEC in the next PRR 
for the site. 

During excavation activities, all fluids to be removed from the site including excavation de-
watering will be handled, transported and disposed of in accordance with applicable local state and 
federal regulations as outlined in the site EWP. If there is derived waste from excavation activities, 
AFI is prepared to treat wastewater with Granular Activated Carbon (GAC) filtration with 
discharge to the Buffalo Sewer Authority (BSA) under a temporary discharge permit (to be 
obtained if necessary). 

Once the drainage enhancements have been installed and backfilled with clean stone from a 
NYSDEC approved virgin mine or quarry, a 2” thick layer of Type 7 asphalt will be placed and 
compacted for use as a commercial parking lot. The area will be swept and have a layer of tack 
coat placed to ensure bonding of the new asphalt layer. Imported asphalt quantities will be tracked 
and reported to the NYSDEC in the next PRR for the site. Upon completion of the installation of 
the new asphalt cap a permanent wood fence will be installed surrounding select areas of the 
parking lot as seen in the Preliminary Site Plan. 

Post Excavation Testing and Disposal 

AFI will collect representative samples of the impacted soils/fines for waste characterization. The 
soils will be analyzed by an ELAP certified laboratory for the following analyses: ignitability, 
reactive cyanide and sulfide, TCL PCBs, TCLP VOCs, TCLP SVOCs, TCLP RCRA 8 Metals, 
TCLP Pesticides and TCLP Herbicides. Soils/fines will be disposed as either Municipal Solid 
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Waste or as Hazardous Waste based on analytic data. Each load will be manifested for tracking 
purposes.  

Soils/fines that are exposed beneath the current asphalt cap are expected to contain contaminants 
including but not limited to PAHs, SVOCs and Metals. Based on samples collected during the 
remedial investigation soils in this area of the site did not exhibit any hazardous waste 
characteristics (see Figure 8 of the SMP). The samples did contain minor exceedances of 6 
NYCRR Part 375 6.8 (b) Commercial Soil Cleanup Objectives for select PAHs, SVOCs, and 
metals.  

Once the excavated soils/fines have been stock-piled and analyzed, AFI will make the 
determination if the soils/fines display characteristics of hazardous wastes. If the excavated 
soils/fines do not exhibit characteristics of hazardous waste, AFI will submit the data to the 
NYSDEC to obtain a “contained-in” determination for the soils/fines to be disposed of as 
Municipal Solid Waste at the Waste Management Landfill in Chaffee, New York. Analytic results 
displaying characteristics of hazardous materials will be disposed of as hazardous waste at the 
CWM Chemical Services Hazardous Waste Facility located in Model City, New York. All 
quantities of soils/fines removed from the site will be tracked, manifested and reported to the 
NYSDEC in the next PRR for the site. 

All upgrade/repair activities to be performed will not affect the site’s completed remedial program 
and may augment the effectiveness of the programs’ engineering controls in limited areas of the 
site for the protection of human and environmental health. The repairs and upgrades to the site for 
an increased use as an intermittent commercial parking lot for limited areas of the site is consistent 
with allowable uses as outlined in the site COC. 

Please let us know the Department’s position on this matter and if you have you have any 
additional questions, please contact AFI at 716-283-7645 at your convenience. 

Sincerely, 

AFI Environmental 

Brandon Quinn  William Heitzenrater 
Senior Project Manager Senior Associate 

Cc: Mike Meyers 
 Marek Kobialka  PE
Deborah Chadsey, Esq
Matthew Forcucci, NYSDOH
Megan Kuczka, NYSDEC 
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Figure 8 from
 the Site SMP
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