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ASBESTOS ABATEMENT
NOTES

AS SHOWN
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GENERAL ASBESTOS NOTES

1. ASBESTOS ABATEMENT CONTRACTOR SHALL PERFORM ALL WORK IN STRICT ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE AND
FEDERAL RULES, REGULATIONS, AND GUIDELINES, VARIANCES AND THE CONTRACT DOCUMENTS.

2. ALL MATERIAL MEASUREMENTS AND/OR QUANTITIES AND LOCATIONS ARE APPROXIMATE. ASBESTOS ABATEMENT CONTRACTOR IS
RESPONSIBLE FOR FIELD VERIFICATION AT THE SITE.  ENGINEER IS NOT RESPONSIBLE FOR MATERIAL ESTIMATES.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIRING AN INDEPENDENT THIRD PARTY FIRM TO PERFORM THE REQUIRED AREA AIR
MONITORING AND ANALYSIS IN ACCORDANCE WITH SPECIFICATION SECTION 02 82 13.

4. ASBESTOS ABATEMENT CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING THE WORK AREA IN A CLEAN AND SAFE CONDITION AND
SHALL ENSURE THAT UNCERTIFIED PERSONNEL OR UNAUTHORIZED VISITORS DO NOT ENTER ACTIVE WORK AREAS AT ANY TIME.

5. ASBESTOS ABATEMENT CONTRACTOR SHALL PROVIDE TEMPORARY PROTECTION TO KEEP THE WORK AREAS AND BUILDING IN A SECURE
CONDITION AT ALL TIMES DURING THE PERFORMANCE OF THE CONTRACTOR'S WORK. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
ANY STRUCTURAL DESTABILIZATION CAUSED TO ANY AREAS OF THE BUILDING AS A RESULT OF IMPROPER TEMPORARY PROTECTION.

6. THE PROVISIONS OF ANY SITE SPECIFIC VARIANCE OBTAINED BY THE CONTRACTOR SHALL NOT BE IMPLEMENTED UNTIL AND UNLESS
APPROVAL IS GIVEN BY THE ENGINEER.

7. REFER TO ASBESTOS ABATEMENT DRAWINGS FOR REMOVAL AND DISPOSAL OF ASBESTOS CONTAINING MATERIALS.

8. ASBESTOS ABATEMENT SHALL BE THE FIRST TASK PERFORMED IN THIS CONTRACT.

9. THE ASBESTOS ABATEMENT CONTRACTOR SHALL COORDINATE WITH THE ENGINEER FOR LOCATION OF TEMPORARY FACILITIES. STAGING
AREAS AND DUMPSTER PLACEMENT SHALL BE LIMITED TO LOCATIONS AS DESIGNATED BY THE ENGINEER.  CONTRACTOR SHALL BE
RESPONSIBLE FOR SECURING STAGING AND STORAGE AREAS.

10. SUBGRADE VAULTS SHALL BE ABATED LAST.

11. PLEASE NOTE THAT THE LOCATIONS OF ALL PARTITIONS, DIVIDERS AND SIMILAR ITEMS ARE NOT SHOWN ON THESE DRAWINGS.

12. PRIOR TO INITIATION OF ASBESTOS ABATEMENT ACTIVITIES, CONTRACTOR MAY REMOVE ALL NON-ACM (E.G. PARTITIONS, WALLS,
BUILT-INS, FURNITURE, AND LIKE-MATERIALS AS LONG AS THE REMOVAL DOES NOT RESULT IN DISTURBANCE OF ALL OTHER ITEMS IN
CONTACT WITH ACM, OR THAT REMOVAL WHICH WILL RESULT IN DISTURBANCE OF ACM, SHALL BE REMOVED AS ACM UNDER FULL
CONTAINMENT.

13. ALL PERMITS, VARIANCES, NOTIFICATIONS, AND ASSOCIATED FEES SHALL BE OBTAINED BY THE CONTRACTOR AND INCLUDED IN 
ABATEMENT COSTS.

14. THE CONTRACTOR SHALL OBTAIN AND SUPPLY THE ENGINEER WITH ALL REQUIRED PERMITS FOR THE PROJECT.

15. THE ASBESTOS ABATEMENT SUBCONTRACTOR SHALL HANDLE ANY NON-CLEANABLE SURFACES AS ACM.

16. PROJECT MONITORING SHALL BE PERFORMED BY THE ENGINEER.

17. THE ASBESTOS ABATEMENT WORK SHALL BE COORDINATED WITH OTHER REMEDIATION WORK THAT IS SCHEDULED. ALL SUBMITTALS 
AND DOCUMENTS, PROGRESS SCHEDULES ETC. NEED TO BE REVIEWED AND APPROVED BY THE ENGINEER AND COORDINATED WITH ALL
OTHER REMEDIATION WORK.

18. DEMOLITION AND ASBESTOS ABATEMENT SHALL BE TO THE CONCRETE FLOOR SLABS AND/OR THE BOTTOM FLOOR ELEVATION OF 
MACHINE PITS, TRANSFORMER AND ELECTRICAL VAULTS, AND PUMP PITS.

19. IF ANY DEMOLITION MATERIALS ARE NOT DISPOSED OF AS REGULATED ASBESTOS CONTAINING MATERIALS, THESE MATERIALS SHALL 
BE PROPERLY DECONTAMINATED AND VERIFIED CLEAN BY THE ENGINEER PRIOR TO OFFSITE DISPOSAL, RECYCLING, OR REUSE.

20. THE 3rd PARTY PROJECT MONITOR SHALL COORDINATE ALL DECONTAMINATION WORK.

21. AIR SAMPLING AND ANALYSES SHALL BE CONDUCTED IN ACCORDANCE WITH ICR 56.

22. THE ENTIRE LIMITS OF WORK SHALL BE CONSIDERED THE REGULATED ASBESTOS ABATEMENT WORK AREA. ACM ABATEMENT WORK
AREAS SHALL BE ACCESSED THROUGH AN APPROVED BARRIER(S) TO PREVENT UNAUTHORIZED ENTRY.

23. ADJACENT OPENINGS TO STRUCTURES WITHIN TWENTY-FIVE FEET OF THE OUTERMOST LIMIT OF ASBESTOS ABATEMENT DISTURBANCE 
SHALL BE SEALED WITH AN APPROVED POLY SHEETING.

24.INGRESS AND EGRESS OF ALL EQUIPMENT AND PERSONNEL TO THE REGULATED ASBESTOS ABATEMENT WORK AREA SHALL BE THROUGH
ONE CONTROLLED ACCESS POINT THROUGH THE BARRIER. THE CONTRACTOR SHALL ALSO ESTABLISH EMERGENCY AND FIRE EXITS FROM
THE WORK CONTAINMENT AREA.

25. ALL DECONTAMINATION AREAS SHALL BE WITHIN THE REGULATED ASBESTOS ABATEMENT WORK AREA. DESIGNATED 
DECONTAMINATION AREAS SHALL BE CONSTRUCTED FOR CLEANING HEAVY EQUIPMENT INCLUDING HAUL TRUCKS, EXCAVATORS, 
BULLDOZERS, VACUUM TRUCKS AND LOADERS, SEPARATE DECONTAMINATION TRAILERS WITH SHOWERS SHALL BE PROVIDED FOR
PERSONNEL.

26. THE ASBESTOS ABATEMENT CONTRACTOR SHALL REMOVE ALL DUST CONTAINING FRIABLE ASBESTOS MATERIALS FROM ALL SURFACES 
BY APPROVED MEANS AND METHODS PRIOR TO REMOVAL OF OTHER ASBESTOS CONTAINING MATERIALS.

27.DECONTAMINATION OF EQUIPMENT SHALL BE IN ACCORDANCE WITH ICR 56.

28. ALL ASBESTOS CONTAINING DEMOLITION WASTE AND DEBRIS SHALL BE PLACED IN HARD WALL CLOSED CONTAINERS WITH AN 
APPROVED COVER AND AIRTIGHT SEAL AND WRAP PRIOR TO OFFSITE TRANSPORT AND DISPOSAL. THE 3rd PARTY MONITOR SHALL 
APPROVE WASTE LOADS AND SEALED CONTAINERS PRIOR TO OFFSITE TRANSPORT. LEAKS AND EMISSIONS FROM CONTAINERS SHALL 
NOT BE PERMITTED.

29.FOR EARTH OR SOIL SURFACES, THE ABATEMENT CONTRACTOR SHALL SCRAPE THE SOIL SURFACE TO REMOVE ALL RESIDUAL ACM FOR
OFFSITE DISPOSAL AS ASBESTOS CONTAMINATED WASTE.

ASBESTOS AWARENESS NOTES

1. ASBESTOS CONTAINING MATERIALS (ACM) ARE KNOWN TO BE PRESENT THROUGHOUT THE BUILDING(S). ASBESTOS HAS BEEN
IDENTIFIED IN, AND LOCATED ON, BUT NOT LIMITED TO: CEILINGS, WALLS, ROOFING, CONDUIT, BEAMS, FIXTURES, FLOORING
MATERIALS AND ASSOCIATED MASTICS, PIPE INSULATION AND FITTINGS, PIPE INSULATION MASTIC, COVE MOLDING AND
ASSOCIATED MASTIC, DUCT INSULATION, DUCT CAULK, TANK INSULATION, BOILER INSULATION, DRYWALL AND ASSOCIATED JOINT
COMPOUND, CERAMIC TILE GROUT, TRANSITE DEBRIS, ROOF FLASHING, AND ROOF TAR.

2. ALL CONTRACTORS AND THEIR SUB-CONTRACTORS ARE RESPONSIBLE FOR MAKING THEMSELVES AND THEIR EMPLOYEES AWARE OF
THE PRESENCE, LOCATION, AND QUANTITY OF EXISTING ASBESTOS CONTAINING BUILDING MATERIALS AND TO WARN THEIR
EMPLOYEES OF THE POTENTIAL DANGERS OF EXPOSURE TO ASBESTOS, IN ACCORDANCE WITH THE NYSDOL RIGHT-TO-KNOW LAW.

3. ANY DISTURBANCE OF ASBESTOS CONTAINING MATERIALS SHALL BE PERFORMED BY A NEW YORK STATE LICENSED ASBESTOS
ABATEMENT CONTRACTOR EMPLOYING CERTIFIED WORKERS.

4. ANY PREVIOUSLY UNIDENTIFIED OR MATERIAL SUSPECTED TO CONTAIN ASBESTOS SHALL NOT BE DISTURBED AND SHALL BE BROUGHT
TO THE ATTENTION OF THE ENGINEER.

ASBESTOS ABATEMENT LEGEND:

” ” 

  

ASBESTOS ABATEMENT SCHEDULE 

BLACK COATING / GALBESTOS MATERIALA1

A3 WHITE / GRAY WINDOW GLAZING

A4 AIR CELL PIPE INSULATION, FITTINGS AND DEBRIS

A5

KEY

A6

A2 ELECTRICAL PANEL

ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED

GRAY / BLACK PERIMETER ROOF FLASHING 

DUST AND DEBRIS

GRAY TRANSITE PANEL DEBRISA9

GRAY DUCT INSULATION PAPERA7

GRAY GASKET DEBRISA8

BLACK CRADLE FLASHINGA11

A13 GRAY TRANSITE CORRUGATED ROOFING

BLACK ROLLED ROOFINGA14

GREEN 9"x9"  FLOOR TILE AND MASTICA12

WHITE / GRAY CLOTH PIPE INSULATION A22

A15
FLOOR DEBRIS: INCLUDES BUT NOT LIMITED TO GASKETS, FIRE BLANKETS,
ELECTRICAL PANELS, CONDUIT, ETC.

A19 GRAY DOOR CAULKING

A16 GRAY TRANSITE PANELS

GRAY DUCT INSULATIONA20

GRAY TRANSITE  BOARD DEBRISA21

A18 GRAY SHEETING

A26 MISCELLANEOUS PARTS AND SUPPLIES (ACM) DEBRIS

BROWN 9"x9"  FLOOR TILE AND MASTICA31

A25 GREEN LINOLEUM FLOORING

WHITE / GREEN 9"x9"  FLOOR TILE AND MASTICA24

TAN & BROWN 9"x9"  FLOOR TILE AND MASTICA23

RED 9"x9"  FLOOR TILE AND MASTIC (TRACE CHRYSOTILE)A27

A10 WHITE / GRAY WINDOW CAULKING (WAS NOT IDENTIFIED BY AECOM ACM SURVEY
BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)

WHITE 9"x9"  FLOOR TILE AND YELLOW MASTICA34

TAN 12"x12"  FLOOR TILE AND MASTICA32

A30 TAN & GRAY FLOOR TILE AND MASTIC

A29 GRAY MESH CANVAS

BROWN 12"x12"  FLOOR TILE AND MASTICA42

GRAY 12"x12"  FLOOR TILE AND MASTICA41

MAG PIPE INSULATION, FITTINGS AND DEBRIS (3, 5, 8 & 14" DIA.) A33

A35 WHITE TILE, BOARD AND DEBRIS

A4A AIR CELL PIPE INSULATION,  DUST AND DEBRIS SURFACE AREA OR 1-3" BGS

GRAY / GREEN 9"x9"  FLOOR TILE AND MASTIC (1st & 2nd FLOOR)A36

BLACK / GREEN 9"x9"  FLOOR TILE AND MASTICA37

A38 GRANULATED INSULATION (VERMICULITE)

A40 GRAY ROLL ROOFING

A39 DRY WALL JOINT COMPOUND

A28

A17 BLACK / GRAY DELAMINATED GALBESTOS SIDING DEBRIS

BROWN & GREEN FLOOR TILE AND MASTIC
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A1 REMOVAL AND DISPOSAL OF BLACK COATING/GALBESTOS MATERIAL ON CORRUGATED WALLS, ROOFS,  REMOVAL AND DISPOSAL OF BLACK COATING/GALBESTOS MATERIAL ON CORRUGATED WALLS, ROOFS,  INTERIOR AND EXTERIOR GROUNDS, AND ALL ASSOCIATED ITEMS AS INDICATED ON ABATEMENT DRAWINGS ABATEMENT DRAWINGS AA-01 THROUGH AA-09.  A2 REMOVAL AND DISPOSAL OF ELECTRIC PANELS AND ANY ASSOCIATED MATERIALS IN AREAS INDICATED ON REMOVAL AND DISPOSAL OF ELECTRIC PANELS AND ANY ASSOCIATED MATERIALS IN AREAS INDICATED ON ASSOCIATED MATERIALS IN AREAS INDICATED ON ABATEMENT DRAWINGS AA-01, AA-03, AA-04, AA-04A, AA-05, AA-05A, AA-06, AA-07, AA-07A,  AA-08, AA-08A, AA-09 AND AA-09A.  A3  REMOVAL AND DISPOSAL OF WHITE/GRAY WINDOW GLAZING MATERIALS FROM WINDOWS, DOORS, WALL  REMOVAL AND DISPOSAL OF WHITE/GRAY WINDOW GLAZING MATERIALS FROM WINDOWS, DOORS, WALL  OPENINGS, AND ASSOCIATED INTERIOR AND EXTERIOR GROUND DEBRIS AS INDICATED ON ABATEMENT  DRAWINGS AA-01 THROUGH AA-09. A4 REMOVAL AND DISPOSAL OF AIR CELL PIPE INSULATION, FITTINGS, DEBRIS AND ASSOCIATED MATERIALS AS REMOVAL AND DISPOSAL OF AIR CELL PIPE INSULATION, FITTINGS, DEBRIS AND ASSOCIATED MATERIALS AS INDICATED ON ABATEMENT DRAWINGS AA-01 THROUGH AA-09. ON ABATEMENT DRAWINGS AA-01 THROUGH AA-09. A4A REMOVAL AND DISPOSAL OF AIR CELL PIPE INSULATION, DUST AND DEBRIS AS INDICATED ON ABATEMENT REMOVAL AND DISPOSAL OF AIR CELL PIPE INSULATION, DUST AND DEBRIS AS INDICATED ON ABATEMENT DRAWING  AA-08. AA-08. A5 REMOVAL AND DISPOSAL OF GRAY/BLACK PERIMETER ROOF FLASHING AS INDICATED ON ABATEMENT  REMOVAL AND DISPOSAL OF GRAY/BLACK PERIMETER ROOF FLASHING AS INDICATED ON ABATEMENT  DRAWINGS AA-01, AA-02, AA-03, AA-04, AA-05, AA-06, AND AA-08.  A6 REMOVAL AND DISPOSAL OF ALL DUST AND DEBRIS FROM GROUND AND MATERIAL SURFACES INCLUDING REMOVAL AND DISPOSAL OF ALL DUST AND DEBRIS FROM GROUND AND MATERIAL SURFACES INCLUDING BUT NOT LIMITED TO: LEDGES; SHELVING;  STRUCTURAL STEEL; AND ALL SURFACES THROUGHOUT THE STRUCTURAL STEEL; AND ALL SURFACES THROUGHOUT THE BUILDING AND AS INDICATED ON ABATEMENT  DRAWINGS AA-01, AA-03, AA-04, AA-05, AND AA-08. DRAWINGS AA-01, AA-03, AA-04, AA-05, AND AA-08. A7 REMOVAL AND DISPOSAL OF GRAY DUCT INSULATION PAPER AS INDICATED ON ABATEMENT DRAWING  REMOVAL AND DISPOSAL OF GRAY DUCT INSULATION PAPER AS INDICATED ON ABATEMENT DRAWING  AA-01.  A8  REMOVAL AND DISPOSAL OF GRAY GASKET DEBRIS IN AREAS AS INDICATED ON ABATEMENT DRAWING  REMOVAL AND DISPOSAL OF GRAY GASKET DEBRIS IN AREAS AS INDICATED ON ABATEMENT DRAWING  AA-01. A9 REMOVAL AND DISPOSAL OF GRAY TRANSITE PANEL DEBRIS IN AREAS AS INDICATED ON ABATEMENT  REMOVAL AND DISPOSAL OF GRAY TRANSITE PANEL DEBRIS IN AREAS AS INDICATED ON ABATEMENT  DRAWINGS AA-01 AND AA-04.  A10 REMOVAL AND DISPOSAL OF WHITE/GRAY WINDOW CAULKING AS INDICATED ON ABATEMENT DRAWING  REMOVAL AND DISPOSAL OF WHITE/GRAY WINDOW CAULKING AS INDICATED ON ABATEMENT DRAWING  AA-08. A11 REMOVAL AND DISPOSAL OF BLACK CRADLE FLASHING IN AREAS AS INDICATED ON ABATEMENT DRAWING REMOVAL AND DISPOSAL OF BLACK CRADLE FLASHING IN AREAS AS INDICATED ON ABATEMENT DRAWING AA-02.  A12 REMOVAL AND DISPOSAL OF GREEN 9” x 9” FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON REMOVAL AND DISPOSAL OF GREEN 9” x 9” FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON x 9” FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON ABATEMENT DRAWINGS AA-03, AA-08 AND AA-09.   A13  REMOVAL AND DISPOSAL OF GRAY TRANSITE CORRUGATED ROOFING IN AREAS AS INDICATED ON   REMOVAL AND DISPOSAL OF GRAY TRANSITE CORRUGATED ROOFING IN AREAS AS INDICATED ON   ABATEMENT DRAWING AA-03.  A14 REMOVAL AND DISPOSAL OF BLACK ROLLED ROOFING IN AREAS AS INDICATED ON ABATEMENT DRAWINGS REMOVAL AND DISPOSAL OF BLACK ROLLED ROOFING IN AREAS AS INDICATED ON ABATEMENT DRAWINGS AA-03, AA-04 AND AA-09.  A15 REMOVAL AND DISPOSAL OF FLOOR DEBRIS, INCLUDING BUT NOT LIMITED TO GASKETS, FIRE BLANKETS, REMOVAL AND DISPOSAL OF FLOOR DEBRIS, INCLUDING BUT NOT LIMITED TO GASKETS, FIRE BLANKETS, ELECTRICAL PANELS, CONDUIT, ETC., IN AREAS AS INDICATED ON ABATEMENT DRAWING AA-04.  A16 REMOVAL AND DISPOSAL OF GRAY TRANSITE PANELS WALLS, FLOOR AND DEBRIS AND IN AREAS AS  REMOVAL AND DISPOSAL OF GRAY TRANSITE PANELS WALLS, FLOOR AND DEBRIS AND IN AREAS AS  INDICATED ON ABATEMENT DRAWINGS AA-04, AA-05, AA-06 AND AA-08.  A17 REMOVAL AND DISPOSAL OF BLACK/GRAY DELAMINATED GALBESTOS SIDING DEBRIS IS LOCATED   REMOVAL AND DISPOSAL OF BLACK/GRAY DELAMINATED GALBESTOS SIDING DEBRIS IS LOCATED   THROUGHOUT  ALL INTERIOR AND ADJACENT EXTERIOR STRUCTURES.  ALL INTERIOR AND ADJACENT EXTERIOR STRUCTURES.  A18 REMOVAL AND DISPOSAL OF GRAY SHEETING IN AREAS AS INDICATED ON ABATEMENT DRAWING AA-05.  REMOVAL AND DISPOSAL OF GRAY SHEETING IN AREAS AS INDICATED ON ABATEMENT DRAWING AA-05.  A19 REMOVAL AND DISPOSAL OF GRAY DOOR CAULKING IN AREAS AS INDICATED ON ABATEMENT DRAWING  REMOVAL AND DISPOSAL OF GRAY DOOR CAULKING IN AREAS AS INDICATED ON ABATEMENT DRAWING  AA-04, AA-05, AA-06, AA-07 AND AA-09. A20 REMOVAL AND DISPOSAL OF GRAY DUCT INSULATION IN AREAS AS INDICATED ON ABATEMENT DRAWING REMOVAL AND DISPOSAL OF GRAY DUCT INSULATION IN AREAS AS INDICATED ON ABATEMENT DRAWING AA-05.  A21 REMOVAL AND DISPOSAL OF GRAY TRANSITE BOARD DEBRIS IN AREAS AS INDICATED ON ABATEMENT  REMOVAL AND DISPOSAL OF GRAY TRANSITE BOARD DEBRIS IN AREAS AS INDICATED ON ABATEMENT  DRAWING AA-05.  A22 REMOVAL AND DISPOSAL OF WHITE/GRAY CLOTH PIPE INSULATION IN AREAS AS INDICATED ON   ABATEMENT DRAWINGS AA-07 AND AA-09.  A23 REMOVAL AND DISPOSAL OF TAN & BROWN 9"x9" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON ABATEMENT DRAWINGS AA-06 AA-09. A24 REMOVAL AND DISPOSAL OF WHITE & GREEN 9"x9" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON ABATEMENT DRAWINGS AA-06 AND AA-07.  A25 REMOVAL AND DISPOSAL OF GREEN LINOLEUM FLOORING IN AREAS AS INDICATED ON     ABATEMENT DRAWING AA-06. A26 REMOVAL AND DISPOSAL OF MISCELLANEOUS PARTS AND SUPPLIES (ACM) DEBRIS IN AREAS AS INDICATED ON ABATEMENT DRAWINGS AA-06 AND AA-08. A27 REMOVAL AND DISPOSAL OF RED 9"x9" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON   ABATEMENT DRAWING AA-06. A28 REMOVAL AND DISPOSAL OF BROWN & GREEN FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON  ABATEMENT DRAWINGS. A29 REMOVAL AND DISPOSAL OF GRAY MESH CANVAS IN AREAS AS INDICATED ON ABATEMENT DRAWING  AA-07. A30 REMOVAL AND DISPOSAL OF TAN & GRAY FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON   ABATEMENT DRAWING AA-07. A31 REMOVAL AND DISPOSAL OF BROWN 12" x 12" FLOOR TILE IN AREAS AS INDICATED ON ABATEMENT  REMOVAL AND DISPOSAL OF BROWN 12" x 12" FLOOR TILE IN AREAS AS INDICATED ON ABATEMENT  x 12" FLOOR TILE IN AREAS AS INDICATED ON ABATEMENT  FLOOR TILE IN AREAS AS INDICATED ON ABATEMENT  DRAWING AA-06.  A32 REMOVAL AND DISPOSAL OF TAN 12"x12" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON   ABATEMENT DRAWING AA-07.   A33 REMOVAL AND DISPOSAL OF MAG PIPE INSULATION, FITTINGS, DUST AND DEBRIS (3, 5, 8 & 14" DIA.) REMOVAL AND DISPOSAL OF MAG PIPE INSULATION, FITTINGS, DUST AND DEBRIS (3, 5, 8 & 14" DIA.) AS INDICATED ON ABATEMENT DRAWING AA-08. A34 REMOVAL AND DISPOSAL OF WHITE 9"x9" FLOOR TILE AND YELLOW MASTIC IN AREAS AS INDICATED ON ABATEMENT DRAWING AA-06. A35 REMOVAL AND DISPOSAL OF WHITE TILE BOARDS AND DEBRIS AS INDICATED ON ABATEMENT DRAWING  REMOVAL AND DISPOSAL OF WHITE TILE BOARDS AND DEBRIS AS INDICATED ON ABATEMENT DRAWING  AA-08. A36 REMOVAL AND DISPOSAL OF GRAY/GREEN 9"x9" FLOOR TILE AND MASTIC (1st & 2nd FLOOR) AS  REMOVAL AND DISPOSAL OF GRAY/GREEN 9"x9" FLOOR TILE AND MASTIC (1st & 2nd FLOOR) AS  INDICATED ON ABATEMENT DRAWING  AA-09. AA-09. A37 REMOVAL AND DISPOSAL BLACK/GREEN 9"x9" FLOOR TILE AND MASTIC AS INDICATED ON ABATEMENT  REMOVAL AND DISPOSAL BLACK/GREEN 9"x9" FLOOR TILE AND MASTIC AS INDICATED ON ABATEMENT  DRAWING AA-09. A38 REMOVAL AND DISPOSAL OF GRANULATED INSULATION (VERMICULITE) AS INDICATED ON ABATEMENT  REMOVAL AND DISPOSAL OF GRANULATED INSULATION (VERMICULITE) AS INDICATED ON ABATEMENT  DRAWING AA-09. A39 REMOVAL AND DISPOSAL OF DRY WALL JOINT COMPOUND AS INDICATED ON ABATEMENT    REMOVAL AND DISPOSAL OF DRY WALL JOINT COMPOUND AS INDICATED ON ABATEMENT    DRAWING AA-09. A40 REMOVAL AND DISPOSAL OF GRAY ROLL ROOFING AS INDICATED ON ABATEMENT DRAWING AA-09 (NOT REMOVAL AND DISPOSAL OF GRAY ROLL ROOFING AS INDICATED ON ABATEMENT DRAWING AA-09 (NOT SHOWN). A41 REMOVAL AND DISPOSAL OF GRAY 12"x12" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON   REMOVAL AND DISPOSAL OF GRAY 12"x12" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON   ABATEMENT DRAWING AA-07.  A42 REMOVAL AND DISPOSAL OF BROWN 12"x12" FLOOR TILE AND MASTIC IN AREAS AS INDICATED ON  ABATEMENT DRAWING AA-07.
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SPECIALTY STEEL, OU3

ON-SITE STRUCTURES

SITE NO. 401003
CONTRACT NO. D011482
TOWN OF COLONIE,
ALBANY COUNTY, NEW YORK

GENERAL NOTES AND
GENERAL SEQUENCE OF

WORK
AS SHOWN

GENERAL:

1. THE CONTRACTOR SHALL PROVIDE ALL MATERIALS, LABOR, EQUIPMENT AND INCIDENTALS REQUIRED TO COMPLETE THE WORK DEFINED IN THE
CONTRACT DOCUMENTS.

2. WORK INCLUDED IN THIS CONTRACT SHALL BE PERFORMED IN COMPLIANCE WITH APPLICABLE FEDERAL, STATE, AND LOCAL STATUTES, REGULATIONS,
CODES, AND POLICIES.  COMPLIANCE ASSURANCE SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

3. WORK INCLUDED IN THIS CONTRACT SHALL BE COORDINATED WITH THE DEPARTMENT OR THEIR APPOINTED REPRESENTATIVE.

4. THE CONTRACTOR SHALL PROTECT, MAINTAIN, AND RELOCATE (IF REQUIRED) LIGHTING AND POWER CONDUITS, PIPES, WIRES,
SIGNAL/COMMUNICATION CABLES, AND EQUIPMENT ENCOUNTERED DURING THIS PROJECT.

5. STRUCTURES AND SITE FEATURE LOCATIONS SHOWN ON THE DRAWINGS ARE APPROXIMATE. THE CONTRACTOR SHALL FIELD-VERIFY ALL
DIMENSIONS AND CONDITIONS BEFORE COMMENCING WORK, SEE SPECIFICATIONS 01 71 23A AND 02 21 13. QUANTITIES, EXISTING DIMENSION AND
ELEVATION INFORMATION PRESENTED ON THESE DRAWINGS SHALL BE VERIFIED BY THE CONTRACTOR BY ACTUAL FIELD MEASUREMENTS AND
SURVEY. IT IS THE CONTRACTOR'S RESPONSIBILITY TO REPORT ANY DISCREPANCIES TO THE ENGINEER IN A TIMELY MANNER. FAILURE TO IDENTIFY
DISCREPANCIES IN ADVANCE OF WORK OR VERIFY DIMENSIONS SHALL NOT BE CAUSE FOR ADDITIONAL COSTS OR EXTENSION OF TIME. THE
CONTRACTOR SHALL ALSO VERIFY THAT CONSTRUCTION EQUIPMENT CAN BE TRANSPORTED TO AND OPERATED IN THE WORK AREA.

6. CONTRACTOR SHALL SAMPLE AND CHARACTERIZE EXCAVATED MATERIALS FROM MACHINE PITS/VAULTS TO DETERMINE POTENTIAL RE-USE ON SITE
AS BACKFILL, RECYCLING, OR AS DIRECTED BY THE ENGINEER, SEE SPECIFICATIONS 02 24 23 AND 01 74 19.

7. NO WORK SHALL BE PERFORMED UNTIL THE SUBMITTAL/SHOP DRAWING(S) FOR THAT WORK ELEMENT HAS BEEN REVIEWED AND APPROVED.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING AND PROTECTING PEDESTRIAN AND VEHICULAR TRAFFIC IN THE VICINITY OF THE WORK.

9. THE CONTRACTOR SHALL PROTECT AND MAINTAIN ALL STRUCTURES AND ITEMS THAT ARE TO REMAIN.

10. THE CONTRACTOR SHALL BID QUANTITY ESTIMATES PROVIDED.

PERMITS

1. THE CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS PRIOR TO MOBILIZATION.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING ALL REQUIRED PERMITS FOR THE DURATION OF THE PROJECT.

3. ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH ALL APPLICABLE LOCAL, NEW YORK STATE, AND FEDERAL PERMITS AND
REGULATIONS.

4. ALL FEES FOR PERMITS ASSOCIATED WITH THE WORK SHALL BE PAID FOR BY THE CONTRACTOR.

5. THE FOLLOWING PERMITS AT A MINIMUM ARE REQUIRED:
5.1. SPDES DISCHARGE - NYSDEC
5.2. BUILDING DEMOLITION - TOWN OF COLONIE, NEW YORK
5.3. HYDRANT - TOWN OF COLONIE, NEW YORK
5.4. ASBESTOS VARIANCE - NEW YORK STATE DEPARTMENT OF LABOR
5.5. SEWER MODIFICATION PERMIT FOR SEWER DISCONNECTION - TOWN OF COLONIE, NEW YORK

SITE SECURITY:

1. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SECURITY AND PROTECTION OF THEIR MATERIALS AND EQUIPMENT AND THAT OF THEIR
SUBCONTRACTORS, SEE SPECIFICATION 01 57 33.

2. THE CONTRACTOR SHALL PROVIDE 24 HOUR SECURITY, INCLUDING NIGHTS, WEEKENDS, HOLIDAYS AND WINTER SHUT DOWN PERIODS.

3. CONTRACTOR SHALL MAKE OBSERVATIONS OF EXISTING SITE PERIMETER FENCING AND GATES. CONTRACTOR SHALL MAKE REPAIRS, WHERE
NECESSARY OR AS DIRECTED BY THE ENGINEER, TO PROVIDE A SECURE SITE ALLOWING NO UNAUTHORIZED ENTRY AND TO ESTABLISH AND
MAINTAIN A COMPETENT AND CONTINUOUS BARRIER.

4. WORK AREAS SHALL BE COMPLETELY ENCLOSED WITH TEMPORARY CHAIN LINK FENCING AND SECURED AT ALL TIMES.

5. CONTRACTOR SHALL PROVIDE AND INSTALL NEW MATCHING WEATHER RESISTANT LOCKS FOR ALL GATES. KEYS SHALL BE PROVIDED TO THE
DEPARTMENT AND ENGINEER.

SEDIMENT AND EROSION CONTROL:

1. CONTRACTOR SHALL PROVIDE ALL EROSION AND SEDIMENTATION CONTROLS, DIVERSION WEIRS, AND OTHER MEASURES AS NECESSARY TO
CONTROL EROSION AND OFFSITE MIGRATION OF SILT AND SEDIMENT. THE CONTRACTOR SHALL INSPECT, REPAIR AND REPLACE EROSION AND
SEDIMENTATION CONTROLS AS NECESSARY THROUGHOUT THE CONTRACT, SEE SPECIFICATION 01 57 13.

2. CONTRACTOR SHALL PROVIDE CONTROLS TO MANAGE RUNOFF FROM COMPLETED AREAS AND DIVERT RUN-ON AWAY FROM ACTIVE WORK AREAS.
THE CONTRACTOR SHALL INSPECT AFTER STORM EVENTS AND PROVIDE WRITTEN REPORT TO ENGINEER, SEE SPECIFICATION 01 57 23.

3. CONTRACTOR SHALL DEVELOP AND SUBMIT A STORM WATER POLLUTION PREVENTION PLAN (SWPPP) IN ACCORDANCE WITH NYSDEC GP-0-20-001.

UTILITIES (ELECTRICAL / COMMUNICATIONS / STORM / SANITARY / PROCESS):

1. EXISTING UTILITY LOCATIONS SHOWN ON THE DRAWINGS ARE APPROXIMATE. CONTRACTOR SHALL IDENTIFY, LOCATE AND VERIFY ALL UTILITY
LOCATIONS AND ELEVATIONS PRIOR TO THE START OF WORK, SEE SPECIFICATION 01 51 05 AND  33 00 00.

2. THE CONTRACTOR SHALL CALL 811 PRIOR TO WORK. THE CONTRACTOR SHALL APPLY APPROPRIATE DUE DILIGENCE IN CLEARING AND WORKING
AROUND UTILITIES. THE CONTRACTOR SHALL HAND EXCAVATE OR USE AN AIR KNIFE AND VACUUM UNIT TO REMOVE SOIL TO A MINIMUM DEPTH OF
FIVE (5') FEET WHEN WORKING NEAR UTILITIES TO DETERMINE THEIR EXACT LOCATIONS.

3. THE CONTRACTOR SHALL VERIFY STATUS OF ALL EXISTING OVERHEAD AND SUBSURFACE UTILITIES.

4. THE CONTRACTOR SHALL PERFORM LOCKOUT-TAGOUT FOR ALL ELECTRICAL AND NATURAL GAS UTILITIES THAT ARE KNOWN OR SUSPECTED TO BE
CHARGED IN CONSULTATION WITH UTILITY OWNER.

5. THE CONTRACTOR SHALL LOCATE EXISTING UTILITIES PRIOR TO CONSTRUCTION, INCLUDING TEST PITTING IF NECESSARY. ANY ENCOUNTERED
UTILITIES NOT IDENTIFIED ON THE CONTRACT DRAWINGS, SHALL BE REPORTED TO THE ENGINEER IMMEDIATELY.

6. THE CONTRACTOR SHALL PROTECT ALL UTILITIES. WORK PERFORMED DURING THIS PROJECT SHALL NOT DISTURB EXISTING OVERHEAD OR
UNDERGROUND UTILITIES OR MANHOLES IN THE WORK AREA OR ADJACENT STREETS/PARCELS WITHOUT PRIOR NOTIFICATION TO AND APPROVAL
OF THE UTILITY CONCERNED. ALL DAMAGE TO EXISTING UTILITIES WILL BE REPAIRED TO THE SATISFACTION OF THE UTILITY OWNER AT THE
CONTRACTOR'S EXPENSE.

7. COORDINATE WORK WITH THE APPROPRIATE UTILITY COMPANIES AND LOCAL MUNICIPALITIES FOR THE TEMPORARY SUPPORT, REMOVAL,
RELOCATION AND REPLACEMENT OF ANY UTILITY POLES, GUY WIRES, OVERHEAD WIRES, AND/OR UNDERGROUND UTILITIES THAT FALL WITHIN THE
LIMITS OF THE WORK THAT COULD OTHERWISE INTERFERE WITH REMEDIAL AND CONSTRUCTION TASKS. SPECIFIC ATTENTION MUST BE GIVEN TO
TEMPORARY SUPPORT OR RELOCATION OF EXISTING UTILITY POLES BY THE CONTRACTOR TO ALLOW FOR EXCAVATION AND RESTORATION.

8. PROMPTLY NOTIFY THE ENGINEER AS WELL AS THE UTILITY OWNER IF UNMAPPED OR UNKNOWN UTILITIES ARE FOUND ON-SITE AND RECORD
THEIR LOCATIONS ON THE AS-BUILT DRAWINGS.

9. RELOCATE UTILITIES WITHIN THE WORK AREA ONLY AS APPROVED BY THE UTILITY OWNER.

10. THE CONTRACTOR SHALL NOT DISTURB STORM SEWERS WITHOUT APPROVAL OF THE ENGINEER.

11. THE CONTRACTOR SHALL PROTECT EXISTING MONITORING WELLS AND ASSOCIATED BOLLARDS WITHIN THE LIMITS OF WORK.

LIMITS OF WORK AND DISTURBANCE:

1. WORK SHALL BE CONFINED TO THE LIMITS OF WORK INDICATED ON THE CONTRACT DRAWINGS.

2. CONTRACTOR SHALL PROVIDE PROTECTION OF IDENTIFIED OR DISCOVERED MONITORING WELLS ONSITE AND OFFSITE AND ACTIVE
HYDRANTS,MANHOLES, CATCH BASINS, AND SHUTOFF VALVES IN THE PUBLIC RIGHT OF WAY, SEE SPECIFICATION 33 00 00.

MATERIALS HANDLING:

1. ALL CONTAMINATED SOIL AND MATERIALS PLACED IN SOIL STOCKPILE AREAS MUST BE COVERED AND SECURED AT THE END OF EACH DAY TO
PROTECT AGAINST RAINFALL RUN-ON, WIND AND/OR RAIN EROSION, SEE SPECIFICATION 01 57 13.

2. ALL EQUIPMENT INSIDE AND OUTSIDE THE BUILDINGS SHALL BE PROPERLY RECYCLED, RECLAIMED OR DISPOSED. THE CONTRACTOR SHALL
VERIFY AND UNDERSTAND THE DECONTAMINATION AND DISPOSAL REQUIREMENTS FOR EQUIPMENT AND MATERIALS.

STAGING:

1. GENERAL LOCATIONS FOR PROJECT STAGING AREAS ARE SHOWN ON THE CONTRACT DRAWINGS. THE CONTRACTOR SHALL LOCATE EQUIPMENT,
TRAILERS DECONTAMINATION PADS, STOCKPILE PADS, WATER STORAGE TANKS, ETC. WITHIN THE STAGING AREAS AS APPROVED BY THE
ENGINEER.

2. WHEN MATERIAL HANDLING/PROJECT STAGING IS DONE IN A “CLEAN” OR “PREVIOUSLY REMEDIATED” AREA, THE CONTRACTOR SHALL SAMPLE AND
ANALYZE SOILS UNDER STAGING FACILITY BEFORE INSTALLATION AND AFTER REMOVAL, AT THE RATE STATED IN THE PROJECT SPECIFICATIONS.
THE CONTRACTOR SHALL PLACE A 6 - MIL (MIN.) POLYETHYLENE SHEETING UNDER ALL STAGING AREAS. THE CONTRACTOR SHALL COVER ALL
STAGED MATERIALS WITH POLYETHYLENE SHEETING.

3. IF THE CONTRACTOR RECONTAMINATES A PREVIOUSLY REMEDIATED AREA, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS TO
REMEDIATE THE AREA. NO EXTENSION OF TIME WILL BE GRANTED FOR REMEDIATING A CONTAMINATED AREA THAT HAD PREVIOUSLY BEEN
REMEDIATED.

CLEARING:

1. CLEARING SHALL BE PERFORMED, AS REQUIRED OR DIRECTED.

2. THE CONTRACTOR SHALL CUT ALL TREES AND BRUSH AT GRADE. AVOID CONTACT AND INTERMIXING WITH CONTAMINATED SOIL. CHIP CUT TREES
AND BRUSH, STOCKPILE WOOD CHIPS ON SITE AT A NON-CONTAMINATED LOCATION, FOR LATER REUSE AND/OR OFF-SITE DISPOSAL AS DIRECTED
BY THE ENGINEER.

3. THE CONTRACTOR SHALL PROTECT WOOD CHIPS OBTAINED DURING INITIAL CLEARING FOR REUSE IN SITE RESTORATION. TREES AND STUMPS
THAT ARE TOO BIG TO CHIP SHALL BE DISPOSED OF OFF-SITE.

4. THE CONTRACTOR SHALL NOT DISTURB SOIL WHICH WILL RESULT IN FUGITIVE DUST EMISSION EXCEEDING CAMP THRESHOLDS.

DEMOLITION NOTES:

1. DUE TO THE NATURE OF A DEMOLITION PROJECT, ACTUAL FIELD CONDITIONS MAY REQUIRE MODIFICATIONS TO THE PLANS AND DETAILS SHOWN.
THE CONTRACTOR SHALL PERFORM THEIR WORK IN ACCORDANCE WITH THE FIELD CONDITIONS, IN CONSULTATION WITH THE ENGINEER.

2. THE CONTRACTOR SHALL MAKE THEMSELVES AWARE OF SITE CONDITIONS AND VERIFY, IN THE FIELD, ALL DIMENSIONS AND MATERIALS REQUIRED
FOR THE SUBMISSION OF THE BID PROPOSAL AND THE REQUIRED DETAILED WORK PLAN.

3. TYPES AND QUANTITIES OF EXISTING MATERIALS FOR DEMOLITION AND DISPOSAL PROVIDED IN THESE DRAWING ARE TO BE CONSIDERED
APPROXIMATE. THE CONTRACTOR SHALL EVALUATE EACH STRUCTURE AND DISPOSE OF ALL MATERIALS REQUIRED IN ACCORDANCE WITH
PROJECT SPECIFICATION 01 74 19.

4. PRIOR TO ANY DEMOLITION WORK, THE CONTRACTOR SHALL OBTAIN A DEMOLITION PERMIT AND MEET ANY LOCAL REQUIREMENTS AND/OR
ORDINANCES ASSOCIATED WITH BUILDING DEMOLITION IN THE TOWN OF COLONIE, ALBANY COUNTY, NEW YORK, SEE SPECIFICATION 02 41 00.

5. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES TO ENSURE THAT SERVICES TO THE SITE HAVE
BEEN TERMINATED AND DISCONNECTED AS NECESSARY.

6. CONTRACTOR SHALL EXERCISE CARE THROUGHOUT DEMOLITION WORK TO MAINTAIN INTEGRITY OF ATTACHED BUILDINGS WHICH ARE NOT TO BE
DEMOLISHED.

7. THROUGHOUT THE WORK, CONTRACTOR SHALL EXERCISE CARE TO NOT DISTURB OR DAMAGE ANY EXISTING ITEMS (INCLUDING BUT NOT LIMITED
TO: UTILITIES, STRUCTURES, FENCES, SIGNS, VEGETATION) THAT ARE TO REMAIN. ANY DAMAGE TO THESE ITEMS SHALL BE REPAIRED BY
CONTRACTOR, TO THE SATISFACTION OF THE ENGINEER, AT NO ADDITIONAL EXPENSE TO THE DEPARTMENT.

8. LOCATION, SPACING AND SIZES OF STRUCTURAL MEMBERS SHOWN ARE SHOWN APPROXIMATELY. THE CONTRACTOR SHALL FIELD VERIFY THE
INTEGRITY OF THE STRUCTURAL MEMBERS PRIOR TO COMMENCING WORK. ALL STRUCTURAL STEEL SHALL BE DECONTAMINATED PRIOR TO
OFFSITE SALVAGE/DISPOSAL, SEE SPECIFICATIONS 02 83 03, 02 83 04, AND 02 61 13.

9. ALL DIMENSIONS SHOWN FOR STRUCTURAL MEMBERS ARE TO BE CONSIDERED APPROXIMATE. CONTRACTOR SHALL FIELD-VERIFY ALL
MEASUREMENTS, AS REQUIRED, FOR THEIR DEMOLITION/DISMANTLING DESIGN PURPOSES.

10. THE CONTRACTOR SHALL PERFORM DEMOLITION IN A SYSTEMATIC MANNER, BEGINNING AT THE TOP OF THE STRUCTURE AND PROCEEDING TO
THE BASE OF THE STRUCTURE, UNLESS OTHERWISE NOTED. THE CONTRACTOR SHALL COMPLETE DEMOLITION ABOVE EACH FLOOR LEVEL BEFORE
DISTURBING SUPPORTING MEMBERS ON LOWER LEVELS.

TRAFFIC CONTROL AND ROADWAY MAINTENANCE:

1. CONTRACTOR SHALL PROVIDE APPROPRIATE SIGNAGE FOR THE CONTRACTOR'S ENTRANCE(S) TO THE SITE. PROVIDE WARNING SIGNS AT EACH
ENTRANCE FOR AUTHORIZED CONSTRUCTION/REMEDIATION PERSONNEL ONLY. LOCATION OF SIGNS TO BE DETERMINED AND INSTALLED PER THE
CONTRACTOR'S APPROVED WORK PLAN AND TRAFFIC CONTROL PLAN, SEE SPECIFICATION 01 55 26.

2. DURING ANY WORK AT OR NEAR LOCAL ROADWAYS THE CONTRACTOR SHALL MAINTAIN TWO-WAY TRAFFIC AT ALL TIMES. IF TWO-WAY TRAFFIC IS
NOT MAINTAINED, THEN A FLAG PERSON SHALL DIRECT TRAFFIC UNTIL TWO-WAY TRAFFIC IS RESTORED.

3. CONTRACTOR SHALL PROVIDE SIGNAGE, TRAFFIC CONES, JERSEY BARRIERS, AND OTHER TRAFFIC CONTROL DEVICES AND SAFETY FEATURES
WHENEVER REMEDIATION WORK IS BEING PERFORMED WITHIN THE PUBLIC RIGHT-OF-WAY. ALL TRAFFIC CONTROL DEVICES SHALL CONFORM TO
THE FHWA'S “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES,” LATEST EDITION, NYSDOTSS 619 MAINTENANCE AND PROTECTION OF TRAFFIC
AND ALL APPLICABLE TOWN, COUNTY AND STATE PERMIT REQUIREMENTS.

4. ALL SITE ENTRANCES SHALL BE CONTINUALLY MAINTAINED IN A CONDITION WHICH PREVENTS TRACKING OF DUST AND DIRT FROM THE SITE ONTO
THE PUBLIC RIGHTS-OF-WAY. ALL DUST AND DIRT SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED
IMMEDIATELY AT THE CONTRACTORS EXPENSE, SEE SPECIFICATIONS 01 57 26 AND 01 74 19.

5. CONTRACTOR SHALL PERFORM A VIDEO SURVEY (CENTER LINE AND RIGHT AND LEFT SHOULDERS) OF SPRING STREET ROAD AND LINCOLN
AVENUE PRIOR TO THE START OF CONSTRUCTION TO DOCUMENT EXISTING CONDITIONS AND AT SUBSTANTIAL COMPLETION OF THE PROJECT.
CONTRACTOR SHALL SUBMIT VIDEO SURVEYS TO THE ENGINEER PRIOR TO INITIATION OF FIELD ACTIVITIES. THE ENGINEER MUST BE PRESENT FOR
ALL INSPECTIONS, SEE SPECIFICATION 01 32 33.

6. CONTRACTOR SHALL PERFORM WET OR DRY STREET SWEEPING (AS NECESSARY) TO REMOVE DIRT AND/OR DUST TRACKED ONTO PUBLIC
RIGHTS-OF-WAY TO THE SATISFACTION OF THE ENGINEER.

7. CLEAN WATER OR OTHER DUST SUPPRESSANT SHALL BE APPLIED FOR THE SUPPRESSION OF DUST TO ALL ENTRANCES, ACCESS ROADS AND
TEMPORARY HAUL ROADS.

RESTORATION:

1. ALL DISTURBED AREAS SHALL BE RESTORED TO A CONDITION EQUAL TO OR BETTER THAN THAT EXISTING PRIOR TO CONSTRUCTION.

2. EXISTING FLOOR SLABS THAT ARE TO REMAIN, INCLUDING CONTRACTOR LAYDOWN, STOCKPILE AND WATER TREATMENT AREA,  SHALL BE
CLEANED OF ALL CONTAMINANTS IN ACCORDANCE WITH SPECIFICATION 32 30 00.

3. THE CONTRACTOR SHALL SEAL ALL EXISTING FLOOR OPENINGS OR PENETRATIONS IN ACCORDANCE WITH DETAIL 10 ON DRAWING D-02 AND
SPECIFICATION 03 34 00.

GENERAL NOTES

G-03

GENERAL SEQUENCE OF WORK

1. PRE-CONSTRUCTION MEETING

2. SUBMITTAL PHASE AND ACCEPTANCE

3. PERMITTING

4. MOBILIZATION

5. ESTABLISH SITE CONTROLS AND WORK LIMITS:

5.1. SEDIMENT & EROSION

5.2. SECURITY

5.3. MONITORING

5.4. SURVEY

5.5. DECONTAMINATION

6. SITE PREPARATION:

6.1. CONTRACTOR LAYDOWN, STOCKPILE & WATER TREATMENT AREAS

6.2. ACCESS ROADS

6.3. CLEARING

6.4. ESTABLISH POWER SUPPLY, AS NECESSARY

6.5. EXISTING UTILITY TERMINATION

6.6. WORK AREA ISOLATION

6.7. PROVIDE ON-SITE SCALE

7. INITIATE RADIOLOGICAL SURVEY WORK AREAS

8. ACM REMOVAL:

8.1. FRIABLE

8.2. NON-FRIABLE

9. DUST REMOVAL

10. LOOSE PAINT REMOVAL

11. REMOVAL OF INDUSTRIAL PROCESSING EQUIPMENT:

11.1. ANNEALING OVENS REFRACTORY BRICK

12. REMOVAL OF STRUCTURAL SERVICE ITEMS:

12.1. ABOVEGROUND STORAGE TANKS

12.2. UNDERGROUND STORAGE TANKS

12.3. MERCURY CONTAINING SWITCHES

12.4. PCB CONTAINING LIGHT BALLASTS

13. REMOVE DEBRIS:

13.1. WASTE DEBRIS PILES

13.2. BLOCK INSULATION (CERAMIC)

13.3. MISCELLANEOUS DEBRIS WITHIN STRUCTURE

14. PREPARE PITS AND VAULTS FOR CLOSURE AND CAPPING:

14.1. DEWATER AND TREAT

14.2. REMOVE SLUDGE

14.3. SUBSURFACE DOCUMENTATION OF PIPING

14.4. PLUG PIPING

14.5. PERFORATE PIT / VAULT FLOOR

14.6. BACKFILL

15. REMOVE PCB CONTAINING WINDOW GLAZING

16. REMOVE GROUND LEVEL MACHINERY:

16.1. GANTRY CRANES

16.2. MOTORS

16.3. PUMPS AND INDUSTRIAL PIPING

17. REMOVE INTERIOR BUILDING MATERIALS:

17.1. INTERIOR WALLS, CEILINGS, DOORS, PLUMBING

17.2. BUILDING / ROOM CONTENTS
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EXISTING SITE
UTILITY PLAN
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0 100' 200'

N

BUILDING # BUILDING NAME BUILDING # BUILDING NAME

1 FORMER EAF BAGHOUSE 21 VACUUM ARC
REMELTING ANNEX

2 FORMER MELT SHOP 22 VACUUM ARC REMELTING

3 FORMER CASTER 23 CONSUTRODE

4 LABORATORY 24 DISPENSARY/CHEM LAB

5 ELECTRICAL 25 SHED

6 ELECTRICAL 26 ACID STORAGE

7 HYDROMATION PLANT 27 GRINDING

8 PUMP HOUSE 28 FORGE PRESS

9 ROLLING MILLS 29 OFFICE

10 BILLET GRINDING 30 STORAGE

11 ROLL TURNING 31 TECH SERVICES

12 BAR FINISHING 32 TRANSPORTATION

13 FORMER WATER SYSTEMS 33 HOUSE-SOUTH

14 BAR TURNING 34 ACID NEUTRALIZING

15 FORMER QUONSET 35 MECHANICAL

16 FORMER SUBSTATION #2 36 PICKLE HOUSE

17 ANNEALING 37 EXTRUSION

18 PUMP HOUSE 38 WATER TREATMENT

19 GAS METER G GUARD SHACK

20 ADMINISTRATION

7

LEGEND
FORMER SUBSTATION
TRANSFORMER/CAPACITOR
AREA LOCATION

FORMER FUEL OIL DISTRIBUTION
SYSTEM

FUEL OIL ICM INTERCEPTOR TRENCH

T2

SANITARY SEWER MANHOLES

TRANSMISSION TOWER

ST STORM SEWER

W WATER LINE

D STORM SEWER MANHOLE

CATCH BASIN

SAN SANITARY SEWER

NOTES:

1. SEE SHEET G-01 FOR TYPICAL LEGEND.

2. SEE SHEET G-04 FOR EXISTING SITE CONDITIONS INFORMATION.

3. SEE SHEET G-05 FOR SITE TOPOGRAPHY INFORMATION.

4. SEE SHEET G-07 FOR SITE OVERVIEW DEMOLITION INFORMATION.

5. SEE SHEET G-09 FOR SITE KEY MAP.

6. UTILITY INFORMATION SHOWN ALIGNED ONTO CURRENT SURVEY BASE MAPPING FROM
VARIOUS SOURCES AND SHALL BE CONSIDERED APPROXIMATE.

7. CONTRACTOR SHALL CUT AND CAP SANITARY SEWER LINE NEAR PROPERTY LINE TO
ABANDON SANITARY SEWER IN RIGHT-OF-WAY AS SHOWN ON DRAWING G-06. ABANDONMENT
SHALL IN ACCORDANCE WITH TOWN OF COLONIE SANITARY SEWER TERMINATION STANDARDS
AND / OR AS DIRECTED BY THE ENGINEER.

8. THE CONTRACTOR SHALL BACKFILL ALL ONSITE SANITARY SEWER MANHOLES AND SANITARY
SEWER PIPING, WITH EXCEPTION TO EXISTING BUILDING 37 SERVICE CONNECTION, WITH
CONTROLLED LOW STRENGTH MATERIAL AND / OR AS DIRECTED BY THE ENGINEER. MANHOLE
FRAMES AND COVERS SHALL BE REMOVED AND RECYCLED. SEE G-08 FOR ADDITIONAL
INFORMATION.

SEE NOTE 7

FORMER SEPTIC TANK

BUILDING 37 SANITARY
SEWER SERVICE TO REMAIN

(SEE NOTE 8)
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NOTES:

1. SEE SHEET G-01 FOR TYPICAL LEGEND.

2. SEE SHEET G-04 FOR EXISTING SITE CONDITIONS INFORMATION.

3. SEE SHEET G-05 FOR SITE TOPOGRAPHY INFORMATION.

4. SEE SHEET G-06 FOR SITE UTILITY INFORMATION.

5. SEE SHEET G-09 FOR SITE KEY MAP.

6. ALL EXISTING SITE FEATURES NOT LISTED TO BE DEMOLISHED, INCLUDED BUT NOT LIMITED TO
MONITORING WELLS, STORM SEWER STRUCTURES, AND FENCES ARE TO BE PROTECTED.

7. CONTRACTOR SHALL CONSTRUCT AND MAINTAIN ACCESS TO BUILDING 37 IN THE LOCATION SHOWN
OR PROVIDE FOR ALTERNATE ACCESS, AS APPROVED BY THE ENGINEER. EXISTING BUILDING 37
FLOOR SLAB SHALL NOT BE ALTERED.

LEGEND:
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FORMER SUBSTATION TRANSFORMER/CAPACITOR AREA LOCATION

FORMER FUEL OIL DISTRIBUTION SYSTEM

SANITARY SEWER MANHOLE
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ONSITE ELECTRICAL POLES:

a. DISCONNECT AND REMOVE LIGHTS FOR SALVAGE OR PROPER DISPOSAL.

b. DISCONNECT AND SALVAGE OR DISPOSE OF GUY WIRES.

c. EXCAVATE WOOD ELECTRICAL SERVICE POLES TO ONE-FOOT BELOW GRADE, CUT, REMOVE, AND DISPOSE OFFSITE.

d. BACKFILL WITH ACCEPTED SITE-GENERATED MATERIALS OR APPROVED IMPORTED BACKFILL, THEN GRADE, COMPACT,
TOPSOIL, AND SEED THE AREAS ACCORDING TO THE PROPOSED FINAL SITE GRADING PLAN, SEE SPECIFICATION 31 23 23.

SANITARY SEWERS, MANHOLES, FRAMES AND COVERS:

a. EVACUATE RESIDUAL WATER IN MANHOLES AND TREAT AND DISCHARGE THROUGH THE TEMPORARY GROUNDWATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05.

b. SURFACE FRAMES AND COVERS SHALL BE REMOVED FOR DECONTAMINATION, SALVAGE, AND/OR DISPOSAL.

c. DOCUMENT SUBSURFACE PIPING, SEE SPECIFICATION 01 78 39.

d. ALL SUBSURFACE SANITARY PIPING AND DISCHARGES SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL
(FLOWABLE FILL) PER SPECIFICATION SECTION 03 34 00.

e. REMOVE AND RECYCLE MANHOLE FRAMES AND COVERS. BACKFILL MANHOLES WITH CONTROLLED LOW STRENGTH
MATERIAL  (FLOWABLE FILL) PER SPECIFICATION SECTION 03 34 00. GRADE AND COMPACT SOIL ACCORDING TO THE
PROPOSED FINAL SITE GRADING PLAN.

f. SANITARY SEWERS TO REMAIN SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS) AND RECORDED ON
THE AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

BOLLARDS, CONCRETE RETAINING WALLS:

a. BOLLARDS SHALL BE REMOVED FOR SALVAGE, RECYCLING, AND/OR DISPOSAL..

b. EXCAVATE THE BOLLARDS AND TANK SUPPORTS TO EXPOSE THE FOOTINGS OR FOUNDATIONS.

c. COMPLETELY REMOVE FOOTINGS AND FOUNDATIONS OF CONCRETE TANK SUPPORTS.

d. DOCUMENT THE REMOVAL LOCATIONS ON THE AS-BUILT DRAWINGS.

e. BACKFILL WITH ACCEPTED SITE GENERATED MATERIALS OR APPROVED IMPORTED BACKFILL, THEN GRADE, COMPACT,
TOPSOIL, AND SEED THE AREAS ACCORDING TO THE PROPOSED FINAL SITE GRADING PLAN, SEE SPECIFICATION 31 23 23.

MISCELLANEOUS WASTE DEBRIS PILES:

a. SAMPLE, CHARACTERIZE, AND CLASSIFY DEBRIS MATERIALS FOR WASTE DISPOSAL TYPE PER SPECIFICATION SECTION  02
24 23.

b. SORT AND PILE MATERIALS UNDER ROOF COVER OF BUILDING STRUCTURE.

c. HAUL SORTED MATERIALS TO CONTRACTOR LAYDOWN, STOCKPILE AND WATER TREATMENT AREA FOR CONSOLIDATION
AND DISPOSAL. LOAD MATERIALS FROM STRUCTURE OF ORIGIN.

MACHINE PITS:

a. EVACUATE RESIDUAL WATER IN THE PIT, TREAT AND DISCHARGE THROUGH THE TEMPORARY WATER TREATMENT SYSTEM
OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05.

b. SURFACE COVER, RAILINGS, AND MISCELLANEOUS EQUIPMENT, IF ANY, SHALL BE REMOVED FOR SALVAGE AND/OR
DISPOSAL.

c. DEWATER AQUEOUS FRACTION FROM RESIDUAL SEDIMENTS AND DISCHARGE THROUGH THE TEMPORARY WATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE.

d. PERFORM EXCAVATION OF SLUDGE/SEDIMENT TO  EXPOSE SUBSURFACE PIPING AND DISCHARGES, SEE SPECIFICATION 02
61 13. PERFORM EXCAVATION / REMOVAL FOR NON-SATURATED MATERIALS AND VACUUM EXCAVATION OF SLUDGE /
SEDIMENT.

e. HAUL SORTED MATERIALS TO CONTRACTOR LAYDOWN, STOCKPILE AND WATER TREATMENT AREA FOR CONSOLIDATION
AND DISPOSAL. LOAD MATERIALS FROM STRUCTURE OF ORIGIN.

f. PRESSURE WASH PIT WALLS TO CLEAN. COLLECT ALL WASH WATER AND CHEMICALS FOR TREATMENT AND DISPOSAL.

g. SUBSURFACE PIPING SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL (FLOWABLE FILL) PER SPECIFICATION
03 34 00.

h. PERFORATE EXISTING PIT FLOOR / SLAB.

i. BACKFILL PIT WITH ACCEPTED SITE GENERATED MATERIALS OR APPROVED IMPORTED BACKFILL.

j. CAP EXISTING FLOOR OPENING AS PER DETAIL 10 ON DRAWING D-02.

k. SUBSURFACE PIPING TO REMAIN (UNFILLED) SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS) AND
RECORDED ON THE AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

SUBGRADE VAULTS/CONTROL ROOMS IN BUILDINGS:

a. EVACUATE RESIDUAL WATER IN THE VAULTS/CONTROL ROOMS AND PROCESS LINES, TREAT AND DISCHARGE THROUGH
THE TEMPORARY WATER TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05.

b. SURFACE COVER, RAILINGS, AND MISCELLANEOUS EQUIPMENT, IF ANY, SHALL BE REMOVED FOR DECONTAMINATION,
SALVAGE AND/OR DISPOSAL.

c. DEWATER AQUEOUS FRACTION FROM RESIDUAL SEDIMENTS AND DISCHARGE THROUGH THE TEMPORARY WATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE.

d. REMOVE ALL SLUDGE AND CHARACTERIZE THE MATERIALS AND DEBRIS FOR OFFSITE DISPOSAL/RECYCLING.

e. PERFORM EXCAVATION WORK TO EXPOSE SUBSURFACE PIPING, ELECTRICAL DUCT BANK, CONDUIT AND DISCHARGES, SEE
SPECIFICATION 02 61 13.

f. PRESSURE WASH WALLS TO CLEAN. COLLECT ALL WASH WATER AND APPROPRIATE SURFACTANTS FOR TREATMENT AND
DISPOSAL.

g. SUBSURFACE PIPING SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL (FLOWABLE FILL) PER SPECIFICATION
03 34 00.

h. PERFORATE EXISTING VAULT FLOOR / SLAB.

i. BACKFILL WITH ACCEPTED SITE GENERATED MATERIALS OR APPROVED IMPORTED BACKFILL, SEE SPECIFICATION 31 23 23.

j. CAP EXISTING FLOOR OPENING AS PER DETAIL 10 ON DRAWING D-02.

k. SUBSURFACE PIPING FOUND AND TO REMAIN SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS) AND
RECORDED ON THE AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

TRANSFORMER VAULTS:

a. EVACUATE RESIDUAL WATER IN THE VAULTS AND PROCESS LINES, TREAT AND DISCHARGE THROUGH THE TEMPORARY
WATER TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05.

b. SURFACE COVER, RAILINGS, AND MISCELLANEOUS EQUIPMENT, IF ANY, SHALL BE REMOVED FOR DECONTAMINATION,
SALVAGE AND/OR DISPOSAL.

c. DEWATER AQUEOUS FRACTION FOR DISCHARGE THROUGH THE TEMPORARY WATER TREATMENT SYSTEM OR PROPERLY
DISPOSE OFFSITE

d. REMOVE ALL SLUDGE AND CHARACTERIZE THE MATERIALS AND DEBRIS FOR OFFSITE DISPOSAL/RECYCLING, SEE
SPECIFICATION 02 24 23.

e. PERFORM EXCAVATION WORK TO EXPOSE SUBSURFACE PIPING, ELECTRICAL DUCT BANK, CONDUIT AND DISCHARGES, SEE
SPECIFICATION 02 61 13.

f. PRESSURE WASH WALLS TO CLEAN. COLLECT ALL WASH WATER AND APPROPRIATE SURFACTANTS FOR TREATMENT AND
DISPOSAL.

g. SUBSURFACE PIPING SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL (FLOWABLE FILL) PER SPECIFICATION
03 34 00.

h. PERFORATE EXISTING VAULT FLOOR / SLAB.

i. BACKFILL WITH ACCEPTED SITE GENERATED MATERIALS OR APPROVED IMPORTED BACKFILL, SEE SPECIFICATION 31 23 23.

j. CAP EXISTING FLOOR OPENING AS PER DETAIL 10 ON DRAWING D-02.

k. SUBSURFACE PIPING FOUND AND TO REMAIN SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS) AND
RECORDED ON THE AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

REMOVAL OF DUST:

a. VACUUM ALL DUST WITH VACUUM TRUCK. WIPE ALL SURFACES WITH SUITABLE TACK CLOTHS AND DECONTAMINATE ALL
SURFACES.

b. SAMPLE, CHARACTERIZE, AND CLASSIFY DUST MATERIALS FOR WASTE DISPOSAL TYPE PER SPECIFICATION 02 24 23.

c. SORT ALL DUST MATERIALS AND PLACE INTO APPROPRIATE CONTAINERS FOR PROPER DISPOSAL, SEE SPECIFICATION
01 74 19.

REMOVAL OF LOOSE PAINT:

a. REMOVE LOOSE AND FLAKING LEAD BASED PAINT FROM ALL BUILDING MATERIALS, STRUCTURAL STEEL, AND INDUSTRIAL
PROCESSING EQUIPMENT BY MECHANICAL SCRAPING, SEE SPECIFICATIONS 02 83 08 AND 02 83 04.

b. COLLECT ALL LEAD BASED PAINT CHIPS AND PLACE IN APPROPRIATE CONTAINERS.

c. SAMPLE, CHARACTERIZE, AND CLASSIFY PAINT CHIPS, AND SLUDGE FOR WASTE DISPOSAL PER SPECIFICATION 02 24 23.

REMOVAL OF WINDOW GLAZING:

a. PREPARE WORK AREA FOR REMOVAL OF WINDOW GLAZING/CAULKING BASED ON THE FLEXIBILITY OF THE EXISTING
MATERIAL.

b. REMOVE EXISTING WINDOW GLAZING / CAULKING FROM SUBSTRATE MATERIALS USING HAND AND/OR
ELECTROMECHANICAL TOOLS USING DUST ASPIRATION METHODS AS REQUIRED, FOLLOWING ACM NOTES ON DRAWING
G-02 AND DRAWINGS AA-01 THROUGH AA-09. SEE SPECIFICATION 02 82 13.

c. COLLECT ALL GENERATED MATERIALS INCLUDING PCB CONTAINING ADJACENT MATERIALS, VACUUM FILTERS, WIPES, PPE,
ETC. SEE LIMITED SITE DATA DOCUMENT.

d. HAUL SORTED MATERIALS TO CONTRACTOR LAYDOWN, STOCKPILE AND WATER TREATMENT AREA FOR CONSOLIDATION
AND DISPOSAL. LOAD MATERIALS FROM STRUCTURE OF ORIGIN. SEE SPECIFICATIONS 02 24 23 AND 01 74 19.

REMOVAL OF MISCELLANEOUS BUILDING MATERIALS:

a. IDENTIFY BUILDING MATERIALS FOR REMOVAL.

b. DECONTAMINATE, SAMPLE, CHARACTERIZE, AND CLASSIFY DEBRIS MATERIALS FOR WASTE DISPOSAL PER SPECIFICATION
02 24 23.

c. HAUL SORTED MATERIALS TO CONTRACTOR LAYDOWN, STOCKPILE AND WATER TREATMENT AREA FOR CONSOLIDATION
AND DISPOSAL. LOAD MATERIALS FROM STRUCTURE OF ORIGIN. SEE SPECIFICATION 01 74 19.

REMOVAL OF MISCELLANEOUS INDUSTRIAL PROCESSING EQUIPMENT / MATERIALS:

a. IDENTIFY INDUSTRIAL PROCESSING EQUIPMENT/MATERIALS FOR REMOVAL.

b. DRAIN ALL RESIDUAL FLUIDS/MATERIALS FROM THE EQUIPMENT/MATERIALS.

c. SAMPLE, CHARACTERIZE, AND CLASSIFY DEBRIS MATERIALS FOR WASTE DISPOSAL TYPE PER SPECIFICATION 02 24 23.

d. DECONTAMINATE ALL EQUIPMENT/MATERIALS PER SPECIFICATION 02 61 13.

e. SORT MATERIALS AND PLACE INTO APPROPRIATE CONTAINERS FOR PROPER OFFSITE DISPOSAL AND/OR RECYCLING, SEE
SPECIFICATION 01 74 19.

MISCELLANEOUS TECHNICALLY ENHANCED NATURALLY OCCURING RADIOLOGICAL MATERIALS (TENORM):

a. ALL KNOWN AND SUSPECT RADIOACTIVE MATERIALS SHALL BE HANDLED UNDER THE SUPERVISION OF THE ENGINEERS
HEALTH PHYSICIST.

b. THE CONTRACTOR IS RESPONSIBLE FOR HEALTH AND SAFETY AND DOSIMETER MONITORING OF THEIR PERSONNEL.

c. SEGREGATE MATERIALS INCLUDING REFRACTORY BRICK, LAB CERAMICS, AND OTHER MATERIALS FOR PROPER HANDLING,
DECONTAMINATION, AND DISPOSAL FOLLOWING SPECIFICATION 13 49 00.

ABOVEGROUND STORAGE TANKS:

a. NOTIFY AND COORDINATE WITH THE ENGINEER BEFORE AST CLOSURE.

b. REMOVE AST LIQUID CONTENTS, CHARACTERIZE, AND TRANSPORT OFFSITE FOR DISPOSAL AT A FACILITY APPROVED BY
THE ENGINEER, SEE SPECIFICATIONS 02 24 23 AND 01 74 19.

c. VENTILATE, CLEAN AND REMOVE THE AST.

d. DECONTAMINATE AND REMOVE AST, PIPING, AND ASSOCIATED FACILITIES, SEE SPECIFICATION 02 65 00.

e. TRANSPORT THE AST OFFSITE FOR SALVAGE, RECYCLING, OR DISPOSAL AT A FACILITY APPROVED BY THE ENGINEER, SEE
SPECIFICATION 01 74 19.

f. CLEAN THE SURFACE BENEATH THE AST IN ACCORDANCE WITH SPECIFICATION 32 30 00.

g. SAMPLE, CHARACTERIZE, AND CLASSIFY ADJACENT AND SUBSURFACE SOIL AS DETERMINED BY THE ENGINEER, SEE
SPECIFICATIONS 02 24 23 AND 02 65 00.

h. PROVIDE TANK CLOSURE REPORT.

UNDERGROUD STORAGE TANKS:

a. NOTIFY AND COORDINATE WITH THE ENGINEER BEFORE UST CLOSURE.

b. DETERMINE IF CONTAMINATION FROM UST IS PRESENT.

c. WHEN CONTAMINATION EXISTS, NOTIFY THE ENGINEER AND DOCUMENT ALL INFORMATION.

d. REMOVE UST LIQUID CONTENTS, CHARACTERIZE, AND TRANSPORT OFFSITE FOR DISPOSAL AT A FACILITY APPROVED BY
THE ENGINEER, SEE SPECIFICATIONS 02 24 23 AND 01 74 19.

e. DECONTAMINATE AND REMOVE UST, PIPING, AND ASSOCIATED FACILITIES, SEE SPECIFICATION 02 65 00.

f. VENTILATE, CLEAN AND REMOVE THE UST.

g. TRANSPORT THE UST OFFSITE FOR SALVAGE, RECYCLING, OR DISPOSAL AT A FACILITY APPROVED BY THE ENGINEER.

h. REMOVE CONTAMINATED SOIL AND TRANSPORT OFFSITE FOR DISPOSAL AT A FACILITY APPROVED BY THE ENGINEER.

i. COLLECT CONFIRMATORY SAMPLES FROM SIDEWALLS AND BOTTOM OF UST EXCAVATION.

j. BACKFILL EXCAVATED AREA WITH MATERIAL APPROVED BY THE ENGINEER.

k. RESTORE EXCAVATION SURFACES IN ACCORDANCE WITH SPECIFICATION 32 30 00.

l. PROVIDE TANK CLOSURE REPORT.

WASTE WATER PITS AND ELECTRICAL/PUMPING PIT/BUILDINGS - BUILDINGS 34, 35, AND 36:

a. EVACUATE RESIDUAL WATER IN THE PITS, AND TREAT AND DISCHARGE THROUGH THE TEMPORARY GROUNDWATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05.

b. SURFACE COVER, RAILINGS, AND MISCELLANEOUS EQUIPMENT, IF ANY, SHALL BE REMOVED FOR SALVAGE AND/OR
DISPOSAL.

c. DEWATER AQUEOUS FRACTION FROM RESIDUAL SEDIMENTS AND DISCHARGE THROUGH THE TEMPORARY WATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE.

d. REMOVE ALL SLUDGE AND CHARACTERIZE THE MATERIALS AND DEBRIS FROM THE PITS FOR OFFSITE DISPOSAL. PERFORM
EXCAVATION / REMOVAL WORK FOR NON-SATURATED MATERIALS AND VACUUM EXCAVATION OF SLUDGE / SEDIMENT.

e. DISCONNECT, REMOVE, DECONTAMINATE, SALVAGE, AND DISPOSE ALL PUMPING, MECHANICAL, AND ELECTRICAL SUPPORT
EQUIPMENT.

f. DECONTAMINATE TREATMENT SYSTEM PITS WITH APPROPRIATE SURFACTANTS AND NEUTRALIZING REAGENTS, PUMPING
SYSTEMS AND MOTOR CONTROLS.

g. BREAKUP AND DEMOLISH THE REMAINING PUMPING, PROCESSING EQUIPMENT, AND BUILDING / STRUCTURES , SEE
SPECIFICATIONS 02 41 00 AND 01 74 19.

h. BREAKUP, DEMOLISH, DECONTAMINATE, AND REMOVE FOR DISPOSAL THE TREATMENT PIT BRICK LINED FLOORS AND
WALLS. CHARACTERIZE THE MATERIALS AND DEBRIS FROM THE FLOORS, WALLS, PITS AND CONTROL BUILDINGS FOR
OFFSITE DISPOSAL OR BENEFICIAL REUSE ON-SITE,  SEE SPECIFICATIONS 02 41 00 AND 01 74 19.

i. SUBSURFACE PIPING SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL (FLOWABLE FILL) PER SPECIFICATION
03 34 00.

j. BACKFILL PITS WITH ACCEPTED SITE GENERATED MATERIAL OR APPROVED IMPORTED BACKFILL, THEN GRADE, COMPACT
THE AREAS ACCORDING TO THE PROPOSED SITE RESTORATION PLAN,  SEE SPECIFICATION 31 23 23.

k. EXPOSED SUBSURFACE AND TREATMENT PIT DISCHARGE PIPING UNCOVERED DURING THE EXCAVATION PROCESS AND
FOUNDATIONS TO REMAIN SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS), AND RECORDED ON THE
AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

WASTE WATER PITS AND ELECTRICAL/PUMPING PIT/BUILDINGS - BUILDINGS 7, 8, 9, 10 AND 22:

a. EVACUATE RESIDUAL WATER IN THE PITS, AND TREAT AND DISCHARGE THROUGH THE TEMPORARY GROUNDWATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05

b. SURFACE COVER, RAILINGS, AND MISCELLANEOUS EQUIPMENT, IF ANY, SHALL BE REMOVED FOR SALVAGE AND/OR
DISPOSAL.

c. DEWATER AQUEOUS FRACTION FROM RESIDUAL SEDIMENTS AND DISCHARGE THROUGH THE TEMPORARY WATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE.

d. REMOVE ALL SLUDGE AND CHARACTERIZE THE MATERIALS AND DEBRIS FROM THE PITS FOR OFFSITE DISPOSAL. PERFORM
EXCAVATION / REMOVAL WORK FOR NON-SATURATED MATERIALS AND VACUUM EXCAVATION OF SLUDGE / SEDIMENT.

e. DISCONNECT, REMOVE, DECONTAMINATE, SALVAGE, AND DISPOSE ALL PUMPING, MECHANICAL, AND ELECTRICAL SUPPORT
EQUIPMENT.

f. DECONTAMINATE TREATMENT SYSTEM PITS WITH APPROPRIATE SURFACTANTS AND NEUTRALIZING REAGENTS, PUMPING
SYSTEMS AND MOTOR CONTROLS.

g. BREAKUP AND DEMOLISH THE REMAINING PUMPING, PROCESSING EQUIPMENT, AND BUILDINGS, SEE SPECIFICATIONS
02 41 00 AND 01 74 19.

h. SUBSURFACE PIPING SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL (FLOWABLE FILL) PER SECTION
03 34 00.

i. BACKFILL PITS WITH ACCEPTED SITE GENERATED MATERIAL OR APPROVED IMPORTED BACKFILL, THEN GRADE, COMPACT
THE AREAS ACCORDING TO THE PROPOSED FINAL SITE RESTORATION PLAN, SEE SPECIFICATION 31 23 23.

k. EXPOSED SUBSURFACE AND TREATMENT PIT DISCHARGE PIPING UNCOVERED DURING THE EXCAVATION PROCESS AND
FOUNDATIONS TO REMAIN SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS), AND RECORDED ON THE
AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

l. BUILDING 22 ONLY REMOVE AND DECONTAMINATE PLATE STEEL SURFACE FLOOR COVERING FOR SALVAGE, RECYCLING OR
DISPOSAL AT A FACILITY APPROVED BY THE ENGINEER, SEE SPECIFICATION 01 74 19.

MACHINE PITS IN BUILDINGS 12 AND 14 AND ROLLING MILL PITS IN BUILDING 9

a. EVACUATE RESIDUAL WATER IN THE PITS, AND TREAT AND DISCHARGE THROUGH THE TEMPORARY GROUNDWATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE, SEE SPECIFICATION 44 00 05

b. EXCAVATE ALL UNSATURATED SOIL FROM MACHINE PITS AND ROLLING MILL PIT, SEE SPECIFICATION 02 61 13.

c. SAMPLE, CHARACTERIZE, AND CLASSIFY SOIL FOR WASTE DISPOSAL TYPE PER SPECIFICATION 02 24 23.

d. SURFACE COVER, RAILINGS, AND MISCELLANEOUS EQUIPMENT, IF ANY, SHALL BE REMOVED FOR SALVAGE AND/OR
DISPOSAL.

e. DEWATER AQUEOUS FRACTION FROM RESIDUAL SEDIMENTS AND DISCHARGE THROUGH THE TEMPORARY WATER
TREATMENT SYSTEM OR PROPERLY DISPOSE OFFSITE.

f. REMOVE ALL SLUDGE AND CHARACTERIZE THE MATERIALS AND DEBRIS FROM THE PITS FOR OFFSITE DISPOSAL. PERFORM
EXCAVATION / REMOVAL WORK FOR NON-SATURATED MATERIALS AND VACUUM EXCAVATION OF SLUDGE / SEDIMENT.

g. DISCONNECT, REMOVE, DECONTAMINATE, SALVAGE, AND DISPOSE ALL PUMPING, MECHANICAL, AND ELECTRICAL SUPPORT
EQUIPMENT.

h. DECONTAMINATE TREATMENT SYSTEM PITS WITH APPROPRIATE SURFACTANTS AND NEUTRALIZING REAGENTS, PUMPING
SYSTEMS AND MOTOR CONTROLS.

i. BREAKUP AND DEMOLISH THE REMAINING PUMPING, PROCESSING EQUIPMENT, AND BUILDINGS, SEE SPECIFICATIONS
02 41 00 AND 01 74 19.

j. SUBSURFACE PIPING SHALL BE FILLED WITH CONTROLLED LOW STRENGTH MATERIAL (FLOWABLE FILL) PER SECTION
03 34 00.

k. BACKFILL PITS WITH ACCEPTED SITE GENERATED MATERIAL OR APPROVED IMPORTED BACKFILL, THEN GRADE, COMPACT
THE AREAS ACCORDING TO THE PROPOSED FINAL SITE RESTORATION PLAN, SEE SPECIFICATION 31 23 23.

l. EXPOSED SUBSURFACE AND TREATMENT PIT DISCHARGE PIPING UNCOVERED DURING THE EXCAVATION PROCESS AND
FOUNDATIONS TO REMAIN SHALL BE SURVEYED (HORIZONTAL LOCATION AND VERTICAL INVERTS), AND RECORDED ON THE
AS-BUILT DRAWINGS, SEE SPECIFICATIONS 01 71 23A, 01 78 39, AND 02 21 13.

REMOVAL OF STRUCTURAL STEEL:

a. STRUCTURAL STEEL DEMOLITION SHALL BEGIN AT THE TOP OF THE STRUCTURE AND PROCEED DOWNWARD, TO GROUND
AND SUBGRADE PITS AND VAULTS.

b. STRUCTURAL FRAME OF A PITCHED ROOF SHALL BE REMOVED TO WALL PLATE LEVEL, BY METHODS APPROVED BY THE
ENGINEER.

c. ALL TRUSSES EXCEPT THE ONE BEING DISMANTLED SHALL BE INDEPENDENTLY AND SECURELY GUYED  BEFORE WORK
STARTS.

d. SUFFICIENT PURLINS AND BRACING SHALL BE RETAINED TO MAINTAIN STRUCTURAL STABILITY OF THE REMAINING ROOF
TRUSS WHILE EACH INDIVIDUAL TRUSS IS REMOVED PROGRESSIVELY.

e. THE BOTTOM TIE OF ROOF TRUSSES SHALL NOT BE CUT UNTIL THE PRINCIPAL RAFTERS ARE SECURED AGAINST MAKING
OUTWARD MOVEMENT.

f. TEMPORARY BRACING SHALL BE PROVIDED, WHERE NECESSARY, TO MAINTAIN STABILITY.

g. HOISTING GEAR SUITABLE FOR THE LOADS TO BE LIFTED SHALL BE USED.

h. NO MEMBER(S) SHALL BE CUT UNTIL PRECAUTIONS HAVE BEEN TAKEN TO PREVENT IT FROM SWINGING FREELY. ALL
STRUCTURAL STEEL MEMBERS SHALL BE LOWERED FROM THE BUILDING AND SHALL NOT BE ALLOWED TO DROP. THEY CAN
BE PLACED TEMPORARILY ON THE FLOOR BELOW. HOWEVER IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
DETERMINE THE INTEGRITY / COMPETENCY OF THE FLOOR.

i. STRUCTURAL STEEL SHALL BE DECONTAMINATED AND TRANSPORTED OFFSITE FOR SALVAGE AT A FACILITY APPROVED BY
THE ENGINEER, SEE SPECIFICATIONS 02 83 03, 02 83 04, AND 02 61 13.
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 17

BLACK COATING / GALBESTOS MATERIALA1

A3 WHITE / GRAY WINDOW GLAZING

A4 AIR CELL PIPE INSULATION, FITTINGS AND DEBRIS

A5

KEY

A6

A2 ELECTRICAL PANEL

ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

GRAY / BLACK PERIMETER ROOF FLASHING 

DUST AND DEBRIS

100,000 SF

40 SF

4,000 SF

200 LF

1,500 SF

30,000 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 16

GRAY TRANSITE DEBRISA9

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

25 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 18

GRAY DUCT INSULATION PAPERA7

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

2 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING  19

GRAY GASKET DEBRISA8

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

3 SF
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 15

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

A3 WHITE / GRAY WINDOW GLAZING 30 SF

0 20' 40'

N

A22 200 LF
WHITE / GRAY CLOTH PIPE INSULATION  (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)
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PLAN

ASBESTOS ABATEMENT SCHEDULE - BUILDING 36

BLACK COATING / GALBESTOS MATERIALA1

A3 WHITE / GRAY WINDOW GLAZING

BLACK CRADLE FLASHING

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

40,000 SF

30 SF

60 LFA11
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 14

BLACK COATING / GALBESTOSA1

A3 WHITE / GRAY WINDOW GLAZING

A4 AIR CELL PIPE INSULATION, MUD FITTINGS AND DEBRIS

KEY

A13

ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

GRAY TRANSITE CORRUGATED ROOFING

200,000 SF

100 SF

700 LF

14,000 SF
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2,600 SF

BLACK ROLLED ROOFING 100 SFA14

GREEN 9"x9"  FLOOR TILE AND MASTIC 1,600 SFA12

A31

” ” 

A6 DUST AND DEBRIS 55,000 SF

A22 400 LF

A2 ELECTRICAL PANEL 150 SF

WHITE / GRAY CLOTH PIPE INSULATION  (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)

BROWN 12"x12"  FLOOR TILE AND MASTIC (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 12

BLACK COATING / GALBESTOSA1

A4 AIR CELL PIPE INSULATION, FITTINGS, AND DEBRIS

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

160,000 SF

1,100 LF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 11

A3 WHITE / GRAY WINDOW GLAZING

A15

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

300 SF

1,000 LF
FLOOR DEBRIS: INCLUDES BUT NOT LIMITED TO GASKETS, FIRE BLANKETS,
ELECTRICAL PANELS, CONDUIT, ETC.

ASBESTOS ABATEMENT SCHEDULE - BUILDING 10

BLACK COATING / GALBESTOSA1

A3 WHITE / GRAY WINDOW GLAZING

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

60,000 SF

1,000 SF

WINDOW GLAZING 10,000 SF

BLACK ROLLED ROOFING 560 SFA14

A16 GRAY TRANSITE PANELS

A9 GRAY TRANSITE PANEL AND DEBRIS

A19 GRAY DOOR CAULKING

900 SF

20 LF

100 SF

A6 DUST AND DEBRIS  39,000 SF

PLAN

A22

A3

250 LF

A2 ELECTRICAL PANEL  150 SF

A2 ELECTRICAL PANEL 40 SF

WHITE / GRAY CLOTH PIPE INSULATION  (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 10

BLACK COATING / GALBESTOS A1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

60,000 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 12

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

160,000 SF

A3 WHITE / GRAY WINDOW GLAZING 10,000 LF

A6 DUST AND DEBRIS  39,000 SF

A2 ELECTRICAL PANEL  150 SF

A2 ELECTRICAL PANEL  40 SF
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16

AA-05

ASBESTOS ABATEMENT SCHEDULE - BUILDING 9

BLACK COATING / GALBESTOS MATERIALA1

A4 8" DIA. AIR CELL PIPE INSULATION, FITTINGS, DUST AND DEBRIS

A5

KEY

A6

A2 ELECTRICAL PANEL

ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

GRAY/BLACK PERIMETER ROOF FLASHING 

DIRT  AND DUST DEBRIS

180,000 SF

160 SF

300 LF

800 LF

65,000 SF

A16 GRAY TRANSITE PANELS 4,200 SF

GRAY DUCT INSULATION 10 SFA20

GRAY TRANSITE  BOARD DEBRIS 500 SFA21

ASBESTOS ABATEMENT SCHEDULE - BUILDING 5

BLACK COATING / GALBESTOS MATERIALA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

1,000 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 6

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

A19 GRAY DOOR CAULKING (TRACE <1%) 10 LF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 7

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

A18 GRAY SHEETING 10 SF

A3 WHITE/GRAY WINDOW GLAZING 600 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 8

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

- NO ASBESTOS IDENTIFIED -
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SECTIONS-
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AA-05A

0 10' 20'

APPROXIMATE

ASBESTOS ABATEMENT SCHEDULE - BUILDING 9

BLACK COATING / GALBESTOS MATERIALA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

180,000 SF

A6 DIRT  AND DUST DEBRIS  65,000 SF

A2 ELECTRICAL PANEL 160 SF
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A5 GRAY / BLACK PERIMETER ROOF FLASHING 800 LF
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PLANS - BUILDINGS

21, 22, & 24

18

AA-06

ASBESTOS ABATEMENT SCHEDULE - BUILDING 22

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

66,000 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 21

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

ASBESTOS ABATEMENT SCHEDULE - BUILDING 24

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

A4 AIR CELL PIPE INSULATION, FITTNGS AND DEBRIS

A16 GRAY TRANSITE PANELS - FLOORS, WALLS, DEBRIS

250 LF

A19 GRAY DOOR CAULKING

  

A4 AIR CELL PIPE INSULATION, FITTINGS AND DEBRIS

GREEN 9" x 9"  FLOOR TILE AND MASTIC

TAN & BROWN 9" x 9"  FLOOR TILE AND MASTICA23

A26 MISCELLANEOUS PARTS AND SUPPLIES (ACM) DEBRIS

RED 9'x9"  FLOOR TILE AND MASTICA27

BUILDING  24 - SECOND FLOOR

BROWN 12" x 12"  FLOOR TILE AND MASTICA31 1,200 SF

320 SF

800 SF

A25 ROLL OF GREEN LINOLEUM FLOORING 15 SF

600 SF

20 LF

A4 AIR CELL PIPE INSULATION FITTINGS AND DEBRIS 200 LF

2,400 SF

4,800 SF

A3 WHITE / GRAY WINDOW GLAZING 100 SF

A10 WHITE / GRAY WINDOW CAULKING (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)

A39

350 LF

900 SF

40 SF
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A5 GRAY / BLACK PERIMETER ROOF FLASHING 

WHITE 9" x 9"  FLOOR TILE AND YELLOW MASTICA34 1,200 SF

RED 9x9"  FLOOR TILE AND MASTIC (TRACE CHRYSOTILE)A27 600 SF

240 SF

PLAN

PLAN

A12

A2 ELECTRICAL PANEL  100 SF

DRY WALL JOINT COMPOUND  (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)
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PLANS - BUILDING 23
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AA-07

ASBESTOS ABATEMENT SCHEDULE - BUILDING 23

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 80,000 SF

A4 110 LF

A3 WHITE / GRAY WINDOW GLAZING

A29 GRAY MESH CANVAS

WHITE & GREEN 9x9"  FLOOR TILE AND MASTICA24

700 SF

120 SF

2,800 SF

BROWN 12"x12"  FLOOR TILE AND MASTICA42

A19 GRAY DOOR CAULKING

TAN 12"x12"  FLOOR TILE AND MASTICA32

BUILDING  23 - SECOND FLOOR

BUILDING  23 - FIRST FLOOR

 100 LF/100 SF

20 SF

A4 AIR CELL PIPE INSULATION AND FITTINGS (TRACE CHRYSOTILE) (3" DIA.)  AND DEBRIS 190 LF

AIR CELL PIPE INSULATION FITTINGS (8" DIA.) AND DEBRIS

4,200 SF

WHITE / GRAY CLOTH PIPE INSULATIONA22

A30 TAN & GRAY FLOOR TILE AND MASTIC 1,600 SF

100 LF
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GRAY 12"x12"  FLOOR TILE AND MASTICA41 1,600 SF

PLAN

PLAN

A2 ELECTRICAL PANEL  100 SF
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 22

BLACK COATING / GALBESTOS A1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

66,000  SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 23

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

80,000 SF
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A6 DIRT  AND DUST DEBRIS  30,000 SF A6 DIRT AND DUST DEBRIS 21,650 SF

A2 ELECTRICAL PANEL  100 SFA2 ELECTRICAL PANEL  100 SF

AutoCAD SHX Text
be made to the CADD drawing file.

AutoCAD SHX Text
Any changes and/or revisions should

AutoCAD SHX Text
This drawing was computer generated.

AutoCAD SHX Text
marked with the original seal and signature of the

AutoCAD SHX Text
Only copies from the original of this drawing that are

AutoCAD SHX Text
Engineer shall be considered as true valid copies.

AutoCAD SHX Text
REV. NO.

AutoCAD SHX Text
REVISION:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
ASBESTOS ABATEMENT LEGEND:   A1 REMOVAL AND DISPOSAL OF BLACK COATING/GALBESTOS MATERIAL ON   REMOVAL AND DISPOSAL OF BLACK COATING/GALBESTOS MATERIAL ON   CORRUGATED WALLS, ROOFS, INTERIOR AND EXTERIOR GROUNDS, AND ALL  ASSOCIATED ITEMS AS INDICATED ON ABATEMENT DRAWING AA-07A.  A2 REMOVAL AND DISPOSAL OF ELECTRIC PANELS AND ANY ASSOCIATED   REMOVAL AND DISPOSAL OF ELECTRIC PANELS AND ANY ASSOCIATED   ASSOCIATED   MATERIALS IN AREAS INDICATED ON  ABATEMENT DRAWING AA-07A.  ABATEMENT DRAWING AA-07A.  A6 REMOVAL AND DISPOSAL OF DIRT AND DUST DEBRIS AS INDICATED ON   REMOVAL AND DISPOSAL OF DIRT AND DUST DEBRIS AS INDICATED ON   ABATEMENT DRAWING AA-07A. 

AutoCAD SHX Text
NOTES: 1. SEE DWG. G-01 FOR TYPICAL LEGEND AND DWG. G-02 FOR SEE DWG. G-01 FOR TYPICAL LEGEND AND DWG. G-02 FOR ASBESTOS ABATEMENT NOTES AND COMPLETE LEGEND. 2. CONTENTS AND/OR MATERIALS SHOWN LISTED FOR DISPOSAL SHALL CONTENTS AND/OR MATERIALS SHOWN LISTED FOR DISPOSAL SHALL BE CONSIDERED APPROXIMATE, SEE DWG. G-02 GENERAL NOTES AND DWG. G-08 GENERAL DESCRIPTION OF WORK BY ACTIVITY FOR ADDITIONAL INFORMATION.



STRUCTURAL
BUILDING

COLUMN (TYP.)

INTERIOR WALL
(TYP.)

1'
AA-08A

1
AA-08A

5.5'

FORMER FUEL OIL
DISTRIBUTION SYSTEM

(TYP.)

BLDG. 27
GRINDING

BLDG. 28
FORGE PRESS

CONC.

CONC.

CONC.

CONC.

ASPHALT

PIT

BUILDING 28
PIT #XX

PIT

O
PE

N
IN

G
O

PE
N

IN
G

GRAVEL
PILE

GRAVEL
PILE

GALBESTOS SIDING
(TYP.)

OPENING

OVERHEAD
DOOR

OVERHEAD
DOOR

GALBESTOS SIDING
(TYP.)

OVERHEAD PIPE
RACK

OPENING

BOLLARDS

BOLLARDS

EXTERIOR CMU
WALL

GALBESTOS SIDING
(TYP.)

TOWER

OPENING

OVERHEAD
DOOR

CMU / BRICK EXTERIOR WALL
(LOWER PORTION) /
GALBESTOS SIDING

(UPPER PORTION)

RUBBLE

EXTERIOR CMU / BRICK
WALL

BLDG. 26
EXTERIOR CMU / BRICK

WALL

OPENING

OVERHEAD PIPE
RACK

EXTERIOR CMU / BRICK
WALL

INTERIOR WALL
(TYP.)

INTERIOR WALL
(TYP.)

D
N

A1

A12
A4

A3

A35

A16

A1

A33

A6

A33

A16

A6

A4A

A4A

A1

A4

A4

A35

A3

A2A2 A2

A2

A2A2

A2

A2A2

A2

BOILER

Sheet title:

Chk By:

Project No.:

Dwg By:

Pg No:

60594845

Engineer:

Richard Lecksell

Dwg No:

Date: JULY 2020

Seal and Signature:

Owner's Information:
NEW YORK STATE DEPARTMENT
OF ENVIRONMENTAL CONSERVATION
625 Broadway, Albany, New York 12233

Kevin McGovern

PROJECT NAME:

FORMER AL TECH

SPECIALTY STEEL, OU3

ON-SITE STRUCTURES

100% DESIGN
(NOT FOR CONSTRUCTION)

Asbestos Design By: David Cofield, Jr.

SITE NO. 401003
CONTRACT NO. D011482
TOWN OF COLONIE,
ALBANY COUNTY, NEW YORK

AECOM USA, INC.
257 WEST GENESEE STREET
BUFFALO, NY 14202
T: 716.856.5636

0 20' 40'

N

ASBESTOS ABATEMENT
PLANS -

BUILDINGS 27 & 28

21

AA-08

ASBESTOS ABATEMENT SCHEDULE - BUILDING 28

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 100,000 SF

26,000 LF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 27

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 120,000 SF

A4 AIR CELL PIPE INSULATION AND FITTINGS, DUST AND DEBRIS 100 LF

A3 WHITE / GRAY WINDOW GLAZING

A35 WHITE TILE, BOARD AND DEBRIS

GREEN 9"x9"  FLOOR TILE AND MASTICA12

A16 GRAY TRANSITE PANELS - FLOORS, WALLS, DEBRIS

750 SF

300 SF

700 SF

800 SF
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A4A MAG PIPE INSULATION, FITTINGS, DUST AND DEBRIS SURFACE AREA OR (1-3")

A33 MAG PIPE INSULATION, FITTINGS AND DEBRIS (3, 5, 8 & 14" DIA.) 

DUST AND DEBRISA6 30,650 SF

30,650 SF

A10 WHITE / GRAY WINDOW CAULKING (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY) 1,500 LF

800 SF

MAG PIPE INSULATION, FITTINGS AND DEBRIS (3, 5, 8 & 14" DIA.) 830 LFA33

A4A MAG PIPE INSULATION, FITTINGS, DUST AND DEBRIS SURFACE AREA OR (1-3" BGS)

DUST AND DEBRISA6 26,000 SF

A4 PIPE INSULATION, CLOTH WRAP AND DEBRIS 2,000 LF

PLAN

A2 ELECTRICAL PANEL  100 SF A2 ELECTRICAL PANEL  100 SF
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 28

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 100,000 SF

A6 DUST AND DEBRIS  26,000 SF

A2 ELECTRICAL PANEL  100 SF
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AA-09

ASBESTOS ABATEMENT SCHEDULE - BUILDING  30

BLACK COATING / GALBESTOSA1

A3 WHITE / GRAY WINDOW GLAZING

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 24,290 SF

241 SF

 500 LFGREEN 9"x9"  FLOOR TILE AND MASTICA12

A4 AIR CELL PIPE INSULATION, MUD FITTINGS AND DEBRIS

500 LFRED 9"x9"  FLOOR TILE AND MASTICA39

ASBESTOS ABATEMENT SCHEDULE - BUILDING  31

BLACK COATING / GALBESTOS A1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 30,800 SF

6,800 SFGRAY / GREEN 9x9"  FLOOR TILE AND MASTIC (1st & 2nd FLOOR)A36

A4 AIR CELL PIPE INSULATION, MUD FITTINGS AND DEBRIS (1st & 2nd FLOOR)

5,800 SFA37

A38 GRANULATED INSULATION (VERMICULITE) 80 LBS

TAN / BROWN 9x9"  FLOOR TILE AND MASTICA23

BUILDING  31 - SECOND FLOOR

ASBESTOS ABATEMENT SCHEDULE - BUILDING  32

BLACK COATING / GALBESTOSA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

24,000 SF

WHITE / GREEN 9"x9"  FLOOR TILE AND MASTICA12

A4 PIPE INSULATION, CLOTH WRAP AND DEBRIS

A6 DUST AND DEBRIS

BUILDING  32 - SECOND FLOOR

A5 GRAY / BLACK PERIMETER ROOF FLASHING 

BLACK ROLLED ROOFING & BUILT UP ROOFINGA14

BLACK ROLLED ROOFINGA14

420  LF

800  SF

100 LF

1,500 SF

65  LF

200 SF

8,000 SF

500  SF

500  SF
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A4A AIR CELL PIPE INSULATION, DUST AND DEBRIS SURFACE AREA

A6 DUST AND DEBRIS

420 SF

17,000 SF

  

PLAN

PLAN

PLAN

BLACK / GREEN 9"x9"  FLOOR TILE AND MASTIC ( 2nd FLOOR)

A4A AIR CELL PIPE INSULATION, DUST AND DEBRIS SURFACE AREA 200 SF

A22 10  LF

WHITE 9"x9"  FLOOR TILE AND MASTICA34 500  SF

A19 GRAY DOOR CAULKING 40 LF

A2 ELECTRICAL PANEL 40 SF

A2 ELECTRICAL PANEL 60 SF

WHITE / GRAY CLOTH PIPE INSULATION  (WAS NOT IDENTIFIED BY AECOM ACM
SURVEY BUT WAS IDENTIFIED BY OTHERS DURING A PRIOR ACM SURVEY)
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ASBESTOS ABATEMENT SCHEDULE - BUILDING 32

BLACK COATING / GALBESTOS MATERIALA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

A6 DIRT  AND DUST DEBRIS

ASBESTOS ABATEMENT SCHEDULE - BUILDING 31

BLACK COATING / GALBESTOS MATERIALA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY

 30,800 SF

24,000 SF

8,000 SF

ASBESTOS ABATEMENT SCHEDULE - BUILDING 30

BLACK COATING / GALBESTOS MATERIALA1

KEY ASBESTOS CONTAINING MATERIAL TO BE REMOVED AND DISPOSED QUANTITY
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A6 DIRT  AND DUST DEBRIS 16,600 SF

A2 ELECTRICAL PANEL  40 SF

A2 ELECTRICAL PANEL  60 SF

AutoCAD SHX Text
be made to the CADD drawing file.

AutoCAD SHX Text
Any changes and/or revisions should

AutoCAD SHX Text
This drawing was computer generated.

AutoCAD SHX Text
marked with the original seal and signature of the

AutoCAD SHX Text
Only copies from the original of this drawing that are

AutoCAD SHX Text
Engineer shall be considered as true valid copies.

AutoCAD SHX Text
REV. NO.

AutoCAD SHX Text
REVISION:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
ASBESTOS ABATEMENT LEGEND:   A1 REMOVAL AND DISPOSAL OF BLACK COATING/GALBESTOS MATERIAL ON CORRUGATED WALLS, ROOFS,  REMOVAL AND DISPOSAL OF BLACK COATING/GALBESTOS MATERIAL ON CORRUGATED WALLS, ROOFS,  INTERIOR AND EXTERIOR GROUNDS, AND ALL ASSOCIATED ITEMS AS INDICATED ON ABATEMENT DRAWING ABATEMENT DRAWING AA-09A.  A2 REMOVAL AND DISPOSAL OF ELECTRIC PANELS AND ANY ASSOCIATED MATERIALS IN AREAS INDICATED ON REMOVAL AND DISPOSAL OF ELECTRIC PANELS AND ANY ASSOCIATED MATERIALS IN AREAS INDICATED ON ASSOCIATED MATERIALS IN AREAS INDICATED ON ABATEMENT DRAWING AA-09A.  A6 REMOVAL AND DISPOSAL OF ALL DUST AND APPROXIMATELY 1 TO 3 INCHES OF DIRT AND DEBRIS FROM REMOVAL AND DISPOSAL OF ALL DUST AND APPROXIMATELY 1 TO 3 INCHES OF DIRT AND DEBRIS FROM GROUND AND MATERIAL SURFACES INCLUDING BUT NOT LIMITED TO: LEDGES; SHELVING; STRUCTURAL  STEEL; AND ALL SURFACES THROUGHOUT THE BUILDING AND AS INDICATED ON ABATEMENT DRAWING  AA-09A.

AutoCAD SHX Text
NOTES: 1. SEE DWG. G-01 FOR TYPICAL LEGEND AND DWG. G-02 FOR SEE DWG. G-01 FOR TYPICAL LEGEND AND DWG. G-02 FOR ASBESTOS ABATEMENT NOTES AND COMPLETE LEGEND. 2. CONTENTS AND/OR MATERIALS SHOWN LISTED FOR DISPOSAL SHALL CONTENTS AND/OR MATERIALS SHOWN LISTED FOR DISPOSAL SHALL BE CONSIDERED APPROXIMATE, SEE DWG. G-02 GENERAL NOTES AND DWG. G-08 GENERAL DESCRIPTION OF WORK BY ACTIVITY FOR ADDITIONAL INFORMATION.



1
C-01

1'
C-01

BLDG. 17 - STRUCTURAL STEEL (TYP.)
(MATERIAL ID. # 17-15)

BLDG. 17 - GALBESTOS SIDING
(MATERIAL ID. # 17-13)

BLDG. 17 MISC. SOLID WASTE PILE #3
(MATERIAL ID. # 17-03)

BLDG. 17 MISC. SOLID WASTE PILE #4
(MATERIAL ID. # 17-04)

BLDG. 17 MISC. SOLID WASTE PILE #5
(MATERIAL ID. # 17-05)

BLDG. 17 MISC. SOLID WASTE PILE #6
(MATERIAL ID. # 17-06)

BLDG. 17 - SLUDGE IN PIT (TYP.)
(MATERIAL ID. # 17-07)

BLDG. 17 MISC. SOLID WASTE PILE #2
(MATERIAL ID. # 17-02)

BLDG. 17 MISC. SOLID WASTE PILE #1
(MATERIAL ID. # 17-01)

BLDG. 17
ANNEALING

(31,000 SF)

BLDG. 18
(140 SF)

BLDG. 19
(350 SF)

BLDG. 15

BLDG. 14

BUILDING 17
PIT 17-01

BUILDING 17
PIT 17-02

STRUCTURAL
BUILDING

COLUMN (TYP.)

INTERIOR CMU WALL
(TYP.)

CONCRETE
FLOOR

CONCRETE
FLOOR

CONCRETE
FLOOR

C
O

N
C

R
ET

E
FL

O
O

R

AS
PH

AL
T

ASPHALT

ASPHALT

ASPHALT

BLDG. 16

(APPROX. FORMER
LOCATION / REMNANTS)

(APPROX. FORMER
LOCATION / REMNANTS)

APPROX. LIMITS
OF MISC. SOLID WASTE
(TYP.)

OPENING
OPENING

APPROX. LOCATION OF
PARTIALLY INTACT
ANNEALING OVENS

APPROX. LOCATION OF REMAINING
MISC. MANUFACTURING / PROCESSING EQUIPMENT

BLDG.17 - MISC. BLDG. MATERIALS (TYP.)
(MATERIAL ID. # 17-16)

BLDG.17 - MISC. INDUSTRIAL PROCESSING MATERIALS
(MATERIAL ID. # 17-17)

APPROX. LOCATION OF REMAINING
MISC. MANUFACTURING / PROCESSING EQUIPMENT

BLDG.17 - MISC. INDUSTRIAL PROCESSING MATERIALS
(MATERIAL ID. # 17-17)

APPROX. LOCATION OF
PARTIALLY INTACT
ANNEALING OVENS

BLDG.17 - MISC. INDUSTRIAL PROCESSING MATERIALS
(MATERIAL ID. # 17-17)

BLDG.17 - MISC. INDUSTRIAL PROCESSING MATERIALS
(MATERIAL ID. # 17-17)

MISC.INDUSTRIAL PROCESSING MATERIAL
REMAINING IN PIT 17-01

BLDG. 17 - WINDOWS AND
WINDOW GLAZING
(MATERIAL ID. # 17-20)
(MATERIAL ID. # 17-10)

BLDG.17 -CERAMIC FIBER INSULATION
(MATERIAL ID. # 17-12)

BLDG. 17 - DELAMINATED GALBESTOS
(MATERIAL ID. # 17-21)

BLDG.19 - SEE TABLE FOR MATERIAL TYPE
AND QUANTITIES

BLDG.18 - SEE TABLE FOR MATERIAL TYPE
AND QUANTITIES

BLDG. 12

BOLLARDS
(TYP.)

GRAVEL
PILE
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N.T.S.

R-01

0 100' 200'

N

NOTES:

1. SEE SHEET G-01 FOR TYPICAL LEGEND.

2. REMOVE ALL ELEVATED CONCRETE PLATFORMS, MACHINE MOUNTS AND/OR FOUNDATIONS.
CUT COLUMNS OR ANY OTHER PROTRUSIONS FLUSH WITH CONCRETE FLOOR.

3. SEAL ALL CONCRETE FLOOR OPENINGS, PITS, VAULTS AND ALL VOIDS IN ACCORDANCE WITH
SPECIFICATION 32 30 00.

4. SEAL ALL SANITARY SEWER MANHOLES AND FLOOR DRAINS IN ACCORDANCE WITH
SPECIFICATION 33 00 00.

5. SEE SHEET G-03 GENERAL NOTES AND SHEET G-08 GENERAL DESCRIPTION OF WORK BY
ACTIVITY FOR ADDITIONAL INFORMATION.

6. RESTORE ALL AREAS WITHIN LIMITS OF WORK IN ACCORDANCE WITH RESTORATION
SPECIFICATION 32 30 00.

BUILDING # BUILDING NAME BUILDING # BUILDING NAME

1 FORMER EAF BAGHOUSE 21 VACUUM ARC
REMELTING ANNEX

2 FORMER MELT SHOP 22 VACUUM ARC REMELTING

3 FORMER CASTER 23 CONSUTRODE

4 LABORATORY 24 DISPENSARY/CHEM LAB

5 ELECTRICAL 25 SHED

6 ELECTRICAL 26 ACID STORAGE

7 HYDROMATION PLANT 27 GRINDING

8 PUMP HOUSE 28 FORGE PRESS

9 ROLLING MILLS 29 OFFICE

10 BILLET GRINDING 30 STORAGE

11 ROLL TURNING 31 TECH SERVICES

12 BAR FINISHING 32 TRANSPORTATION

13 FORMER WATER SYSTEMS 33 HOUSE-SOUTH

14 BAR TURNING 34 ACID NEUTRALIZING

15 FORMER QUONSET 35 MECHANICAL

16 FORMER SUBSTATION #2 36 PICKLE HOUSE

17 ANNEALING 37 EXTRUSION

18 PUMP HOUSE 38 WATER TREATMENT

19 GAS METER G GUARD SHACK

20 ADMINISTRATION

39

LEGEND:

S SANITARY SEWER MANHOLE TO BE SEALED

STORM SEWER MANHOLE

STORM SEWER CATCH BASIN

LIMIT OF WORK

DEMOLISHED BUILDING / STRUCTURE WITH CONCRETE SLAB TO REMAIN

D

API

O
IL/W

ATER

SEPAR
ATO

R

LOW

AutoCAD SHX Text
KROMMA KILL

AutoCAD SHX Text
KROMMA KILL

AutoCAD SHX Text
GPS1

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
C:\Projects\60594845_AL_TechStl\900_CAD_GIS\910_CAD\20-SHEETS\100%\G-PLANS.dwg 1:1 7/21/20 - 2 RMB 1:1 7/21/20 - 2 RMB1:1 7/21/20 - 2 RMB 7/21/20 - 2 RMB7/21/20 - 2 RMB - 2 RMB

AutoCAD SHX Text
be made to the CADD drawing file.

AutoCAD SHX Text
Any changes and/or revisions should

AutoCAD SHX Text
This drawing was computer generated.

AutoCAD SHX Text
marked with the original seal and signature of the

AutoCAD SHX Text
Only copies from the original of this drawing that are

AutoCAD SHX Text
Engineer shall be considered as true valid copies.

AutoCAD SHX Text
REV. NO.

AutoCAD SHX Text
REVISION:

AutoCAD SHX Text
DATE:



6'
(APPROX.)

10'
(APPROX)

3 TEMPORARY CONSTRUCTION FENCE
NOT TO SCALE

TEMPORARY
FENCE

INDUSTRIAL
SADDLE CLAMPS

FASTENED TO
ADJACENT PANEL

VISUAL BARRIER
(WOVEN FILTER FABRIC)

ATTACHED TO FENCE

SECURELY ATTACH MISTING AND/OR
AIR MONITORING DEVICES, SPACING AS

REQUIRED

5 STOCKPILE AREAS
NOT TO SCALE

A A'

1 EROSION CONTROL
NOT TO SCALE

2 STORM DRAIN INLET PROTECTION
NOT TO SCALE

4 DECONTAMINATION PAD
NOT TO SCALE

18"18"
18" 18"

40'
12'

49'±

15'

AS REQUIRED 18" MIN.

GRATE

LIFT STRAPS

DANDY BAG II,
OR
EQUIVALENT

STANDARD FABRIC
IS AN ORANGE
WOVEN
MONOFILAMENT

DUMPING STRAP
ALLOWS FOR EASY
REMOVAL OF
CONTENTS

DIRECTION OF FLOW

UNDISTURBED
SUBGRADE

2" DEEP x 12" WIDE
LAYER OF LOOSE
COMPOST MATERIAL
PLACED ON UPHILL/FLOW
SIDE OF TUBES TO FILL
SPACE BETWEEN SOIL
SURFACE AND TUBES.

LIMIT OF WORK

2" X 2" X 3' UNTREATED HARDWOOD
STAKES, UP TO 5' APART OR AS
REQUIRED TO SECURE TUBES IN
PLACE. WHEN STAKING IS NOT
POSSIBLE, SUCH AS WHEN TUBES
MUST BE PLACED ON PAVEMENT,
HEAVY CONCRETE OR CINDER
BLOCKS CAN BE USED BEHIND TUBES
UP TO 5' APART OR AS REQUIRED TO
SECURE TUBES IN PLACE.

2 '

COMPOST FILTER TUBE MINIMUM 12"
IN DIAMETER WITH AN EFFECTIVE
HEIGHT OF 9.5".

EXISTING
GROUND

ELEVATION VIEW

PLAN VIEW

EXISTING
TREE

EXISTING
PAVEMENT

PLACING TUBES
AGAINST THE UPHILL
SIDE OF WELL-
ANCHORED,
STATIONARY FEATURES
SUCH AS EXISTING
TREES CAN PROVIDE
ADDITIONAL BRACING.

CURVE ENDS UPHILL TO
PREVENT DIVERSION OF
UNFILTERED RUN-OFF.

DIRECTION

STREAM
AR

EA
 O

F 
D

IS
TU

R
BA

N
C

E

PR
O

TE
C

TE
D

AR
EA

TUBES CAN BE PLACED
DIRECTLY ON EXISTING
PAVEMENT WHEN
NECESSARY.

EXISTING HEADWALL OR OTHER
OBSTACLES

OF FLOW

DIRECTION
OF FLOW

COMPOST FILTER
TUBE

LIMIT OF WORK

SECURE ENDS OF
TUBES WITH STAKES
SPACED 18" APART
THROUGH TOPS OF
TUBES.

DIRECTION 

PR
O

TE
C

TE
D

AR
EA

COMPOST FILTER TUBE
LOOSE COMPOST LAYER

UNTREATED HARDWOOD
STAKE

3' MIN.

AR
EA

 O
F 

D
IS

TU
R

BA
N

C
E

OF FLOW 

PLAN VIEW - JOINT DETAIL

*
*
*

STOCKPILE AREA NOTES:

1. STOCKPILE AREA DIMENSIONS AND SHAPE MAY VARY. ACTUAL SIZE WILL BE DETERMINED
BASED ON SITE CONDITIONS AND REQUIRED STORAGE VOLUME.  CONTRACTOR SHALL
DETERMINE FINAL SIZE OF AREA WITH APPROVAL BY THE ENGINEER.

2. CONTAINMENT BERMS MATERIAL SHALL BE APPROVED BY THE ENGINEER PRIOR TO USE.
PLACE STORMWATER CONTAINMENT BERM SOILS IN MAXIMUM OF 12" LIFTS.

3. STORMWATER CONTAINMENT BERMS ARE TO BE MOISTURE CONDITIONED AND COMPACTED
TO A FIRM, UNYIELDING CONDITION.

4. INITIAL PLACEMENT OF MATERIAL WILL BE CAREFULLY PLACED SUCH THAT EQUIPMENT DOES
NOT DAMAGE LINER. STORMWATER CONTAINMENT BERMS HEIGHT SHALL BE AS REQUIRED TO
CONTAIN ANTICIPATED STORMWATER FLOWS.

5. DAILY INSPECTION AND MAINTENANCE OF THE STORMWATER CONTAINMENT BERMS IS
REQUIRED FOR THE DURATION OF THE PROJECT.

6. STOCKPILED SOIL WILL BE COVERED WITH 10 MIL POLY SHEETING AND BALLASTED  WITH SAND
BAGS, OR EQUIVALENT, AT THE END OF EACH DAY AND WHEN NOT BEING WORKED ON.

7. WHEN ONE-HALF (1/2) FULL, THE COLLECTION SUMP IS TO BE PUMPED OUT. COLLECTED
WATER TO BE PUMPED TO WASTEWATER TREATMENT PLANT OR INTO CONTAINERS AND
TRANSPORTED TO WASTEWATER TREATMENT PLANT FOR TREATMENT AND DISPOSAL.

8. SOLIDS ACCUMULATED IN THE SUMP WILL BE EXCAVATED PERIODICALLY AND PLACED ON THE
WASTE MATERIAL STOCKPILE.

9. UPON COMPLETION OF THE WORK, THE STOCKPILE AREA SHALL BE REMOVED.
10. ANY DAMAGE TO STOCKPILE AREA MUST BE REPORTED TO THE  NYSDEC IMMEDIATELY.
11. LINER SHALL BE 40 MIL HDPE (MIN.) ONE SOLID SHEET OR SHALL HAVE SEAMS WELDED OR

TAPED PER MANUFACTURER'S RECOMMENDATIONS. NO OVERLAP WILL BE ACCEPTED.

EQUIPMENT
MOUNTABLE
BERM

EXISTING SURFACE
(CONCRETE)40 MIL. PVC OR HDPE

LINER (MIN.)

6" EXCAVATED MATERIAL
FREE OF MATERIAL THAT

MAY PUNCTURE LINER

EXISTING GRADE FREE OF
ANGULAR PROTRUSIONS

STRAW BALE BERM

STORMWATER
COLLECTION
AREA

ADD FILL TO
CREATE EQUIPMENT
MOUNTABLE BERM

LINER SECURED BY 15-20 LB.
SANDBAGS EVERY 5' ALONG

LENGTH OF BERM (TYP)

STOCKPILED MATERIAL COVERED
WITH 10 MIL POLY SHEETING

8 OZ/SY GEOTEXTILE
(MIN.)

STRAW BALE

INLET PROTECTION NOTES

INSTALLATION: REMOVE THE GRATE FROM CATCH BASIN. IF USING
OPTIONAL OIL ABSORBENTS; PLACE ABSORBENT PILLOW IN UNIT. STAND
THE GRATE ON END. MOVE THE TOP LIFTING STRAPS OUT OF THE WAY
AND PLACE THE GRATE INTO THE DANDY BAG II, OR EQUIVALENT, SO
THAT THE GRATE IS BELOW THE TOP STRAPS AND ABOVE THE LOWER
STRAPS. HOLDING THE LIFTING DEVICES, INSERT THE GRATE INTO THE
INLET.

MAINTENANCE: INSPECT AFTER EACH STORM EVENT AND AT REGULAR
INTERVALS. REMOVE ALL ACCUMULATED SEDIMENT AND DEBRIS FROM
VICINITY OF UNIT. IF THE CONTAINMENT AREA IS MORE THAN 1/3 FULL OF
SEDIMENT, THE UNIT MUST BE EMPTIED. TO EMPTY UNIT, LIFT THE UNIT
OUT OF THE INLET USING THE LIFTING STRAPS AND REMOVE THE GRATE.
IF USING OPTIONAL OIL ABSORBENTS; REPLACE ABSORBENT WHEN NEAR
SATURATION.

ADD FILL TO CREATE
A MOUNTABLE BERM FOR
ON-SITE TRANSFER EQUIPMENT

WATER COLLECTION AREA

SLOPE DECON AREA 0.5%(MIN)
TOWARD COLLECTION SUMP

DECON SUPPORT AREA WITH 40MIL HDPE LINER (MIN)
OVER BERM OF STRAW BALES

SECTION A-A' SECTION B-B'

40 MIL. PVC OR HDPE LINER (MIN)

EXISTING GRADE FREE
OF ANGULAR
PROTRUSIONS

8 OZ/SY GEOTEXTILE
(MIN)

1
1

SAND BAG
(5' ON CENTER)

STOCKPILES

MAXIMUM HEIGHT = 15'
MAXIMUM VOLUME = 750 CUBIC YARDS

COMPOST FILTER TUBE NOTES:

1. TUBES FOR COMPOST FILTERS SHALL BE JUTE MESH OR BIODEGRADABLE MATERIAL.
2. TUBES SHALL BE TAMPED IN PLACE TO INSURE GOOD CONTACT WITH SOIL SURFACE. IT IS NOT NECESSARY TO

TRENCH TUBES INTO EXISTING GRADE.
3. PROVIDE A MINIMUM TUBE DIAMETER OF 12" FOR SLOPES UP TO 50' IN LENGTH WITH A SLOPE RATIO OF 3H:1V OR

STEEPER.
4. LONGER SLOPES OF 3H:1V MAY REQUIRE LARGER TUBE DIAMETER OR ADDITIONAL COURSING OF FILTER TUBES

TO CREATE A FILTER BERM.
5. REFER TO MANUFACTURER'S RECOMMENDATIONS FOR SITUATIONS WITH LONGER OR STEEPER SLOPES.
6. INSTALL TUBES ALONG CONTOURS AND PERPENDICULAR TO SHEET OR CONCENTRATED FLOW.
7. DO NOT INSTALL IN PERENNIAL, EPHEMERAL OR INTERMITTENT STREAMS.
8. CONFIGURE TUBES AROUND EXISTING SITE FEATURES TO MINIMIZE SITE DISTURBANCE AND MAXIMIZE CAPTURE

AREA OF STORMWATER RUN-OFF.
9. PROVIDE A 3' MINIMUM OVERLAP AT ENDS OF TUBES TO JOIN IN A CONTINUOUS BARRIER AND MINIMIZE

UNIMPEDED FLOW.
10. STAKE JOINING TUBES SNUGLY AGAINST EACH OTHER TO PREVENT UNFILTERED FLOW BETWEEN THEM.
11. SECURE ENDS OF TUBES WITH STAKES SPACED 18" APART THROUGH TOPS OF TUBES.

DECONTAMINATION PAD NOTES

1. ALTERNATIVE DESIGN SHALL BE APPROVED BY THE
DEPARTMENT.

POSTS DRIVEN OR ADEQUATELY
WEIGHTED TO RESIST OVERTURNING

*
*

EXISTING SURFACE
(CONCRETE)

EXISTING SURFACE
(CONCRETE)

= C-08, C-08A, C-09

SURFACE WATER FLOW

ALLOW TWO WAY TRAFFIC

 NOTES:

1. POST SPACING AS REQUIRED
AND APPROVED BY ENGINEER.

STRAW BALE

BALE TIES

40 MIL HDPE
LINER (MIN.)

8 OZ/SY GEOTEXTILE
(MIN.)

SAND BAG

= (IN LOCATION(S) AS DIRECTED BY ENGINEER)

C-09

C-09 C-09

A SECTION
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12' MIN

PER DRAWINGS
6" MIN

PER DRAWINGS

7 TEMPORARY ACCESS ROAD
NOT TO SCALE

*
*

CONSTRUCTION SPECIFICATIONS

PLAN VIEW

PROFILE

EXISTING
GROUND

8 OZ/SY
GEOTEXTILE

(BLACK)

EXISTING
GROUND

1. REFER TO DRAWWING G-03 FOR ADDITIONAL INFORMATION.
2. STONE SIZE - USE AASHTO #57 STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.
3. LENGTH - AS REQUIRED / AS ORDERED BY THE ENGINEER
4. THICKNESS - NOT LESS THAN 6".
5. WIDTH - 12' MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT POINTS WHERE INGRESS OR EGRESS OCCURS. 24'

IF SINGLE ENTRANCE TO SITE.
6. GEOTEXTILE (NON-WOVEN 8 OZ/SY) - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.
7. MAINTENANCE - THE ACCESS ROAD SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR

FLOWING OF SEDIMENT OUTSIDE WORK AREA.
9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED, AS REQUIRED AND AFTER EACH RAIN

EVENT.

STABILIZED
CONSTRUCTION
ENTRANCE

STABILIZED
CONSTRUCTION
ENTRANCE

STONE

PROFILE

EXISTING PAVEMENT

EARTH FILL
PIPE AS NECESSARY

5:1 5:1

PLAN VIEW

MINIMUM 6" OF 1"-4" AGGREGATE OVER
LENGTH AND WIDTH OF STRUCTURE

MOUNTABLE BERM (6" MIN..)
(OPTIONAL)

3 FT.

50 FT. (MIN.)

GEOTEXTILE

EXISTING GROUND

STABILIZED CONSTRUCTION ENTRANCE

50 FT. (MIN.)

EXISTING
PAVEMENT

12' (MIN.)
WIDTH

10' (MIN.)

10' (MIN.)

10 FT. (MIN.)

STABILIZED CONSTRUCTION ENTRANCE NOTES:

1) STONE SIZE - USE 1 - 4 INCH STONE, OR RECLAIMED OR RECYCLED CONCRETE.
2) LENGTH - NOT LESS THAN 50 FT.
3) THICKNESS - NOT LESS THAN 6 INCHES.
4) WIDTH - 12 FT. MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT POINTS WHERE
INGRESS OR EGRESS OCCURS, 24 FOOT MINIMUM IF SINGLE ENTRANCE TO SITE.
5) GEOTEXTILE - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING
STONE.
6) SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD
CONSTRUCTION ENTRANCES SHALL BE PIPED BENEATH THE ENTRANCE. IF PIPING
IS IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPE WILL BE PERMITTED.
7) MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH
WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO THE PUBLIC
RIGHTS-OF-WAY OR ADJACENT PRIVATE, ALL SEDIMENT SPILLED, DROPPED,
WASHED OR TRACKED ONTO THESE AREAS SHALL BE REMOVED IMMEDIATELY.
8) WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH
STONE AND WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.
9) PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER
EACH RAIN EVENT.

NOT TO SCALE

6 STABILIZED CONSTRUCTION ENTRANCE
NOT TO SCALE

*
*

= (IN LOCATION(S) AS DIRECTED BY ENGINEER)= (IN LOCATION(S) AS DIRECTED BY ENGINEER)

MATCH GRADES OF EXISTING
CONCRETE FLOOR SLAB
OPENING, PIT OR VAULT

BACKFILL WITH INERT, CRUSHED
DEMOLITION DEBRIS OR

ENGINEER-APPROVED MATERIAL

EXISTING OPENING DIMENSIONS VARY

COVER WITH 4" (MIN.) UNREINFORCED
CONCRETE OR OTHER APPROVED

CAPPING MATERIAL (TYP.)

VARIES

10 FILL AND CAP CONCRETE FLOOR OPENING
NOT TO SCALE

*
*

SEAL AND PLUG ALL
ASSOCIATED PIPING
WITH FLOWABLE FILL

PERFORATE BASE OF
STRUCTURE (TYP.)

= C-01, C-02, C-03, C-04A, C-05A, C-06A, C-07A, C-08A

8 TEMPORARY ELECTRICAL SERVICE
NOT TO SCALE

72" MAX.

8' MIN.

5'

24" MIN.

24" MIN.

12" MAX.

4' MIN.

4' MIN.

*
*

NOTES

STRUCTURE:

1. INSTALL STRUCTURE AT A LOCATION SHOWN ON
DRAWINGS OR LOCATION APPROVED BY ON-SITE
ENGINEER.

2. THE STRUCTURE SHALL BE ACCESSIBLE TO SERVICE
PROVIDER BUCKET TRUCKS.

3. STRUCTURE SHALL BE MADE FROM OF 4" X 4" AND 2" X 4"
TIMBERS SET 24" INTO GROUND AND FIRMLY BRACED OR
CLASS 5 POLE SET A MINIMUM OF 60" INTO GROUND OF
SUFFICIENT HEIGHT TO PROVIDE SERVICE DROP
CLEARANCE SPECIFIED BY SERVICE PROVIDER.

4. SPLICING OF TIMBERS IS NOT PERMITTED.

SERVICE:

1. SERVICE ENTRANCE CONDUCTORS
2. METER BASE OR METER BASE/BREAKER COMBINATION.
3. SERVICE DISCONNECT EQUIPMENT, IF SEPARATE.
4. SERVICE GROUND.
5. GROUND ROD.
6. 2"X4"X36" STAKES (3 REQUIRED).
7. 2"X4" BRACES (3 REQUIRED).
8. 4"X4" POST

APPROVED BY
SERVICE
PROVIDER

GROUND

3

2
12"
MIN

1

4

5

6

7

8

9

10

= (AS REQUIRED)

WATER STORAGE
SYSTEM
COMPONENT

MODULAR
PREFABRICATED
SECONDARY
CONTAINMENT

COMPACTED
GRAVEL LEVELING
PAD, AS REQUIRED
(TYP.)

9 CONSTRUCTION WATER STORAGE CONTAINMENT DETAIL
NOT TO SCALE

PIPING / HOSES
(TYP.)

C-09
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FLOW IN

PH

MIXING & AERATION
(MINOR STRIPPING)

AERATION

SUBMERSIBLE
PUMP

PH PROBE

PH

API-1

PH PROBE

EQUALIZATION & AERATION
(IRON OXIDATION) LEVEL

GOES UP & DOWN

SETTLING OIL/WATER
SEPARATOR

POTENTIAL METALS
REMOVAL PROCESS

OIL DRUM
W/DECANT

SKIM

DEPENDING UPON METALS
CONCENTRATION LEVELS,
ADDITIONAL TREATMENT

MAY BE REQUIRED
(ION EXCHANGE,

PRECIPITATION, POLYMER
ADDITION, ETC.)

GRANULAR
ACTIVATED CARBON

2 IN SERIES

EFFLUENT HOLDING
TANK (BACKWASH

MUNICIPAL WATER)

BACKWASH
PUMP

BACKWASH WATER GAC
EFFLUENT

EFFLUENT
FLOW METER &

COMPOSITE
SAMPLER (FLOW

PACED)

DISCHARGE TO
KROMMA KILL

OPTIONAL BAKER TANK TO
SAMPLE EFFLUENT &
HOLD IT PRIOR TO
DISCHARGE (PERMIT MAY
REQUIRE IT

GAC BACKWASH
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3" (MIN.) MASONRY SAND CUSHION
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30 MIL. (MIN.) PVC OR HDPE WATERTIGHT LINER OVER
GEOTEXTILE CUSHION MATERIAL LAYER ON BASE AND
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NOTES:

1. PIPING, CATWALKS, STAIRS AND OTHER STRUCTURAL ELEMENTS NOT SHOWN.

2. CONTRACTOR SHALL PERFORM A FIELD VERIFICATION LEAKAGE TEST ON EACH
TANK,WITH CLEAN MUNICIPAL WATER, PRIOR TO THEIR USE.

3. TESTS SHALL BE PERFORMED AT REGULAR INTERVALS OR AS DIRECTED BY THE
ENGINEER, WITH WATER BEING TREATED, TO CONFIRM SYSTEM IS WATERTIGHT.

4. THE CONTRACTOR SHALL ADD PUMPS AND VALVES AS NECESSARY.
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(AS REQUIRED)

WATER LEVEL TO BE FLOAT
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NOTIFICATION ALARM SYSTEM
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